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			 Related Part Number
	
					PART	Description	Maker
	ISL8483E ISL8483ECPZ ISL8483EIB ISL8483EIBZ ISL848	ESD Protected to 卤15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers
	Intersil Corporation

	UM3483E UM3483EEPA UM3486EEPA UM3486EESA UM3483EES	3.3V-Powered, ±15kV ESD-Protected, and Slew-Rate-Limited True RS-485 Transceivers
	Union Semiconductor, Inc.

	ADM483EAN ADM483EAR 	 -15 kV ESD Protected/ EMC Compliant Slew Rate Limited/ EIA RS-485 Transceiver
 -15 kV ESD Protected, EMC Compliant Slew Rate Limited, EIA RS-485 Transceiver
	Analog Devices
Analog Devices, Inc.

	EMIF02-MIC02 	5V, Half Duplex, 250kbps Slew Rate Limited, &#177;15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP 2线EMI滤波器和ESD保护
5V, Half Duplex, 250kbps Slew Rate Limited, ±15kV ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-PDIP
2 LINES EMI FILTER AND ESD PROTECTION
	Bourns, Inc.
ST Microelectronics

	SP3080EMN-L SP3080EEN-L SP3080E SP3080EMN_TR SP308	Advanced-Failsafe RS-485/RS-422 Transceiver 1/8th Unit Load, Slew-Limited, 【15kV ESD-Protected
	SIPEX[Sipex Corporation]

	MAX3062E MAX3060E07 MAX3061EEKA-T MAX3062EEKA-T MA	15kV ESD-Protected, Fail-Safe, 20Mbps, Slew-Rate-Limited RS-485/RS-422 Transceivers in a SOT
	Maxim Integrated Produc...
Maxim Integrated Products

	ISL8485E ISL8483EIP ISL8483EIB ISL8485ECB ISL8485E	ESD Protected to 15kV 5V Low Power High Speed or Slew Rate Limited RS-485/RS-422 Transceivers
ESD Protected to 15kV/ 5V/ Low Power/ High Speed or Slew Rate Limited/ RS-485/RS-422 Transceivers
ESD PROTECTED TO 【15KV, 5V, LOW POWER, HIGH SPEED OR SLEW RATE LIMITED, RS-485/RS-422 TRANSCEIVERS
	INTERSIL[Intersil Corporation]

	ISL8487EIB-T ISL8487EIBZ-T ISL81487EIPZ 	15kV ESD Protected 1/8 Unit Load 5V Low Power High Speed or Slew Rate Limited RS-485/RS-422 Transceivers
	Intersil

	ISL3170E ISL3170EIBZ ISL3170EIUZ ISL3171E ISL3171E	±15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers
【15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers
	INTERSIL[Intersil Corporation]

	MAX3180E MAX3180EEUK-T MAX3181EEUK-T MAX3182EEUK-T	±15kV ESD-Protected, 0.5µA,  3V to 5.5V, 1.5Mbps RS-232 Receivers in SOT23 5
15kV ESD-Protected, 0.5A,  3V to  5.5V, 1.5Mbps RS-232 Receivers in SOT23-5
"?à15kV ESD-Protected, 0.5?A,  3V to 5.5V, 1.5Mbps RS-232 Receivers in SOT23 5"
±15kV ESD-Protected, 0.5μA,  3V to  5.5V, 1.5Mbps RS-232 Receivers in SOT23-5
15kV ESD-Protected 0.5A  3V to  5.5V 1.5Mbps RS-232 Receivers in SOT23-5
15kV ESD-Protected / 0.5A /  3V to  5.5V / 1.5Mbps RS-232 Receivers in SOT23-5
5kV ESD-Protected, 0.5レA,  3V to  5.5V, 1.5Mbps RS-232 Receivers in SOT23-5 LINE RECEIVER, PDSO5
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX3311E MAX3311ECUB MAX3311EEUB MAX3311E-MAX3313E	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 &plusmn;15kV ESD保护60kbps&micro;A、RS-232兼容收发器，&micro;MAX封装
±.15kV ESD-Protected.460kbps.1µ.A.RS-232-Compatible Transceivers in µ.MAX
±15kV ESD-Protected, 460kbps, 1μA, RS-232-Compatible Transceivers in μMAX
15kV ESD-Protected, 460kbps, 1A, RS-232-Compatible Transceivers in MAX
" ?à15kV ESD-Protected, 460kbps, 1?A, RS-232-Compatible Transceivers in ?MAX"
15kV ESD-Protected 460kbps 1A RS-232-Compatible Transceivers in MAX
【15kV ESD-Protected, 460kbps, 1レA, RS-232-Compatible Transceivers in レMAX
15kV ESD-Protected / 460kbps / 1A / RS-232-Compatible Transceivers in MAX
±15kV ESD-Protected, 460kbps, 1µA, RS-232-Compatible Transceivers in µMAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	EIC256S08D01-100D EIC256S08C01-085D EIC256S08C01-1	3.3V Full Duplex, 20Mbps With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP
3.3V Full Duplex, 500kbps Slew Rate Limited With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 10-MSOP
3.3V Full Duplex, 500kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC x8的SRAM
3.3V Full Duplex, 500kbps Slew Rate Limited, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP
3.3V Full Duplex, 20Mbps With Enable, IEC61000 ESD Protected, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP
	Advanced Micro Devices, Inc.
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