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			 Related Part Number
	
					PART	Description	Maker
	HX0068ANL H0009NL H0019NL H0020NL H0022NL H0025NL 	RoHS peak reflow temperature rating 260C
	Pulse A Technitrol Company

	X24022 X24022P X24022P-2.7 X24022P-3 X24022PI X240	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 串行E2PROM
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Serial E2PROM
	XICOR[Xicor Inc.]

	HX2019NLT H2005ANL H2006ANL H2008NL H2009NL H1197N	100Base-TX VoIP Magnetics Modules
RoHS peak reflow temperature rating 245C
Power OVER Ethernet (PoE) Magnetics and (PoE ) Magnetics
	Pulse A Technitrol Company

	22-03-XXXX 22-03-2020 22-03-2021 22-03-2030 22-03-	Computer Keyboard; Number of Keys:86; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No
Lt grey PS2 kbd. US 104 layout, AT connector. 特点和规
FEATURES AND SPECIFICATIONS 特点和规
KEYBOARD, COMPACT, CHERRY, PS2; Colour:white; Length, lead:1.7m 特点和规
Computer Keyboard; Number of Keys:83; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No 特点和规
Black 11" u-slim PS2 kbd. US red. 83 layout, non-Win. Mech. switches, tampopr. 特点和规
KEYBOARD, WITH TRACKBALL, PS2, GREY; Colour:Grey; Connector type:PS/2; Depth, external:139mm; Length / Height, external:20mm; Width, external:370mm
Computer Keyboard; No. of Keys:104; Color:Black; Operating Temp. Min:0 C; Output Type:USB; Voltage Rating:5V RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:Yes; Operating Temp. Min:0 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Black; Leaded Process Compatible:No; Operating Temp. Min:0 C; Output Type:USB; Peak Reflow Compatible (260 C):No; Voltage Rating:5V RoHS Compliant: Yes
Computer Keyboard; No. of Keys:86; Color:Light Gray; Output Type:USB RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Light Gray; Operating Temp. Min:0 C; Voltage Rating:5V RoHS Compliant: Yes
; No. of Keys:86; Color:Beige; Leaded Process Compatible:Yes; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	117-97-620-41-005 117-97-624-41-005 217-99-764-41-	Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Temperature Max:80 C; Voltage Nom.:600V RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Multiconductor Cable; Jacket Material:Rubber; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Portable Cordage; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP Teflon; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
2#20 TYPE J THERMOCOUPLE RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Shrinkdip sockets Open and closed frame Solder tail Shrinkdip插座，公开和非公开框架焊尾
Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:59ohm; Leaded Process Compatible:Yes; Temperature Max:60 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Belden Microphone Cable, Wire Size: 20 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Tinned Copper, Shielding: Copper Braid, Jacket: Black Rubber
Multiconductor Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C RoHS Compliant: Yes
Cable; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Multiconductor Power-Limited Fire Protective, Control & Instrumentation Cable; Number of Conductors:4; Conductor Size AWG:12; No. Strands x Strand Size:7 x 20; Jacket Material:FEP RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:6; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Conductor Material:Copper; Conductor Plating:Tin; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor, Paired Thermocouple Extension Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Aluminum Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Leaded Process Compatible:Yes; Temperature Max:90 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Leaded Process Compatible:Yes; Temperature Max:80 C RoHS Compliant: Yes
Connector assemblies, Outlet; Leaded Process Compatible:Yes RoHS Compliant: Yes
2#12 FEP SH FEP RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:55ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
ShrinkdipsocketsOpenandclosedframeSoldertail
	PRECI-DIP SA
Precid-DipDurtalSA
PREDIP[Precid-Dip Durtal SA]

	0435.250 04351.25 04351.75 0435.500 0435.375 04350	Surface Mount Fuses - Thin-Film Surface Mount
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:41 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
LED Panel Mount Indicator; LED Color:Orange; Color:Orange; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Littelfuse, Inc.

	AM29F800BT-120ED AM29F800BB-70SD AM29F800BB-90SD A	Flash Memory IC; Leaded Process Compatible:Yes; Memory Size:8Mbit; Package/Case:48-TSOP; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:120ns; Series:AM29 RoHS Compliant: Yes 512K X 16 FLASH 5V PROM, 120 ns, PDSO48
Flash Memory IC; Memory Size:8Mbit; Package/Case:44-SOIC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:70ns; Series:AM29 RoHS Compliant: Yes 512K X 16 FLASH 5V PROM, 70 ns, PDSO44
Flash Memory IC; Memory Size:8Mbit; Package/Case:44-SOIC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5V; Access Time, Tacc:90ns; Series:AM29 RoHS Compliant: Yes
512K X 16 FLASH 5V PROM, 90 ns, PBGA48
	Spansion, Inc.
SPANSION LLC

	IMX7 110IMX7-03-9 110IMX7-05-05-9 110IMX7-05-9 110	7 Watt DC-DC Converters
GT 3C 3#16S PIN PLUG
Paper Capacitor; Voltage Rating:3000VDC; Capacitor Dielectric Material:Paper; Capacitance:1uF; Capacitance Tolerance: /- 10%; Lead Pitch:34.93mm; Leaded Process Compatible:No; Package/Case:C; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Paper Capacitor; Voltage Rating:3000VDC; Capacitor Dielectric Material:Paper; Capacitance:0.5uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:Yes; Package/Case:A; Series:T; Termination:Screw RoHS Compliant: Yes
Paper Capacitor; Voltage Rating:3000VDC; Capacitor Dielectric Material:Paper; Capacitance:0.5uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:A; Peak Reflow Compatible (260 C):No RoHS Compliant: No
CAPACITOR, TANTALUM, 10/20V 10%, 6032, SMD
Paper Capacitor; Voltage Rating:5000VDC; Capacitor Dielectric Material:Paper; Capacitance:0.5uF; Capacitance Tolerance: /- 10%; Lead Pitch:34.93mm; Leaded Process Compatible:No; Package/Case:C; Peak Reflow Compatible (260 C):No RoHS Compliant: No
AC/DC CAPACITANCE=0.25 VOLT=2000 RoHS Compliant: Yes
Paper Capacitor; Voltage Rating:2000VDC; Capacitor Dielectric Material:Paper; Capacitance:5uF; Capacitance Tolerance: /- 10%; Lead Pitch:34.93mm; Leaded Process Compatible:Yes; Package/Case:D; Series:T; Termination:Screw RoHS Compliant: Yes
CAPACITORS
	http://
POWER-ONE[Power-One]

	25AA256T-EP 25LC256T-EP 25AA256-IMFG 25AA256T-IMF 	256K SPI Bus Serial EEPROM 256K SPI总线串行EEPROM
DBL BNDPOST MTG BASE  10/PKG  (BLACK) RoHS Compliant: Yes
IC Socket Test Clip; No. of Contacts:1 RoHS Compliant: Yes
GT 8C 8#16 SKT PLUG
RES POWER .010 OHM 1W 1% SMT
SENSOR REFLECTIVE OBJECT
LED 470NM ROUND BLUE 3MM
DIP IC Test Clip; No. of Contacts:40; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
BNC (M-F), 600 OHM RoHS Compliant: Yes
	http://
Microchip Technology, Inc.
Microchip Technology Inc.

	T2322B T2323 T2327N T2320 T2320A T2320B T2320D T23	CONN., 26 POS LATCH HEADER
Connector; Leaded Process Compatible:No; Mounting Type:PC Board; Peak Reflow Compatible (260 C):No RoHS Compliant: No
2.5-A SENSITIVE GATE SILICON TRIACS 2.5一个敏感栅硅双向可控硅
	General Electric Solid State
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.
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