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			2SK3109 - Gate voltage rating  -30 V Low on-state resistance RDS(on) = 0.4 MAX. (VGS= 10 V, ID = 5.0 A) 



		
			
					
						
						[image: 2SK3109_6987506.PDF Datasheet]



					
				
					 		
	Part No.	2SK3109   

	Description	Gate voltage rating  -30 V Low on-state resistance RDS(on) = 0.4 MAX. (VGS= 10 V, ID = 5.0 A) 
 

	File Size	173.99K  / 
						1 Page	 
	

						Maker	
						

						 TY Semiconductor Co., Ltd 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: 2SK3109
	Maker: NEC
	Pack: TO-220
	Stock: 11324
	Unit price 
									for :
	    
									50: $0.27
	  
									100: $0.25
	1000: 
									$0.24
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						2SK3109  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						2SK3109  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[2SK3109  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 2SK3109 ] 


					[ Price & Availability of 2SK3109 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Gate voltage rating  -30 V Low on-state resistance RDS(on) = 0.4 MAX. (VGS= 10 V, ID = 5.0 A)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	2SK3712 	High voltage: VDSS = 250 V Gate voltage rating:  -30 V Built-in gate protection diode
	TY Semiconductor Co., Ltd

	IP78M15ADP IP78M15DP 	Power Resistor; Series:TWW; Resistance:20ohm; Resistance Tolerance: /- 5 %; Power Rating:5W; Voltage Rating:350V; Temperature Coefficient:350ppm/ C
3 TERMINAL LOW CURRENT 15 VOLT POSITIVE VOLTAGE REGULATOR
	TT electronics Semelab Limited
SEME-LAB[Seme LAB]

	STK13C68-C25 STK13C68-5S25 STK13C68-5S45 STK13C68-	FUSE 5A SLO-BLO PICO
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:200uA
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:50uA
PC Board Fuse; Current Rating:250mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PC Board Fuse; Current Rating:375mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Cartridge Fuse; Current Rating:0.062A; Voltage Rating:125V; Fuse Type:Very Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:125V RoHS Compliant: No
NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
	Microchip Technology, Inc.
Electronic Theatre Controls, Inc.

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	BXB50-24S15FLT BXB50-48S05FLT BXB50-48S3V3FLT BXB5	Low voltage CMOS octal bus buffer (3-state inv.) with 5V tolerant inputs DC至DC转换
Low voltage CMOS 16-bit D-type latch (3-state) with 5 V tolerant inputs
Low voltage CMOS quad 2 channel multiplexer (3-state) with 5V tolerant inputs
Low voltage CMOS dual 4-input NAND gate with 5 V tolerant inputs
Low voltage CMOS triple 3-input NOR gate with 5V tolerant inputs
Low voltage CMOS dual 2 to 4 decoder/demultiplexer
Low voltage CMOS octal bus buffer with 3 state outputs (non inverted)
Low voltage quad 2 channel multiplexer with 5V tolerant inputs
Low voltage CMOS hex Schmitt inverter with 5V tolerant inputs
33-50W Wide Input DC/DC Converters
	3M Company
ARTESYN[Artesyn Technologies]

	SKKH132 SKKT132 SKKT132_12E SKKT132_14E SKKT132_16	Cabinet Light with on/off switch; Power Rating:11W; Voltage Rating:120V; For Use With:Enclosures
THYRISTOR / DIODE MODULES
	Semikron International

	ZXMN6A11G ZXMN6A11GFTA ZXMN6A11GFTC 	N-channel  MOSFET
60V N-CHANNEL ENHANCEMENT MODE MOSFET
; Current Rating:6A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Line Filter; Current Rating:10A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Series:MXB
	ZETEX[Zetex Semiconductors]

	AP6680GM 	Low On-Resistance, High Vgs Max Rating Voltage
	Advanced Power Electronics Corp.

	HCA0207 	Bipolar Transistor; Package/Case:TO-3P; Current Rating:12A; Voltage Rating:800V
Carbon Film Resistors, Power Type
From old datasheet system
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	HCPL-6250 HCPL-625K HCPL-625X 5962-8876801PA 5962-	Hermetically Sealed. Low If. Wide Vcc. Logic Gate Optocouplers 密封。如果低。宽的VCC。逻辑门光电耦合
HCPL-523K-300 · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
HCPL-523K-100 · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876904KXA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
HCPL-520K-100 · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
HCPL-520K-300 · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876802KPC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876802KXA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876801PC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876802KPA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876901PA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876801PA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876801XA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876801YA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876801YC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876802KYA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876802KYC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876901PC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876901XA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876901YA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876901YC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-88769022A · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876903FC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876904KPA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876904KPC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876904KYA · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876904KYC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876905K2A · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
5962-8876906KFC · Hermetically Sealed, Low If, Wide Vcc, Logic Gate Optocouplers
	Avago Technologies, Ltd.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	BDX91 	Metal Oxide Varistor (MOV); Voltage Rating AC, Vrms:300Vrms; Voltage Rating DC, Vdc:405VDC; Peak Surge Current (8/20uS), Itm:1200A; Clamping Voltage 8/20us Max  :775V; Peak Energy (10/1000uS):25J; Capacitance, Cd:70pF
Bipolar NPN Device in a Hermetically sealed TO3 Metal Package.
	Seme LAB
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