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						[image: GRM1885C1H102JA01D_6998396.PDF Datasheet]



					
				
					 		
	Part No.	GRM1885C1H102JA01D GRM1885C1H102JA01J   

	Description	φ180, 330mm Paper taping 
 

	File Size	79.34K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 Murata Manufacturing Co., Ltd. 
  
						










	
						
						




						

	Homepage	
						http://www.murata.com/
	Download	[ 
						GRM1885C1H102JA01D GRM1885C1H102JA01J  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						GRM1885C1H102JA01D GRM1885C1H102JA01J  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[GRM1885C1H102JA01D GRM1885C1H102JA01J  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for GRM1885C1H102JA01D ] 


					[ Price & Availability of GRM1885C1H102JA01D by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : φ180, 330mm Paper taping   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GRM188R61A335KE15J 	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM1555C1E2R3CZ01D GRM1555C1E2R3CZ01J GRM1555C1E2R	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM155R71H472KA01D GRM155R71H472KA01J GRM155R71H47	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM1885C2A220JA01D GRM1885C2A220JA01J 	   φ180, 330 mm Paper taping
	Murata Manufacturing Co...

	2PD601A 2PD601AQ 2PD601AR 2PD601AS 	NPN general purpose transistor
Paper Capacitor; Voltage Rating:1500VDC; Capacitor Dielectric Material:Paper; Capacitance:12uF; Capacitance Tolerance: 10%; Lead Pitch:20.64mm; Leaded Process Compatible:No; Package/Case:D; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Philips Semiconductors
NXP Semiconductors N.V.

	SOT-89-5 	Package, Reel, Taping
	ELM Technology Corporat...

	RH5RHXX2B RH5RHXX3B RH5RHXX1A RH5RH691A-T1 RH5RH69	PWM Set-up DC/DC Converter
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 5.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
	Ricoh

	LMK212ABJ106KGHT 	Standard packaging quantity (minimum) Taping Embossed 3000pcs
	Taiyo Yuden (U.S.A.), I...

	L-15WR18JV4E L-07WR18JV4E L-14WR18JV4E 	Chip and Wirewound Inductor Packaging Information Taping Specifications
	Johanson Technology Inc...

	HMK316AC7225ML-TE 	Standard packaging quantity (minimum) Taping Embossed 2000pcs
	Taiyo Yuden (U.S.A.), I...
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