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	Part No.	FNQ-R-25 FNQ-R-15   

	Description	Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm 
 Cartridge Fuse; Current Rating:15A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Length:38.1mm; Series:FNQ-R
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			 Related Part Number
	
					PART	Description	Maker
	FNQ-R-25 FNQ-R-15 	Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm
Cartridge Fuse; Current Rating:15A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Melamine; Diameter:0.406mm; Fuse Terminals:Ferrule; Length:38.1mm; Series:FNQ-R
	COOPER INDUSTRIES

	STD4 STD2 	:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
ELECTRIC FUSE, 2A, 240VAC, 33000A (IR), INLINE/HOLDER
Leaded Cartridge Fuse; Current Rating:2.5A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	COOPER INDUSTRIES

	STK13C68-C25 STK13C68-5S25 STK13C68-5S45 STK13C68-	FUSE 5A SLO-BLO PICO
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:200uA
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:50uA
PC Board Fuse; Current Rating:250mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PC Board Fuse; Current Rating:375mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Cartridge Fuse; Current Rating:0.062A; Voltage Rating:125V; Fuse Type:Very Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:125V RoHS Compliant: No
NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
	Microchip Technology, Inc.
Electronic Theatre Controls, Inc.

	SS-5F-1A-AP1 SS-5F-10A-AP SS-5F-2.5A-BK SS-5F-2.5A	FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE ROHS COMPLIANT
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk; Voltage Rating:125V RoHS Compliant: Yes
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk; Voltage Rating:250V RoHS Compliant: Yes
FAST BLOW ELECTRIC FUSE, 2.5A, 250VAC, 50A (IR), THROUGH HOLE
FAST BLOW ELECTRIC FUSE, 4A, 250VAC, 50A (IR), THROUGH HOLE
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	ST733C..LSERIES ST733C08LFM0 ST733C08LFL0 ST733C04	800V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
400V 1900A Inverter Thyristor in a TO-200AC (B-Puk) package
INVERTER GRADE THYRISTORS
Automotive Fuse; Current Rating:3A; Voltage Rating:32V; Fuse Type:Fast Acting; Body Material:Plastic; Fuse Terminals:Blade; Length:15.41mm; Series:297; Voltage Rating:32V; Fuse Size/Group:15.41 x 10.92 x 3.81mm RoHS Compliant: Yes
Fuse Holder; Leaded Process Compatible:Yes; Mounting Type:Panel Mount RoHS Compliant: Yes
	International Rectifier

	Z86C32-12VEC 	Fuse Holder; Fuse Size/Group:1/4 "; Mounting Type:PC Board; Body Material:Spring Brass; Contact Plating:Tin; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating, AC:250V
	保险丝支架，夹子&硬件

	3404.0044.XX 3404.0019.XX 3404.0014.XX 3404.0043.X	FAST BLOW ELECTRIC FUSE, 6.3A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
FUSE, SMD, 125V, 8A; Current, fuse rating:8A; Voltage rating, AC:125V; Fuse type, blowing characteristic:Quick Acting F RoHS Compliant: Yes FAST BLOW ELECTRIC FUSE, 8A, 125VAC, 125VDC, 100A (IR), SURFACE MOUNT
Surface Mount Fuse, 7.4 x 3.1 mm, Quick-Acting F, 125 VAC, 125 VDC
	SCHURTER AG
Schurter Inc.

	2040.0613 2040.0614 	Subminiature PCB Fuse; Long or short terminals; available Taped and reeled; Telecommunications use; Voltage Rating: 250V; Current Rating: 0.63A; Characteristic: TIME LAG BLOW ELECTRIC FUSE, 0.63A, 250VAC, 35A (IR), THROUGH HOLE
Subminiature PCB Fuse; Long or short terminals; available Taped and reeled; Telecommunications use; Voltage Rating: 250V; Current Rating: 0.8A; Characteristic: TIME LAG BLOW ELECTRIC FUSE, 0.8A, 250VAC, 35A (IR), THROUGH HOLE
	SCHURTER AG

	MAX6315US25D1-T MAX6315US25D2-T MAX6315US25D3-T MA	Open-Drain SOT μP Reset Circuit
Open-Drain SOT 渭P Reset Circuit
Open-Drain SOT P Reset Circuit
Cartridge Fuse; Current Rating:20A; Voltage Rating:600V; Fuse Type:Time Delay; Diameter:20.574mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:57.15mm; Peak Reflow Compatible (260 C):No; Series:LPJ RoHS Compliant: No
SOCKET, 28 PIN, MACHINE, 0.6" WIDE, 0.1" L.S. 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-Drain SOT レP Reset Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ADAPTER SOWIC TO DIP 24 POS 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-drain microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1120ms.
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
http://
MAXIM[Maxim Integrated Products]
电源管理
Maxim Integrated Products, Inc.

	CCK140-200A CCK225-300A CCL80-120A CCK1-15A CCK20-	   Fork-Lift and Stud-Mounted Fuses
Limiter dual-element time-delay lift-truck fuse. 160 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 150 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 125 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 100 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 700 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 600 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 200 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 100 amperes, 130 Volts DC. Interrupting rating: 10,000 amperes.
Fork-Lift and Stud-Mounted Fuses 自动装填和良种式保险
Limiter fast acting lift-truck fuse. 225 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 300 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 225 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 150 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 100 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 300 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
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