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			 Related Part Number
	
					PART	Description	Maker
	HV5308PJ-B-G HV5408PJ-B-G 	AC PLASMA DISPLAY DRIVER, PQCC44 0.653 X 0.653 INCH, 0.180 INCH HEIGHT, 0.050 INCH PITCH, GREEN, PLASTIC, MS-018AC, LCC-44
	Supertex, Inc.

	548M-03IT 548MI-03LFT 548M-03LFT 548M-03T 	PLL BASED CLOCK DRIVER, PDSO16 0.150 INCH, SOIC-16
PLL BASED CLOCK DRIVER, PDSO16 0.150 INCH, ROHS COMPLIANT, SOIC-16
	Integrated Device Technology, Inc.

	IMISM562BZT 	200 MHz, OTHER CLOCK GENERATOR, PDSO8 0.150 INCH, SOIC-8
	Cypress Semiconductor, Corp.

	PE44213 	SMA Female Bulkhead Connector Solder Attachment 0.042 inch End Launch PCB, .250 inch Diameter, .020 inch x .010 inch Contact
	Pasternack Enterprises, Inc.

	ICS960002YFLF-T 	100 MHz, OTHER CLOCK GENERATOR, PDSO28 0.209 INCH, MO-150, SSOP-28
	Toshiba, Corp.

	ICS9250YF-27-T ICS9250YF-27LF-T 	133 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO56 0.300 INCH, 0.025 INCH PITCH, MO-118, SSOP-56
133 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO56 0.300 INCH, 0.025 INCH PITCH, ROHS COMPLIANT, MO-118, SSOP-56
	Integrated Device Technology, Inc.

	ICS9248YF-112-T 	150 MHz, PROC SPECIFIC CLOCK GENERATOR, PDSO48 0.300 INCH, SSOP-48
	Integrated Device Technology, Inc.

	ICS9112YG-27LF-T ICS9112YM-27-T ICS9112YM-27LF-T 	LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 0.173 INCH, MO-153, LEAD FREE, TSSOP-8
LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 0.150 INCH, MS-012, SOIC-8
LOW SKEW CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8 0.150 INCH, MS-012, LEAD FREE, SOIC-8
	Integrated Device Technology, Inc.

	ASM2P2309NZG-16-ST ASM2I2309NZ-16-SR ASM2I2309NZ-1	Nine Output 3.3V Buffer 2309 SERIES, LOW SKEW CLOCK DRIVER, 9 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
2309 SERIES, LOW SKEW CLOCK DRIVER, 9 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 0.150 INCH, ROHS COMPLIANT, SOIC-16
2309 SERIES, LOW SKEW CLOCK DRIVER, 9 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 0.150 INCH, GREEN, SOIC-16
2309 SERIES, LOW SKEW CLOCK DRIVER, 9 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16 0.150 INCH, SOIC-16
	Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]

	MAX636 MAX637 MAX637A MAX637B MAX637XC MAX637XCJA 	0.525 A SWITCHING REGULATOR, 50 kHz SWITCHING FREQ-MAX, PDSO8 0.150 INCH, SO-8
150-mW Stereo Headphone Audio Amplifier, Pin Compatible with LM4880 and LM4881 8-SOIC -40 to 85
150-mW Stereo Headphone Audio Amplifier, Pin Compatible with LM4881 8-MSOP-PowerPAD -40 to 85
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:17000uF RoHS Compliant: Yes
From old datasheet system
Preset/Adjustable Output CMOS Inverting Switching Regulators
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...

	PE33232-18 	N Male to N Male Precision Cable 18 Inch Length Using 150 Series Coax, RoHS
	Pasternack Enterprises, Inc.
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