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			 Related Part Number
	
					PART	Description	Maker
	ZXMN6A11G ZXMN6A11GFTA ZXMN6A11GFTC 	N-channel  MOSFET
60V N-CHANNEL ENHANCEMENT MODE MOSFET
; Current Rating:6A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Line Filter; Current Rating:10A; Voltage Rating:250V; Mounting Type:Screw; Features:High Attenuation; Series:MXB
	ZETEX[Zetex Semiconductors]

	SS-5F-1A-AP1 SS-5F-10A-AP SS-5F-2.5A-BK SS-5F-2.5A	FAST BLOW ELECTRIC FUSE, 1A, 250VAC, 50A (IR), THROUGH HOLE ROHS COMPLIANT
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk; Voltage Rating:125V RoHS Compliant: Yes
PC Board Fuse; Current Rating:400mA-10A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Fuse Size/Group:Subminiature; Fuse Type:Fast Acting; Interrupting Current Max:50A; Packaging:Bulk; Voltage Rating:250V RoHS Compliant: Yes
FAST BLOW ELECTRIC FUSE, 2.5A, 250VAC, 50A (IR), THROUGH HOLE
FAST BLOW ELECTRIC FUSE, 4A, 250VAC, 50A (IR), THROUGH HOLE
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	PCC-2 	PC Board Fuse; Current Rating:3A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Leaded Process Compatible:No; Body Material:Plastic; Diameter:8.12mm; Fuse Size/Group:8.89 x 8.12 mm; Fuse Type:Fast Acting; Length:8.89mm
	COOPER INDUSTRIES

	STK13C68-C25 STK13C68-5S25 STK13C68-5S45 STK13C68-	FUSE 5A SLO-BLO PICO
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:200uA
SCR Thyristor; SCR Type:Sensitive Gate; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Peak Non Repetitive Surge Current, Itsm:30A; Gate Trigger Current Max, Igt:50uA
PC Board Fuse; Current Rating:250mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Very Fast Acting; Leaded Process Compatible:No
PC Board Fuse; Current Rating:500mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PC Board Fuse; Current Rating:375mA; Voltage Rating:125V; Fuse Terminals:SMT Caps; Body Material:Ceramic; Fuse Size/Group:6.10 x 2.69 x 2.69mm; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
Cartridge Fuse; Current Rating:0.062A; Voltage Rating:125V; Fuse Type:Very Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:125V RoHS Compliant: No
NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
	Microchip Technology, Inc.
Electronic Theatre Controls, Inc.

	STD4NA40 STD4NA40-T4 STD4NA40-1 	N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
TRANSISTOR | MOSFET | N-CHANNEL | 400V V(BR)DSS | 3.3A I(D) | TO-251
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	AD842KH AD842KN AD842KQ AD842SH AD842JN AD842JH AD	Wideband, High Output Current, Fast Settling Op Amp
Wideband/ High Output Current/ Fast Settling Op Amp
XTAL MTL T/H HC49/U
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	AD[Analog Devices]
Analog Devices, Inc.

	CCK140-200A CCK225-300A CCL80-120A CCK1-15A CCK20-	   Fork-Lift and Stud-Mounted Fuses
Limiter dual-element time-delay lift-truck fuse. 160 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 150 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 125 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 100 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 200 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 700 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 600 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 200 amperes, 72 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 100 amperes, 130 Volts DC. Interrupting rating: 10,000 amperes.
Fork-Lift and Stud-Mounted Fuses 自动装填和良种式保险
Limiter fast acting lift-truck fuse. 225 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 300 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 500 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 225 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 250 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 150 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 325 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 350 amperes, 48 Volts DC, 75 Volts AC. Interrupting rating: 2,500 amperes.
Limiter fast-acting lift-truck fuse. 100 amperes, 32 Volts DC. Interrupting rating: 10,000 amperes.
Limiter fast acting lift-truck fuse. 275 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter fast acting lift-truck fuse. 400 amperes, 32 Volts DC. Interrupting rating: 2,500 amperes.
Limiter dual-element time-delay lift-truck fuse. 300 amperes, 48 Volts DC. Interrupting rating: 10,000 amperes.
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	APR-15 A8032 A8032-40 A8032L-12 A8032-24 A8032L-40	Electrical Outlet Connector; Voltage Rating:125V; Mounting Type:Cable Mount; Contact Plating:Nickel; Current Rating:15A RoHS Compliant: Yes
Double Ended Cordset; Connector Type A:Circular Plug; Connector Type B:Circular Receptacle; Cable Length:5m; Current Rating:10A; No. of Contacts:4; Wire Size (AWG):14 RoHS Compliant: Yes
8 Bit Microcontroller
	AMIC Technology Corporation

	SRU1038-3R5Y 	Power Inductor; Inductor Type:Power; Inductance:3.5uH; Inductance Tolerance: 30 %; Current Rating:5.5A; Series:SRU1038; Package/Case:1038; Core Material:Ferrite DR/RI; DC Current Rating:5.50A; Leaded Process Compatible:Yes RoHS Compliant: Yes
	BOURNS INC

	OLS-158HY OLS-158HR_HR-C-T OLS-158HR_HR-C-TD OLS-1	Series 158 - 1206 Bipolar low current High luminous intensity
	OSA Opto Light GmbH

	6202.2100 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 10A; Terminal Type: Solder Tabs; Protection class II; blackThermoplastic housing
	SCHURTER INC



				
	 
	 Related keyword From Full Text Search System
	

					
						F0603FF0500V032T Precision	
						F0603FF0500V032T Logic	
						F0603FF0500V032T filetype:pdf	
						F0603FF0500V032T Volt	
						F0603FF0500V032T 描述
	
						F0603FF0500V032T for sale	
						F0603FF0500V032T volts	
						F0603FF0500V032T corp	
						F0603FF0500V032T 21 ic on line	
						F0603FF0500V032T level converter


				
	 



		 


	
		
Price & Availability of F0603FF0500V032T 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.16233706474304















