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	Part: KA22241B
	Maker: SAMSUNG(三星)
	Pack: SIP9
	Stock: 152
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			 Related Part Number
	
					PART	Description	Maker
	LT1169CN8PBF 	Dual Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 4000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	LT1464A LT1464 146465F LT1464CS8TRPBF 	Dual/Quad Micropower, 1MHz C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 1400 uV OFFSET-MAX, 0.87 MHz BAND WIDTH, PDSO8
From old datasheet system
Dual Low Power 1MHz JFET Input Op Amp
	Linear Technology, Corp.

	ISL28288FBZ-T7 	Dual and Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op Amp; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R DUAL OP-AMP, 2000 uV OFFSET-MAX, 0.3 MHz BAND WIDTH, PDSO8
	Intersil, Corp.

	DRS020-01GG DRA020-71G DRA048-42G DRA050-42G DRA05	20 POS DUAL ROW SOCKET DIP20, IC SOCKET
20 POS DUAL ROW ADAPTER DIP20, IC SOCKET
48 POS DUAL ROW ADAPTER DIP48, IC SOCKET
50 POS DUAL ROW ADAPTER DIP50, IC SOCKET
22 POS DUAL ROW ADAPTER DIP22, IC SOCKET
24 POS DUAL ROW ADAPTER DIP24, IC SOCKET
26 POS DUAL ROW ADAPTER DIP26, IC SOCKET
26 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP26, IC SOCKET
54 POS DUAL ROW ADAPTER DIP54, IC SOCKET
12 POS DUAL ROW ADAPTER DIP12, IC SOCKET
30 POS DUAL ROW SOCKET DIP30, IC SOCKET
18 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP18, IC SOCKET
18 POS DUAL ROW ADAPTER DIP18, IC SOCKET
21 POS MOLDED SIP SOCKET SIP21, IC SOCKET
50 POS DUAL ROW SOCKET DIP50, IC SOCKET
40 POS DUAL ROW SOCKET DIP40, IC SOCKET
21 POS MOLDED SIP ADAPTER SIP21, IC SOCKET
42 POS DUAL ROW SOCKET DIP42, IC SOCKET
10 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP10, IC SOCKET
40 POS DUAL ROW ADAPTER DIP40, IC SOCKET
22 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP22, IC SOCKET
70 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP70, IC SOCKET
36 POS DUAL ROW SOCKET DIP36, IC SOCKET
30 POS DUAL ROW ADAPTER DIP30, IC SOCKET
34 POS DUAL ROW SOCKET DIP34, IC SOCKET
16 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP16, IC SOCKET
38 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP38, IC SOCKET
14 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP14, IC SOCKET
15 POS MOLDED SIP ADAPTER SIP15, IC SOCKET
36 POS DUAL ROW ADAPTER DIP36, IC SOCKET
34 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP34, IC SOCKET
66 POS DUAL ROW SOCKET DIP66, IC SOCKET
25 POS MOLDED SIP SOCKET SIP25, IC SOCKET
34 POS DUAL ROW ADAPTER DIP34, IC SOCKET
DIP82, IC SOCKET
SIP31, IC SOCKET
SIP57, IC SOCKET
10 POS DUAL ROW ADAPTER
DIP110, IC SOCKET
SIP7, IC SOCKET
DIP190, IC SOCKET
68 POS DUAL ROW SOCKET
DIP158, IC SOCKET
DIP58, IC SOCKET
42 POS DUAL ROW ADAPTER
30 POS PEEL-A-WAY&#174; DUAL ROW SOCKET
50 POS PEEL-A-WAY&#174; DUAL ROW SOCKET
25 POS MOLDED SIP ADAPTER
SIP4, IC SOCKET
	Advanced Interconnections, Corp.
TE Connectivity, Ltd.
Aimtec
ADVANCED INTERCONNECTIONS CORP

	ISL9014AIRPPZ-T ISL9014AIRFDZ-T ISL9014AIRPLZ-T IS	Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, PDSO10
	Intersil, Corp.

	ISL9012IRFDZ-T ISL9012IRCJZ-T ISL9012IRMGZ-T ISL90	Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, PDSO10
	Intersil, Corp.

	LT1492CN8PBF 	5MHz, 3V/us, Low Power Single Supply, Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 550 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDIP8
	Linear Technology, Corp.

	MAX4253EUB MAX4257ESA MAX4254ESD MAX4253EBB-T MAX4	OP-AMP|DUAL|BICMOS|TSSOP|10PIN|PLASTIC
OP-AMP|DUAL|BICMOS|SOP|8PIN|PLASTIC
OP-AMP|QUAD|BICMOS|SOP|14PIN|PLASTIC
Operational Amplifier OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PBGA8
	Maxim Integrated Products, Inc.
运算放大

	LT1881ACS8TR LT1881ACS8TRPBF 	Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 85 uV OFFSET-MAX, 0.85 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	ISL6610CRZ ISL6610CBZ ISL6610 ISL6610A ISL6610ACBZ	Dual Synchronous Rectified MOSFET Drivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-QFN T&amp;R 4 A BUF OR INV BASED MOSFET DRIVER, PQCC16
	Intersil, Corp.
Intersil Corporation

	LT1213ACN8 LT1213MJ8 LT12131 LT1213AMJ8 LT1213CS8P	28MHz, 12V/ms, Single Supply Dual and Quad Precision Op Amps
28MHz, 12V/&#181;s, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 650 uV OFFSET-MAX, 28 MHz BAND WIDTH, PDSO8
	Linear Integrated Systems
Linear Technology, Corp.
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