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			 Related Part Number
	
					PART	Description	Maker
	PM3316-150M 	Inductor; Series:PM3316; Inductance:15uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.1A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
	BOURNS INC

	APL3015HC APL3015MBC APL3015NC APL3015PBC APL3015P	3.0 x 1.5 mm surface mount led. Super bright yellow. Lens type water clear.
3.0 x 1.5 mm surface mount led. Bright red. Lens type water clear.
3.0 x 1.5 mm surface mount led. Blue. Lens type water clear.
3.0 x 1.5 mm surface mount led. Pure yellow. Lens type water clear.
3.0 x 1.5mm SURFACE MOUNT LED
3.0 x 1.5 mm surface mount led. Super bright red. Lens type red diffused.
3.0 x 1.5 mm surface mount led. Super bright green. Lens type water clear.
3.0 x 1.5 mm surface mount led. Bright red. Lens type red diffused.
3.0 x 1.5 mm surface mount led. Pure orange. Lens type water clear.
	KINGBRIGHT[Kingbright Corporation]
Kingbright Electronic

	HNC1-2.5P-12DSL HNC2-2.5P-10DS HNC2-2.5P-10DSL HNC	2.5mm Pitch Connector for Discrete Wire Connection 2.5毫米间距连接线连接离
RESISTOR 2.4 OHM .5W CARB COMP 2.5毫米间距连接线连接离
Inductor; Series:IHLP-2525CZ; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:5.5A; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Packaging:Tape And Reel 2.5毫米间距连接线连接离
Inductor; Series:IHLP-2525CZ; Inductance:3.3uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:6A; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Packaging:Cut Tape
INDUCTOR 2525CZ 0.47 UH 20%  LOW PROFILE HIGH CURRENT
Inductor; Inductor Type:High Frequency; Inductance:2.2uH; Inductance Tolerance: 20 %; Current Rating:8A; Series:IHLP-2525CZ; Package/Case:PCB Surface Mount; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	SI-3012LU SI-3000LU SI-3033LU SI-3050LU SI-3018LU 	Surface-Mount, Low Current Consumption, Low Dropout Voltage Dropper Type
Surface Mount Linear Regulator IC
	SANKEN[Sanken electric]
ETC

	SI-3018LUS SI-3050LUS SI-3033LUS 	Surface Mount Linear Regulator IC
Surface-Mount, Low Current Consumption, Low Dropout Voltage Dropper Type
	Sanken
List of Unclassifed Manufacturers

	1410454 1410460 1410478 1410516 1410517 1410524 14	   Bobbin Type Inductors
SPACER,.25L,.125 O.D,.047 I.D.
Unshielded Surface Mount Inductors 1 ELEMENT, 15000 uH, GENERAL PURPOSE INDUCTOR
LED MOUNT, RIGHT ANGLE 2 LEAD FOR T 1-3/4 NYLON NATURAL 1 ELEMENT, 10 uH, GENERAL PURPOSE INDUCTOR
Unshielded Surface Mount Inductors 1 ELEMENT, 470 uH, GENERAL PURPOSE INDUCTOR
LED MOUNT, RIGHT ANGLE 2 LEAD FOR T 1-3/4 NYLON NATURAL 1 ELEMENT, 100 uH, GENERAL PURPOSE INDUCTOR
Unshielded Surface Mount Inductors 1 ELEMENT, 22000 uH, GENERAL PURPOSE INDUCTOR
Unshielded Surface Mount Inductors 1 ELEMENT, 220 uH, GENERAL PURPOSE INDUCTOR
CAP 2.2UF 450V FILM BOX TYPE 10% 1 ELEMENT, 6800 uH, GENERAL PURPOSE INDUCTOR
Unshielded Surface Mount Inductors 1 ELEMENT, 6800 uH, GENERAL PURPOSE INDUCTOR
LED MOUNT, T1-3/4, FLUSH MNT, NYLON, NATURAL COLOR
SPACER,NYLON ROUND
	C&D TECHNOLOGIES INC
CANDD[C&D Technologies]

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	SKHMQME010 SKHMQKE010 SKHMQLE010 	6.2×6.5mm (Surface Mount Type)
6.2隆驴6.5mm (Surface Mount Type)
	ALPS ELECTRIC CO.,LTD.

	ASVV-6.176MHZ-N152 	Voltage Controlled Oscillator; Frequency:6.176MHz; Frequency Tolerance:150ppm; Load Capacitance:15pF; Supply Voltage:3.3V; Crystal Terminals:Surface Mount (SMD, SMT); Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
	ABRACON CORP

	87340-1422 87340-0622 	Header; No. of Contacts:14; Pitch Spacing:2mm; No. of Rows:2; Series:Mill-Grid; Connector Body Material:Polymer; Mounting Type:PC Board; Terminal Type:Surface Mount 14 CONTACT(S), FEMALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT, RECEPTACLE
Header; No. of Contacts:6; Pitch Spacing:2mm; No. of Rows:2; Series:Mill-Grid; Connector Body Material:Polymer; Mounting Type:PC Board; Terminal Type:Surface Mount 6 CONTACT(S), FEMALE, STRAIGHT TWO PART BOARD CONNECTOR, SURFACE MOUNT, RECEPTACLE
	Molex, Inc.
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