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			 Related Part Number
	
					PART	Description	Maker
	GRM1882C1H101JA01D GRM1882C1H101JA01J 	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM1555C1H120JA01D GRM1555C1H120JA01J GRM1555C1H12	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM21BR71H224KA01L GRM21BR71H224KA01K 	φ180, 330mm Embossed taping
	Murata Manufacturing Co., Ltd.

	GRM32ER61C226ME20L GRM32ER61C226ME20K 	φ180, 330mm Embossed taping
	Murata Manufacturing Co., Ltd.

	RN5RY201A RN5RY201A-TL RN5RY201A-TR RN5RY201C RN5R	VFM step-up DC/DC converter controller. Output voltage 3.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.0V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.8V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.8V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.6V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.1V. Taping type TL
VFM STEP-UP DC/DC CONVERTER CONTROLLER 0.05 A SWITCHING CONTROLLER, 180 kHz SWITCHING FREQ-MAX, PDSO5
0.5 A SWITCHING CONTROLLER, PDSO5
VFM step-up DC/DC converter controller. Output voltage 3.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Antistatic bag for samples
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH COMPANY LTD

	MP3-Y14700/250/20LL35MM MP3-Y1820/250/20LL35MM MP3	CAPACITOR, METALLIZED PAPER, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.00082 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.0027 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, METALLIZED PAPER, 0.0012 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Rhombus Industries, Inc.

	FKM02PCM2.52200/10/63VDCROLL18.5 FKM02PCM2.54700/1	CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 100 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 100 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 400 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 250 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Vishay Intertechnology, Inc.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.

	MP3-Y2PCM101000/20/250VACREEL16.5/500 MP3-Y2PCM104	CAPACITOR, PAPER, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, PAPER, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, PAPER, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, PAPER, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Electronic Theatre Controls, Inc.

	SOP-8 	Package, Reel, Taping
	ELM Technology Corporat...

	CFSKP SKP107M2-AE-20 SKP107M4-AE-20 SKP107M1-AE-10	RADIAL TAPING FM CERAMIC FILTERS
	TOKO[TOKO, Inc]

	RH5RHXX2B RH5RHXX3B RH5RHXX1A RH5RH691A-T1 RH5RH69	PWM Set-up DC/DC Converter
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.9V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 4.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 4.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.1V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.2V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.2V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 7.3V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 7.3V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 5.9V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Lx Tr. driver (oscillator frequency 50kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. External Tr. driver (oscillator frequency 100kHz). Taping type T2
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T1
PWM step-up DC/DC converter. Output voltage 6.0V. Internal Tr./External Tr. (selectively available) (oscillator frequency 100kHz, with chip enable function). Taping type T2
	Ricoh
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