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			 Related Part Number
	
					PART	Description	Maker
	BF623 Q62702-F1053 	PNP Silicon High-Voltage Transistor (Suitable for video output stages in TV sets High breakdown voltage Low collector-emitter saturation voltage)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	EC2-6 EC2 EC2-12ND EC2-12NP EC2-12NU EC2-12NJ EC2-	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type
COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE
High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压
	NEC Corp.
NEC, Corp.

	BF1012 Q62702-F1487 Q62702-S535 Q62702-C1659 	NPN Silicon AF and Switching Transistor (High breakdown voltage Low collector-emitter saturation voltage) NPN硅自动对焦和开关晶体管（高击穿电压低集电极发射极饱和电压）
Silicon N-Channel MOSFET Tetrode (For low noise, high gain controlled input stages up to 1GHz Operating voltage 12V Integrated stabilized bias network
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	2SD0814A 	For High Breakdown Voltage Low-Frequency And Low-Noise
	Panasonic Semiconductor

	2SB1275 	High breakdown voltage.(BVCEO = -160V) Low collector output capacitance.
	TY Semiconductor Co., Ltd

	2SB788 2SD958 	Silicon PNP epitaxial planer type(For high breakdown voltage low-noise amplification)
	PANASONIC[Panasonic Semiconductor]

	2SC2632 2SA1124 	Silicon NPN epitaxial planer type(For low-frequency high breakdown voltage amplification)
	http://
PANASONIC[Panasonic Semiconductor]

	2SC4715 	Silicon NPN epitaxial planer type(For low-frequency high breakdown voltage amplification)
	PANASONIC[Panasonic Semiconductor]

	Q62702-F1066 BFN25 BFN27 Q62702-F977 	PNP Silicon High-Voltage Transistors (Suitable for video output stages in TV sets and switching power supplies High breakdown voltage)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	2SA1514K 	High breakdown voltage.Collector-base voltage VCBO -120 V
	TY Semiconductor Co., Ltd

	HDSE8U60G 	High breakdown voltage
	SemiHow Co.,Ltd.
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