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			 Related Part Number
	
					PART	Description	Maker
	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM 	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
	Global Components & Controls

	AEP15024 AEP15112 AEP15124 AEP15312 AEP15324 AEP16	EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: a contact..
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: a contact..
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 60A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 60A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
	Matsushita Electric Works(Nais)

	1393122-1 2-1393122-0 7-1393122-0 2-1393122-1 7-13	Two and four pole form C contact arrangements
	TE Connectivity Ltd

	CS334 	Contact Form: 2a Load Voltage: 200V Maximum
	Coto Technology

	CT474 	Contact Form: 1b Load Voltage: 400V Maximum
	Coto Technology

	C235S 	Contact Form: C235S: 1a / C335S: 2a Load Voltage: 80V Maximum
	Coto Technology

	JVN1AF-100V JVN1A-100V 	Flat Power Relay, 1 Form A, 16A 125VDC, Flux Resistant POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.006A (COIL), 100VDC (COIL), 600mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
Flat Power Relay, 1 Form A, 16A 125VDC POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.006A (COIL), 100VDC (COIL), 600mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	Panasonic, Corp.

	ALQ324 ALQ109 ALQ106 ALQ105 ALQ118 ALQ112 ALQ124 A	1 Form A/1 Form C 10A Small power relays
	Panasonic Semiconductor

	AD4C113 	1 Form A/1 Form B Solid State Relay
	SSOUSA[Solid State Optronic]

	82-121-74011-G8704 82-121-74016-G8706 82-121-74017	DICHTUNG RECHTWINKLIG 9.5X6.4MM 1M
DICHTUNG QUADRATISCH 5.1X5.1MM 1M
DICHTUNG RECHTWINKLIG 4.8X3.3MM 1M
DICHTUNG D FORM 2.3X2.3MM 1M
DICHTUNG D FORM 6.4X3.6MM 1M
DICHTUNG QUADRATISCH 9.5X9.5MM 1M
DICHTUNG V FORM 10.7X9.8MM 1M
DICHTUNG RECHTWINKLIG 12.7X9.5MM 1M
DICHTUNG V FORM 14.7X17.1MM 1M
DICHTUNG D FORM 9.5X6.4MM 1M 诗D9.5X6.4MM 100
DICHTUNG QUADRATISCH 6.0X6.0MM 1M 诗QUADRATISCH 6.0X6.0MM 100
	Cirrus Logic, Inc.
TE Connectivity, Ltd.
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