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			 Related Part Number
	
					PART	Description	Maker
	BT139 BT139-800E BT139-800G BT139-800H BT139-500 B	Connector Adapter; Convert From:BNC Coaxial Plug; Convert To:Dual Binding Posts; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Triacs sensitive gate
Triacs high noise immunity
TRIAC 16A/600V
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	LP3203-33J5F LP3203-25J5F LP3203-18J5F LP3203-12J5	1.5MHZ,600mA,High Efficiency Synchronous PWM Step-Down DC/DC Convert
	Lowpower Semiconductor inc

	LP3205-25B5F LP3205-18J5F LP3205-15J5F LP3205-AB5F	1.5MHZ,800mA,High Efficiency Synchronous PWM Step-Down DC/DC Convert
	Lowpower Semiconductor inc

	24LC02BTI/MS 24LC02BTI/MSG 24LC02BTI/OT 24LC02BTI/	BUSS FUSEBLOCK RoHS Compliant: Yes 2K的I2C串行EEPROM
MB 12C 8#20 4#16 SKT RECP 2K的I2C串行EEPROM
2K I2C Serial EEPROM 2K的I2C串行EEPROM
MB 12C 8#20 4#16 PIN RECP
MB 8C 8#20 PIN RECP
MB 8C 8#20 SKT RECP
Connectors, Cable Assemblies,
Fuse Holder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
PLUG,PUSH ON
Connector Adapter; Convert From:F Plug; Convert To:Belden 1694
	Microchip Technology, Inc.
Microchip Technology Inc.

	BZG05C BZG05C10 BZG05C100 BZG05C11 BZG05C12 BZG05C	High Precision 10 V Reference; Package: CHIPS OR DIE; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
High Precision 10 V Reference; Package: PDIP; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
2.5 V/3.0 V Ultrahigh Precision Bandgap Voltage Reference; Package: PDIP; No of Pins: 8; Temperature Range: Industrial 硅的Z -二极
High Precision 10 V Reference; Package: SOIC; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
Silicon Z-Diodes 硅的Z -二极
High Precision 10 V Reference; Package: CerDIP; No of Pins: 8; Temperature Range: Military
Silicon Z-Diode(稳压应用电压范围3.3-100V的齐纳二极管)
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	SFA050XS1-OR 	The Driving Board provides all the Needs to convert Composite video signal to the proper interface of LCD Panel
	BEYONDINFINITE

	NV23K07 NV23KQASDC10V NV23KASDC10V NV23KASDC12V NV	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc

	NV2RZDC12V0.64 NV2RZDC12V0.93 NV2R NV2RSDC12V0.93 	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc.

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	3141 A3143 UGN3120ELT UGN3120EUA UGN3120LLT UGN312	SENSITIVE HALL-EFFECT SWITCHES FOR HIGH-TEMPERATURE OPERATION 敏感的霍尔效应开关高温作
IC SENSOR 1 CHAN QTOUCH SOT23-6
(UGN3141 - UGN3144) SENSITIVE HALL-EFFECT SWITCHES FOR HIGH-TEMPERATURE OPERATION
Sensitive Hall-Effect Switches, High-Temperature
	Allegro MicroSystems, Inc.
ALLEGRO[Allegro MicroSystems]
http://

	MPXV6115VC6U 	High Temperature Accuracy     Integrated Silicon Pressure Sensor On-Chip     Signal Conditioned, Temperature Compensated and     Calibrated
From old datasheet system
	Motorola

	ENC102D-10A ENC112D-10A ENC820D-10A ENC220D-10B EN	±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN
STD MOV
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
	Central Semiconductor, Corp.
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