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	Part: TSL230BRP
	Maker: TAOS
	Pack: DIP-8
	Stock: Reserved
	Unit price 
									for :
	    
									50: $6.30
	  
									100: $5.98
	1000: 
									$5.67
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			 Related Part Number
	
					PART	Description	Maker
	TSL250R TSL251R TSL252 TSL252R 	LIGHT-TO-VOLTAGE OPTICAL SENSORS
	ams AG
austriamicrosystems AG

	515-1061 	Rectangular Optical Light Pipe
	Dialight Corporation

	597-7731-2XX 515-1001 597-3001-2XX 597-3111-5XX 59	3 x 5.5mm Rectangular Optical Light Pipe
	http://
DIALIGHT[Dialight Corporation]

	597-7721-5XX 515-1094 597-3021-5XX 597-3111-5XX 59	3mm Round Optical Light Pipe, Bi-Level
	DIALIGHT[Dialight Corporation]

	597-3401-4XX 515-1069 597-3111-4XX 597-3201-4XX 59	3mm Round Optopipe Optical Light Pipe, 3 Array
	DIALIGHT[Dialight Corporation]

	SBH92344G-FSAN SBH92344N-FSAN SBH92344P-FSAN SBH92	High Power BIDI Optical Standard Module 1550 nm Emitting, 1310 nm Receiving 高功率比迪光学标准模550纳米发光，纳米接310
Beacon Light
Components and FTTx solutions - Tx 1550nm (1490nm available) / Rx 1310nm, 155 MBit/s TIA
High Power BIDI Optical Standard Module 1550 nm Emitting/ 1310 nm Receiving
	Infineon Technologies AG

	LZ0P3820 	Safety Light Curtain; Light Curtain Type:Safety; Control Output Type:2PNP OSSD; Number of Beams:80; Protection Height:1200mm; Sensing Range Max:18m; Supply Voltage Max:24VDC; Supply Voltage:24VDC RoHS Compliant: NA
l/7-type lens-integrated CMOS Color Area Sensor for CIF
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	LZ0P3646 LZ0P3641 LZ0P3642 LZ0P3645 	1/4-type Built-in Lens Color CCD Area Sensors with 350 k Pixels
Safety Light Curtain; Light Curtain Type:Safety; Control Output Type:2PNP OSSD; Number of Beams:60; Protection Height:450mm; Sensing Range Max:6m; Supply Voltage Max:24VDC; Supply Voltage:24VDC RoHS Compliant: NA
	SHARP[Sharp Electrionic Components]
Sharp Corporation

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.
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