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			 Related Part Number
	
					PART	Description	Maker
	MTPD1346-01012 	Sensitivity Wavelength Range: 800nm ~ 1750nm
	Marktech Corporate

	MTPC5.0PV1-5 	Peak Sensitivity Wavelength: 940nm
	Marktech Corporate

	MTE5066WS-UR MTE5066WSUR 	Peak Sensitivity Wavelength: 660nm
	Marktech Corporate

	MTE5066W-UR MTE5066WUR 	Peak Sensitivity Wavelength: 660nm
	Marktech Corporate

	MTD8600TT 	Peak Sensitivity Wavelength: 880nm
	Marktech Corporate

	MTE5900W-UY 	Peak Sensitivity Wavelength: 590nm
	Marktech Corporate

	MTD5052N 	Peak Sensitivity Wavelength: 525nm
	Marktech Corporate

	MTD8600NT MTD8600N-T 	Peak Sensitivity Wavelength: 880nm
	Marktech Corporate

	PMO-4015SN-42UQ 	Sensitivity Range -42 ± 3 dB RL = 2.2 k Vcc = 2.0v (1 kHz 0 dB = 1 v/Pa)
	Mallory performance clu...

	AAA3528EMBSGC 	3.5 x 2.8 mm surface mount LED lamp. High efficiency red (peak wavelength 627 nm).Super bright green (peak wavelength 565 nm). Blue (peak wavelength 430 nm). Lens type water clear.
	Kingbright Electronic

	FU-319SPP-CV6 	InGaAs PD PREAMP MODULE FOR THE 1.31 um AND 1.55 um WAVELENGTH RANGE 铟镓砷放电前置放大器模块，用.31微米.55微米波长范围
	Mitsubishi Electric, Corp.
MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation
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