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			 Related Part Number
	
					PART	Description	Maker
	44A0212 	   This specification sheet forms a part of the latest issue of Raychem Specification 44 and MIL-W-81044 as applicable.
	Tyco Electronics

	55PC7000 	   This specification sheet forms a part of the latest issue of Raychem Specification 55PC.
	Tyco Electronics

	55PC1221 	   This specification sheet forms a part of the latest issue of Raychem Specification 55PC.
	Tyco Electronics

	55PC0114 	   This specification sheet forms a part of the latest issue of Raychem Specification 55PC.
	Tyco Electronics

	R1210N361D-TR R1210N361C-TL R1210N361D-TL R1210N36	PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
   PWM Step-up DC/DC Converter
CAP 22PF 200V 5% NP0(C0G) DIP-2 TUBE-PAK S-MIL-PRF-39014/22
CAP 0.47UF 50V 10% X7R DIP-2 TUBE-PAK R-MIL-PRF-39014/22 SWITCHING REGULATOR, 216 kHz SWITCHING FREQ-MAX, PDSO5
SMPS Controller 开关电源控制器
	Ricoh Co., Ltd.
EPCOS AG
Maxim Integrated Products, Inc.
RICOH electronics devic...

	XPC745BPX350LD XPC745BPX300LD MPC755BLDPND MPC755B	MPC755 Part Number Specification     for the XPC755BxxnnnLD and XPC745BxxnnnLD Series
Part Number Specification for the XPC755BxxnnnLD andXPC745BxxnnnLD Series
	Motorola

	R1223N332A R1223N332C R1223N332D R1223N332E R1223N	PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Taping specification TL
5015 RR 6#16S SKT PLUG
Analog IC 模拟IC
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 360 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM Step-down DC/DC Converter 脉宽调制/ VFM的降压直直流转换
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 600 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...

	MPC7451RXSXPND MPC7451RXSXPNS 	MPC7451 Part Number Specification     for the XPC7451RXnnnSx Series
Part Number Specification for the XPC7451RXnnnSx Series
	Motorola

	MPC8240RZUPND MPC8240RZUPNS 	MPC8240 Part Number Specification     for the XPC8240RZUnnnx Series
Part Number Specification for the XPC8240RZUnnnx Series
	Motorola

	MC9S12T64 MC9S12T64CPK16 MC9S12T64MPK16 MC9S12T64V	Specification
	Motorola, Inc

	CL05A474KQ5NNNC 	SPECIFICATION
	Samsung semiconductor

	CL31A226KQHNNNE 	SPECIFICATION
	Samsung semiconductor
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