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			 Related Part Number
	
					PART	Description	Maker
	GRM1885C1H102JA01D GRM1885C1H102JA01J 	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM1555C1H120JA01D GRM1555C1H120JA01J GRM1555C1H12	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	GRM188R72A471KA01D GRM188R72A471KA01J 	φ180, 330mm Paper taping
	Murata Manufacturing Co., Ltd.

	LLA215R70J474MA14K LLA215R70J474MA14L 	φ180, 330mm Embossed taping
	Murata Manufacturing Co., Ltd.

	R1210N361D-TR R1210N361C-TL R1210N361D-TL R1210N36	PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
   PWM Step-up DC/DC Converter
CAP 22PF 200V 5% NP0(C0G) DIP-2 TUBE-PAK S-MIL-PRF-39014/22
CAP 0.47UF 50V 10% X7R DIP-2 TUBE-PAK R-MIL-PRF-39014/22 SWITCHING REGULATOR, 216 kHz SWITCHING FREQ-MAX, PDSO5
SMPS Controller 开关电源控制器
	Ricoh Co., Ltd.
EPCOS AG
Maxim Integrated Products, Inc.
RICOH electronics devic...

	426500500-3 	PANEL CABLE: SVH-1920/6880, 330mm
	List of Unclassifed Man...

	FKM02PCM2.52200/10/63VDCROLL18.5 FKM02PCM2.54700/1	CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 100 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 100 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 400 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
CAPACITOR, FILM/FOIL, MIXED (FILM PAPER), 250 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
	Vishay Intertechnology, Inc.
TE Connectivity, Ltd.
Electronic Theatre Controls, Inc.

	R3111Q091A R3111Q091A-T1 R3111Q091A-TR R3111Q091A-	Low voltage detector. Detector threshold (-Vdet) 5.5V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 4.4V. Output type: Nch open drain. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 3.8V. Output type: Nch open drain. Standard taping specification TR
LOW VOLTAGE DETECTOR R3111XXX1A/C SERIES
Low voltage detector. Detector threshold (-Vdet) 3.8V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 4.4V. Output type: CMOS. Standard taping specification TR
Low voltage detector. Detector threshold (-Vdet) 5.6V. Output type: CMOS. Standard taping specification TR
	RICOH[RICOH electronics devices division]

	BM03B-ZESS-TBTLFSN 	ZE CONNECTOR EMBOSSED-TAPING
	Lightel Technologies INC.
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