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			 Related Part Number
	
					PART	Description	Maker
	MCP6002 MCP6002EP MCP6002ESN MCP6004 MCP6004E MCP6	The MCP6002 is a dual general purpose op amp offering rail to rail input & output over the 1.8 to 5.5V operating range. This amplifier has a typical GBWP of 1 MHz with typical quiescent current of 100 microamperes. The MCP6002 is avail
Operational Amplifier - Datasheet Reference
1 MHz Bandwidth Low Power Op Amp
The MCP6001 is a single general purpose op amp offering rail to rail input & output over the 1.8 to 5.5V operating range. This amplifier has a typical GBWP of 1 MHz with typical quiescent current of 100 microamperes. The MCP6001 is ava
	Microchip Technology Inc
MICROCHIP[Microchip Technology]

	LDM-0980-300M-92 	CW Output Power: 300 mW Typical 975 nm Emission Wavelength High-effciency Quantum Well Structure TO5 Package
	Roithner LaserTechnik GmbH

	LDS-1310-005-BL 	Output Power: 5 mW Typical 1310 nm Emission Wavelength Single mode High Reliability, High Effciency
	Roithner LaserTechnik GmbH

	V23990-P820-F10-P2-19 	Typical average static loss as a function of output current
	Vincotech

	V23990-P825-F10-P2-19 	Typical average static loss as a function of output current
	Vincotech

	Q62702-G0042 BGA312 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 11 dB typical gain at 1.0 GHz 9 dBm typical P-1dB at 1.0 GHz)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	M3500-0102 	100-200 MHZ TYPICAL OUTPUT FREQUENCY / MODULATION SENSITIVITY VERSUS TUNING VOLTAGE
	Micronetics, Inc.

	MCP6041 MCP6043 MCP6044 MCP6042 MCP6044T MCP6041T 	The MCP6041 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6044 quad operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
The MCP6043 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6042 dual operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
600 nA, Rail-to-Rail Input/Output Op Amps
	MICROCHIP[Microchip Technology]

	Q62702-G0041 BGA310 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 9 dB typical gain at 1.0 GHz 9 dBm typical P-1dB at 1.0 GHz 3 dB-bandwidth: DC to 2.4 GHz)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	IRF6655 	DirectFET Power MOSFET Typical values (unless otherwise specified)
	IR

	CY7B9911-5JC CY7B9911-7JC CY7B9911 	All output pair skew <100 ps typical (250 max.)
Programmable Skew Clock Buffer (PSCB)
	CYPRESS[Cypress Semiconductor]

	9DBV0441 	53mW typical power consumption in PLL mode
	Integrated Circuit Syst...
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