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			 Related Part Number
	
					PART	Description	Maker
	7210 8111 7232 8846 6150 7683 7226 7205 8601 7715 	T-1 subminiature, miniature flanged lamp. 12.0 volts, 0.040 amps.
T-1 subminiature, wire lead lamp. 28.0 volts, 0.024 amps.
T-1 subminiature, wire lead lamp. 5.0 volts, 0.021 amps.
T-1 subminiature, wire lead lamp. 2.5 volts, 0.320 amps.
T-1 subminiature, miniature flanged lamp. 1.5 volts, 0.075 amps.
T-1 subminiature, bi-pin lamp. 5.0 volts, 0.075 amps.
T-1 subminiature, bi-pin lamp. 1.5 volts, 0.075 amps.
T-1 subminiature, wire lead lamp. 1.5 volts, 0.075 amps.
T-1 subminiature, short type lamp. 5.0 volts, 0.075 amps.
T-1 subminiature, wire lead lamp. 5.0 volts, 0.075 amps.
T-1 Subminiature Lamps 的T 1微型灯泡
IC-SM-256K CMOS SRAM
IC,ARINC,429,LINE,RCVR,EXT
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0013-0 00; No. of Positions: 8; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0027-5 00; No. of Positions: 8; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0011-5 00; No. of Positions: 6; Connector Type: Wire
to 85; General Description: Housing; Double row; Crimping
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0025-0 00; No. of Positions: 4; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0008-0 00; No. of Positions: 3; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0028-8 00; No. of Positions: 10; Connector Type: Wire
Direct mounting on the PCB, Crimping connection, Discrete wire connectors; HRS No: 544-0043-9 00; No. of Positions: 9; Connector Type: Wire; Contact
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0010-2 00; No. of Positions: 5; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0038-1 00; No. of Positions: 16; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0009-3 00; No. of Positions: 4; Connector Type: Wire
Internal power supply connectors (capable of potting), Discrete wire connectors; HRS No: 676-0036-6 00; No. of Positions: 12; Connector Type: Wire
CONNECTOR ACCESSORY
T-Bi-Pin T-1 Subminiature Lamps
T-1 subminiature, miniature flanged lamp. 1.35 volts, 0.220 amps.
T-1 subminiature, miniature flanged lamp. 2.5 volts, 0.320 amps.
T-1 subminiature, short type lamp. 5.0 volts, 0.060 amps.
	International Light Technologies, Inc.
International Light Technologies Inc.
GILWAY[Gilway Technical Lamp]
http://

	2SJ226 	Box-shaped pin header, Discrete wire crimping connection, Discrete wire connectors; HRS No: 543-0503-0 00; No. of Positions: 8; Connector Type: Wire
Very High-Speed Switching Applications
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	2SJ327 2SJ327-Z 2SJ327-Z-T1 2SJ327-Z-E2 2SJ327-Z-T	Box-shaped pin header, Discrete wire crimping connection, Discrete wire connectors; HRS No: 543-0620-4 00; No. of Positions: 6; Connector Type: Panel
SWITCHING P-CHANNEL POWER MOS FET INDUSTRIAL USE
P-channel enhancement type
	NEC Corp.
NEC[NEC]

	68507-0811 	1.02mm Tab, Wire-to-Wire Housing, Male, 8 Circuits, Screw Type
	Molex Electronics Ltd.

	0510100411 51010-0411 	5.00mm (.197) Pitch Wire-to-Wire Receptacle Housing, Floating-Fit Type, 4 Circuits
	Molex Electronics Ltd.

	49548-0390 0495480390 	1.78mm (.070) Tab, 8.50mm (.335) Pitch Wire-to-Wire Female Housing TPA, 3 Circuits, Vertical, Lower Type
	Molex Electronics Ltd.

	35430-1800 	6.00mm (.236) Tab Wire-to-Wire Terminal, Female, Two-Piece Type, Wire Range AVS (CAVS) 0.85-1.25 (.033-.049)
6.00mm (.236") Tab Wire-to-Wire Terminal, Female, Two-Piece Type, Wire Range AVS (CAVS) 0.85-1.25 (.033-.049")
	Molex Electronics Ltd.

	X9408WS24-2.7 X9408WP24-2.7 X9408WV24IZ-2.7 X9408W	低噪低Power/2-Wire巴士
Hook-Up Wire; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Low Noise/Low Power/2-Wire Bus QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	数字电位
Intersil, Corp.
Intersil Corporation

	68507-0821 0685070821 	1.02mm (.040") Tab, Wire-to-Wire Housing, Male, 8 Circuits, Clip Type
1.02mm (.040) Tab, Wire-to-Wire Housing, Male, 8 Circuits, Clip Type
	Molex Electronics Ltd.

	2SJ221 	Box-shaped pin header, Discrete wire crimping connection, Discrete wire connectors; HRS No: 543-0611-3 05; No. of Positions: 8; Connector Type
Silicon P-Channel MOS FET
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	0521170413 52117-0413 	2.50mm (.098") Pitch Splash Proof Wire-to-Wire Receptacle Housing, 2 Circuits, WideBody Type
2.50mm (.098) Pitch Splash Proof Wire-to-Wire Receptacle Housing, 2 Circuits, WideBody Type
	Molex Electronics Ltd.
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