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	Part No.	BW7385   

	Description	Non-isolation Buck current control IC with High PFC for LED Lighting 
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	Part: BW-155UY
	Maker: N/A
	Pack: N/A
	Stock: 23778
	Unit price 
									for :
	    
									50: $0.11
	  
									100: $0.10
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	A216RHI A222RHI A203RHI A202RHI A213RHI A225RHI A2	Very High Isolation, 2W Single & Dual Output DC/DC Con vert ers
	MicroPower Direct, LLC

	SC4508A 	Buck or Buck-Boost Current Mode Controller
	Semtech Corporation

	XL8004E1 	80V 1A Switching Current Buck PFM LED Constant Current Driver
	List of Unclassifed Man...

	MAX1954AEUB-TG05 MAX1954AEUB-TG077 	Low-Cost, Current-Mode PWM Buck Controller with Foldback Current Limit
	MAXIM - Dallas Semiconductor

	ACS706ELC-05C 	Bidirectional 1.5 mΩ Hall Effect Based Linear Current Sensor with Voltage Isolation and 15 A Dynamic Range
Bidirectional 1.5 mHall Effect Based Linear Current Sensor with Voltage Isolation and 15 A Dynamic Range
	Allegro MicroSystems, Inc.

	SB2020FCT SB20100FCT SB2060FCT SB2080FCT SB2030FCT	   ISOLATION SCHOTTKY BARRIER RECTIFIERS(VOLTAGE- 20 to 100 Volts CURRENT - 20.0 Ampere)
ISOLATION SCHOTTKY BARRIER RECTIFIERS(VOLTAGE- 20 to 100 Volts CURRENT - 20.0 Ampere) 分离肖特基（电压2000伏特，电二十点?安培）
	Pan Jit International I...
Panjit International Inc
PANJIT[Pan Jit International Inc.]
PanJit International, Inc.

	MIC4681 MIC4681BM 	2A-Peak SuperSwitcher?/a> SOP-8 Buck Regulator
2A-peak Current SuperSwitcherTM Buck Regulator
2A-Peak SuperSwitcher SOP-8 Buck Regulator
2A-Peak SuperSwitcher⑩ SOP-8 Buck Regulator
2A-Peak SuperSwitcherSOP-8 Buck Regulator
	MICREL[Micrel Semiconductor]
Micrel Semiconductor,Inc.

	HT7L4811 	   Non-isolation Buck LED Lighting Driver with Active PFC
	Holtek Semiconductor In...

	AQW210HLAX AQW210HLAZ AQW210HL AQW210HLA 	PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 4/5
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tube packing style.
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Surface-mount. Tape and reel packing style. Picked from the 1/2
PhotoMOS relay, GU (general use) type, 2-ch (form A) current limit function type. AC/DC type. I/O isolation: 5,000 VAC. Output rating: load voltage 350 V, load current 120 mA. Trough hole terminal. Tube packing style.
GU (General Use) Type 2-Channel (Form A) Current Limit Function Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	SB640FCT SB660FCT SB620FCT SB630FCT SB650FCT 	ISOLATION SCHOTTKY BARRIER RECTIFIERS(VOLTAGE 20 to 60 Volts CURRENT - 6 Ampere)
	PANJIT[Pan Jit International Inc.]

	ER1001FCT ER1001AFCT ER1000FCT ER1002FCT ER1003FCT	ISOLATION SUPERFAST RECOVERY RECTIFIERS(VOLTAGE - 50 to 400 Volts CURRENT - 10.0 Amperes)
	Pan Jit International I...
PanJit International Inc.
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