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			 Related Part Number
	
					PART	Description	Maker
	LT1976BIFEPBF 	High Voltage 1.5A, 200kHz Step-Down Switching Regulator with 100&#181;A Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 4 A SWITCHING REGULATOR, 230 kHz SWITCHING FREQ-MAX, PDSO16
	Linear Technology, Corp.

	AD8622ARZ AD8624ARUZ 	Dual, Low Power, Low Noise, Low Bias Current, Precision Rail-to-Rail Output Op Amp; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C DUAL OP-AMP, 230 uV OFFSET-MAX, 0.58 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 230 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
ANALOG DEVICES INC

	567UVG010MFBJ 187UVG016MFBJ 	High temperature ?Very Low ESR ?High ripple current ?stable with temperature ?High frequency
	Illinois Capacitor, Inc...

	LTC3803IS6-5TRPBF LTC3803HS6-5TR LTC3803HS6-5TRPBF	Constant Frequency Current Mode Flyback DC/DC Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C 1 A SWITCHING CONTROLLER, 230 kHz SWITCHING FREQ-MAX, PDSO6
Constant Frequency Current Mode Flyback DC/DC Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C 1 A SWITCHING CONTROLLER, 230 kHz SWITCHING FREQ-MAX, PDSO6
Constant Frequency Current Mode Flyback DC/DC Controller in ThinSOT 1 A SWITCHING CONTROLLER, 230 kHz SWITCHING FREQ-MAX, PDSO6
	Linear Technology, Corp.

	BZG05C BZG05C10 BZG05C100 BZG05C11 BZG05C12 BZG05C	High Precision 10 V Reference; Package: CHIPS OR DIE; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
High Precision 10 V Reference; Package: PDIP; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
2.5 V/3.0 V Ultrahigh Precision Bandgap Voltage Reference; Package: PDIP; No of Pins: 8; Temperature Range: Industrial 硅的Z -二极
High Precision 10 V Reference; Package: SOIC; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
Silicon Z-Diodes 硅的Z -二极
High Precision 10 V Reference; Package: CerDIP; No of Pins: 8; Temperature Range: Military
Silicon Z-Diode(稳压应用电压范围3.3-100V的齐纳二极管)
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	1N4007G 1N4004G 1N4001G 1N4002G 1N4002 1N4006 1N40	Rectifiers(整流 1 A, 1000 V, SILICON, SIGNAL DIODE
(1N4001G - 1N4007G) Rectifiers(Rugged glass package / using a high temperature alloyed construction)
IC REG VOLT 4.8V 240MA SOT-23
Rectifiers(Rugged glass package/ using a high temperature alloyed construction)
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 1 A, 50 V, SILICON, SIGNAL DIODE
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 整流器（坚固的玻璃封装，采用高温合金建设
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 1 A, 400 V, SILICON, SIGNAL DIODE
	PHILIPS[Philips Semiconductors]
http://
NXP Semiconductors N.V.

	MPXV6115VC6U 	High Temperature Accuracy ntegrated Silicon Pressure Sensor On-Chip Signal Conditioned, Temperature Compensated and Calibrated
	FREESCALE[Freescale Semiconductor, Inc]

	HEDS-5120-A13 HEDT-9100 HEDS-5120-A14 HEDT-9101-I0	HEDT-9101#A00 · High Temperature 125 degrees C Two Channel Optical Incremental Encoder Modules
HEDT-9100#A00 · High Temperature 125 degrees C Two Channel Optical Incremental Encoder Modules
HEDT-9001#A00 · High Temperature 125 degrees C Two Channel Optical Incremental Encoder Modules
HIGH TEMPERATURE 125 DEGREE CELCIOUS TWO CHANNEL OPTICAL INCREMENTAL ENCODER MODULES
ANALOG Replaced PQ025EH02ZPH
High Temperature 125 degrees C Two Channel Optical Incremental Encoder Modules 高温125℃双通道光学增量编码器模
SINGLE, 2 CHANNELS, ROTARY OPTICAL POSITION ENCODER
	Agilent (Hewlett-Packard)
HP[Agilent(Hewlett-Packard)]
Avago Technologies, Ltd.

	125293U020AJ1B 125114U005AJ1B 125114U6R3AC1B 12523	The Pace-Setter for Long Life and High Temperature
Type 125 -55 篓卢C to  125 篓卢C, Ultra-High Temperature, Military Grade
Type 125 -55 潞C to  125 潞C, Ultra-High Temperature, Military Grade
Type 125 -55 oC to  125 oC, Ultra-High Temperature, Military Grade
Type 125 -55 ìC to  125 ìC, Ultra-High Temperature, Military Grade
	Cornell Dubilier Electr...
List of Unclassifed Man...
ETC
List of Unclassifed Manufacturers
http://
Cornell Dubilier Electronics
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