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			 Related Part Number
	
					PART	Description	Maker
	SK56C SK53C SK54C 	5.0 AMPS. Surface Mount Schottky Barrier Rectifiers
FERRITE TUBULAR BEAD 19.00MM
; Contact Spacing (mm): 2; Terminal Pitch (mm): 2; Stack Height (mm): 5.1; PCB Mount Type: Through-hole; Current Rating(Amps)(Max.): 2; Operating
	Taiwan Semiconductor Co...
TSC[Taiwan Semiconductor Company, Ltd]
Taiwan Semiconductor Co., Ltd.

	SEMB4 	PNP Silicon Digital Transistor Array Preliminary data
; Termination Style: Crimping; Current Rating(Amps)(Max.): 3; Mating/Unmating Cycles: 1000; Contact Mating Area Plating: Gold; General Description: Crimp
	Infineon Technologies A...
INFINEON[Infineon Technologies AG]

	ST711057 	RATING: 0.4VA MAX. @20V MAX. AC OR DC
	E-SWITCH

	RK117 RK1171114V02 RK117111000A RK117111000N RK117	VOLTAGE REG POS 18V 100MA TO-92 11毫米大小金属轴低姿态电
VOLT REG POS 12V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLT REG POS 18V 100MA SMD TO243 11毫米大小金属轴低姿态电
VOLTAGE REG POS 6V 100MA TO-92 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 11毫米大小金属轴低姿态电
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:4A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 4 AAC/ADC 11毫米大小金属轴低姿态电
11mm Size Metal Shaft Low-profile Potentiometer 11毫米大小金属轴低姿态电
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular 11毫米大小金属轴低姿态电
; Sensor Input Type:Fiber Optic; Sensing Range Max:3m; Sensor Output:NPN; Leaded Process Compatible:No; Mounting Type:DIN Rail; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 10V 100MA SMD TO243
VOLT REG POS 15V 100MA SMD TO243
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA
Safety Relay; Contacts:NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Safety Control Relay; Contacts:2NC; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
FIBER IA.753SMTA
VOLT REG POS 8V 100MA SMD TO-243
Safety Relay; Contacts:NC/NO; Coil Voltage DC Max:24V; Contact Carry Current:6A; Relay Mounting:DIN Rail; Contact Rating:250 VAC/VDC, 6A
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Sensor Housing:Rectangular
VOLT REG POS 6V 100MA SMD TO-243
	List of Unclassifed Man...
Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
ALPS Electric co.,Ltd

	IP78M15ADP IP78M15DP 	Power Resistor; Series:TWW; Resistance:20ohm; Resistance Tolerance: /- 5 %; Power Rating:5W; Voltage Rating:350V; Temperature Coefficient:350ppm/ C
3 TERMINAL LOW CURRENT 15 VOLT POSITIVE VOLTAGE REGULATOR
	TT electronics Semelab Limited
SEME-LAB[Seme LAB]

	LT6014IS8 LT6013 LT6013ACDD LT6013ACS8 LT6013AIDD 	(LT6013 / LT6014) Rail-to-Rail Output Precision Op Amps
U36D Series Large Can Aluminum Electrolytic Capacitor, Screw terminals, General Purpose
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps OP-AMP, 135 uV OFFSET-MAX, 1.6 MHz BAND WIDTH, PDSO8
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:45VDC; Capacitance:3900uF; Capacitance Tolerance: 20%; Leaded Process Compatible:No; Package/Case:76X105; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV >5, Rail-to-Rail Output Precision Op Amps
Single/Dual 145UA, 9.5nV/ SIGMAHz, AV 5, Rail-to-Rail Output Precision Op Amps
   Single/Dual 145UA, 9.5nV/ SIGMAHz, AV &gt5, Rail-to-Rail Output Precision Op Amps
	Linear Technology, Corp.
运算放大
Linear Technology Corporation
LINER[Linear Technology]

	MAX418CPD MAX406BEPA MAX417C_D MAX417CPA MAX417CSA	   1.2μA Max, Single/Dual/Quad, Single-Supply Op Amps
1.2楼矛A Max, Single/Dual/Quad, Single-Supply Op Amps
1.2渭A Max, Single/Dual/Quad, Single-Supply Op Amps
1.2レA Max, Single/Dual/Quad, Single-Supply Op Amps
	Maxim Integrated Products
Maxim Integrated Produc...

	1MC75-100KF 1MC75-101KF 1MC75-120KF 1MC75-121KF 1M	Saturation current rating up to 15.3 Amps
	Accetek Electronics (Shenzhen) Co., Ltd.
Accetek Electronics (Sh...

	MAX406AEPA MAX406BEPA MAX407EPA MAX409BEPA MAX409A	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 1100 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 4000 uV OFFSET-MAX, 0.008 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
	Maxim Integrated Products, Inc.

	2317-H-RC 2318-H-RC 2315-H-RC 2301-H-RC 2307-V-RC 	Toroidal Inductor; Series:2300; Inductance:270uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5.5A; DC Resistance Max:0.060ohm; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:330uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5.2A; DC Resistance Max:0.067ohm; Leaded Process Compatible:Yes 1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:180uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.8A; DC Resistance Max:0.078ohm; Leaded Process Compatible:Yes 1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:10uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:20A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes 1 ELEMENT, 10 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:33uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:11.7A; DC Resistance Max:0.013ohm; Leaded Process Compatible:Yes 1 ELEMENT, 33 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors Horizontal or vertical mount
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	SLE44C80S-V5-T85-C SLE44C80S-V5-F7-M4 SLE44C80S-V5	Security & Chip Card ICs
Dials / Accessories; Series:DW22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Resistance Max:2kohm; Temperature Coefficient: /-20ppm/ C RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:2kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:2kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:10kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:10kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to  C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes
Knob Potentiometer; Series:DC22; Track Resistance:5kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:5kohm RoHS Compliant: Yes
Dials / Accessories; Series:DW22; Track Resistance:100kohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:1kohm; Resistance Tolerance: /- 5%; Power Rating:2W; Operating Temperature Range:-30 C to  85 C; Adjustment Type:Knob; Leaded Process Compatible:Yes; Resistance Max:1kohm RoHS Compliant: Yes 安全
Dials / Accessories; Series:DW22; Track Resistance:100ohm; Resistance Tolerance: 5%; Power Rating:2W; Operating Temperature Range:-30 C to C; Adjustment Type:Knob; Resistance Max:100ohm; Temperature Coefficient:20ppm/ C RoHS Compliant: Yes 安全
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Knurled; Body Material:Plastic; Shaft Size:1/4; Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 安全
	INFINEON[Infineon Technologies AG]

	LT1178 LT1178ACH LT1178ACJ LT1178ACN LT1178C LT117	17uA Max/ Dual and Quad/ Single Supply/ Precision Op Amps
17uA Max, Dual and Quad, Single Supply, Precision Op Amps
17 A Max, Dual and Quad, Single Supply, Precision Op Amps
From old datasheet system
	LINER[Linear Technology]
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