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			 Related Part Number
	
					PART	Description	Maker
	K75-29A K75-48M K75-82 K75-15 K75-80 K75-54 K78-10	Aluminum Snap-In  Capacitor; Capacitance: 10000uF; Voltage: 35V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 35V; Case Size: 35x45 mm; Packaging: Bulk
FILM AND PAPER-FILM CAPACITORS
Aluminum Snap-In  Capacitor; Capacitance: 10000uF; Voltage: 35V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 4700uF; Voltage: 35V; Case Size: 25x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 5600uF; Voltage: 35V; Case Size: 22x35 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 680uF; Voltage: 450V; Case Size: 35x50 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 8200uF; Voltage: 16V; Case Size: 22x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 390uF; Voltage: 450V; Case Size: 30x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 12000uF; Voltage: 35V; Case Size: 25x45 mm; Packaging: Bulk
CAPACITOR, 6800UF 35V CAPACITOR, 6800UF 35V; CAPACITANCE:6800UF; VOLTAGE RATING, DC:35V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:LLS; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
Aluminum Snap-In  Capacitor; Capacitance: 8200uF; Voltage: 35V; Case Size: 22x45 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 270uF; Voltage: 450V; Case Size: 35x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 16V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 16V; Case Size: 30x30 mm; Packaging: Bulk
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
http://

	TSC51C1XXX-A-12CAR TSC51C1XXX-A-12CHB TSC8051C1XXX	30MM FLUSH LIT EXT RED PB SPRING RTRN
CONNECTOR ACCESSORY 连接器附
8-Bit Microcontroller for Digital Computer Monitors 8位数字的电脑显示器微控制
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1.5UF 1600VDC POLY FILM AXL
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:220uF RoHS Compliant: No
CAP 1800PF 3KV CERAMIC DISC Y5P
Film Capacitor; Voltage Rating:16VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:56000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:Yes; Package/Case:1210; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Mimix Broadband, Inc.
HIROSE ELECTRIC Co., Ltd.
Microchip Technology, Inc.
NEC, Corp.
TEMIC Semiconductors

	GBL01 GBL10 GBL005 GBL02 GBL04 GBL06 GBL08 	Aluminum Polymer SMT Capacitor; Capacitance: 2700uF; Voltage: 2.5V; Case Size: 10x12.7 mm; Packaging: Tape & Reel 玻璃钝化单相桥式整流
Aluminum Polymer SMT Capacitor; Capacitance: 180uF; Voltage: 2.5V; Case Size: 5x6 mm; Packaging: Tape & Reel 玻璃钝化单相桥式整流
Aluminum Polymer SMT Capacitor; Capacitance: 390uF; Voltage: 2.5V; Case Size: 6.3x6 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 1200uF; Voltage: 2.5V; Case Size: 10x8 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 270uF; Voltage: 16V; Case Size: 10x8 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 2700uF; Voltage: 2.5V; Case Size: 10x12.7 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 180uF; Voltage: 2.5V; Case Size: 5x6 mm; Packaging: Tape & Reel
Aluminum Polymer SMT Capacitor; Capacitance: 680uF; Voltage: 16V; Case Size: 10x12.7 mm; Packaging: Tape & Reel
GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER
	GE Security, Inc.
GE[General Semiconductor]

	DCMC914U6R3DD2D DCMC154U6R3BH2B DCMC195U6R3DG2D DC	85 °C High Capacitance, Screw Terminal, Aluminum
   85 °C High Capacitance, Screw Terminal, Aluminum
	Cornell Dubilier Electr...

	UHE1C472MHD UHE1J820MPD UHE2A121MHD6 UHE2A271MHD U	Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 4700uF; Voltage: 16V; Case Size: 16x13.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 4700 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 82uF; Voltage: 63V; Case Size: 8x15 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 63 V, 82 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 120uF; Voltage: 100V; Case Size: 12.5x20 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 120 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 270uF; Voltage: 100V; Case Size: 12.5x35.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 270 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 180uF; Voltage: 100V; Case Size: 18x15 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 100 V, 180 uF, THROUGH HOLE MOUNT
Aluminum Electrolytic Radial Lead Low Impedance Capacitor; Capacitance: 2700uF; Voltage: 16V; Case Size: 12.5x31.5 mm; Packaging: Bulk CAPACITOR, ALUMINUM ELECTROLYTIC, NON SOLID, POLARIZED, 16 V, 2700 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	LFCN-2000 LFCN-2000D 	   Low Pass Filter
Aluminum Electrolytic Capacitor; Capacitor Type:High Temperature; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:10uF RoHS Compliant: Yes
	MINI[Mini-Circuits]

	K4C561638C-TCDA K4C560838C-TCDA K4C561638C-TCD4000	Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 220uF; Voltage: 200V; Case Size: 18x31 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead High Ripple, Long Life Capacitor; Capacitance: 47uF; Voltage: 200V; Case Size: 12.5x20 mm; Packaging: Bulk 256Mb的网络内
256Mb Network-DRAM 256Mb的网络内
32M X 8 SYNCHRONOUS DRAM, 0.75 ns, PDSO66
32M X 8 SYNCHRONOUS DRAM, 0.65 ns, PDSO66
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	MAX641-MAX643 MAX643 MAX642ACPA MAX641 MAX641-BMAX	Fixed Output 10W CMOS Step-Up Switching Regulators
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:17000uF RoHS Compliant: Yes
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	PMAD1103 PMAD1105 	ultra low capa citance multi-line steering diode array
	Protek Devices

	PMMAD1103 	ultra low capa citance multi-line steering diode arra y
	Protek Devices
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