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			 Related Part Number
	
					PART	Description	Maker
	JM38510/11405BPA 	OP-AMP, 2500 uV OFFSET-MAX, CDIP8
	PRECISION MONOLITHICS INC

	LT1012AIS8 LT1012CN8PBF LT1012MH883 LT1012MH883C L	   Picoamp Input Current, Microvolt Offset, Low Noise Op Amp
JT 21C 21#16 SKT PLUG OP-AMP, 180 uV OFFSET-MAX, PDSO8
Picoamp Input Current, Microvolt Offset, Low Noise Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 200 uV OFFSET-MAX, PDIP8
OP-AMP, MBCY8
OP-AMP, 0 uV OFFSET-MAX, MBCY8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.

	AD8629WARZ-R7 AD8630WARZ-R7 AD8630WARZ-RL AD8628WA	DUAL OP-AMP, 10 uV OFFSET-MAX, 2500 MHz BAND WIDTH, PDSO8
Zero-Drift, Single-Supply, Rail-to-Rail Input/Output Operational Amplifier
	ANALOG DEVICES INC

	OP-249AJ/883 OP-249ARC/883 OP-249AZ/883 	DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, MBCY8 METAL CAN, TO-99, 8 PIN
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CQCC20 HERMETIC SEALED, CERAMIC, LCC-20
DUAL OP-AMP, 500 uV OFFSET-MAX, 4.7 MHz BAND WIDTH, CDIP8 CERDIP-8
	Analog Devices, Inc.

	OP-07EN8PBF OP-07EHPBF OP-07AJ8 OP-07AH OP-07CH OP	Precision Operational Amplifier
OP-AMP, 130 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, MBCY8 LEAD FREE, METAL CAN-8
OP-AMP, 75 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDIP8 PLASTIC, DIP-8
	Linear Technology, Corp.

	LMC710105 LMC7101BYM5TR LMC7101AYM5TR 	Low-Power Operational Amplifier
IC OP AMP LMC7101 SOT23-5 OP-AMP, 9000 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5
OP-AMP, 6000 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, PDSO5
	Micrel Semiconductor
MICREL INC

	LT1124IS8TRPBF LT1124IS8-1TRPBF LINEARTECHNOLOGYCO	Dual/Quad Low Noise, High Speed Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 200 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 170 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
Linear Dimensions Semic...

	ASOP-27AJ ASOP-27BJ ASOP-27CJ ASOP-27EJ ASOP-27FJ 	OP-AMP, 60 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 200 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 300 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 50 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 140 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 220 uV OFFSET-MAX, 8 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
	Calogic, LLC

	ADOP-37CCHIPS ADOP-37GCHIPS ADOP-37EN 	OP-AMP, 100 uV OFFSET-MAX, 63 MHz BAND WIDTH, UUC5 DIE-5
OP-AMP, 25 uV OFFSET-MAX, 63 MHz BAND WIDTH, PDIP8 MINI, PLASTIC, DIP-8
	Analog Devices, Inc.

	OP17BJ/883 OP17BJ/883C OP15AZ/883 	OP-AMP, 1000 uV OFFSET-MAX, 28 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 2000 uV OFFSET-MAX, 28 MHz BAND WIDTH, MBCY8 TO-99, 8 PIN
OP-AMP, 500 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP8
	Analog Devices, Inc.
ANALOG DEVICES INC

	AD8622ARZ AD8624ARUZ 	Dual, Low Power, Low Noise, Low Bias Current, Precision Rail-to-Rail Output Op Amp; Package: 8-pin; Temperature Range: -40&#176;C to  125&#176;C DUAL OP-AMP, 230 uV OFFSET-MAX, 0.58 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 230 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO14
	Analog Devices, Inc.
ANALOG DEVICES INC
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