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			 Related Part Number
	
					PART	Description	Maker
	AK4683 	24bit CODEC that has two channels of ADC and four channels of DAC with internal DIR, DIT
	Asahi Kasei Microsystems

	801-4 800 800-1 800-2 800-3 800-4 801-1 801-2 801-	PROFET™: Smart High Side Switches; Package: PG-TO220-5; Channels: 1.0; RON @ Tj = 25°C : 220.0 mOhm; Recommended Operating Voltage Range: 4.7 - 42.0 V; IL(SC): 12.0 A; Diagnostic: digital
PROFET™: Smart High Side Switches; Package: PG-DSO-8; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 6.0 - 52.0 V; IL(SC): 6.5 A; Diagnostic: digital
Voltage Range: 12.0 - 45.0 V; IL(SC): 2.1 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 1,500.0 mOhm; Recommended Operating Voltage Range: 4.9 - 60.0 V; IL(SC): 0.9 A; Diagnostic: n.a.
RECTIFIERS ASSEMBLIES THREE PHASE BRIDGES, 20-40 AMP, STANDARD HIGH EFFICIENCY, ESP
	MICROSEMI[Microsemi Corporation]

	1680A 1680AD 1681A 1681AD 1682A 1682AD 1683A 1683A	1680A Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 136 Channels, 1M Memory
1680AD Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 136 Channels, 4M Memory
1681A Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 102 Channels, 1M Memory
1681AD Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 102 Channels, 4M Memory
1682A Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 68 Channels, 1M Memory
1682AD Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 68 Channels, 4M Memory
1683A Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 34 Channels, 1M Memory
1683AD Standalone Logic Analyzer with 800 MHz Timing/200 MHz State, 34 Channels, 4M Memory
1690A PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 136 Channels, 1M Memory
1690AD PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 136 Channels, 4M Memory
1691A PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 102 Channels, 1M Memory
1691AD PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 102 Channels, 4M Memory
1692A PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 68 Channels, 1M Memory
1692AD PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 68 Channels, 4M Memory
1693A PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 34 Channels, 1M Memory
1693AD PC-Hosted Logic Analyzer with 800 MHz Timing/200 MHz State, 34 Channels, 4M Memory
	Agilent (Hewlett-Packard)

	EVAL-ADE7816EBZ ADE7816ACPZ ADE7816ACPZ-RL 	Six Current Channels, One Voltage Channel
	Analog Devices

	MM74HC540 MM74HC540MTC MM74HC540N MM74HC540SJ MM74	Inverting Octal 3-STATE Buffers
Inverting Octal 3-STATE Buffer  Octal 3-STATE Buffer
Inverting Octal 3-STATE Buffer • Octal 3-STATE Buffer
1.5 A, 260 kHz Low Voltage Buck Regulators with External Bias; Package: DFN18 6x5, 0.5p; No of Pins: 18; Container: Tape and Reel; Qty per Container: 2500
Inverting Octal 3-STATE Buffer Octal 3-STATE Buffer
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	HV2731 HV2731FG-G 	16-Channel (2 Banks of 8-Channels), High Voltage, Analog Switch With Bleed Resistors
	Supertex, Inc

	2SK3507 2SK3507-ZK 	PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 12.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 65.0 A; Diagnostic: Sense
PROFET™: Smart High Side Switches; Package: PG-TO252-5; Channels: 1.0; RON @ Tj = 25°C : 12.0 mOhm; Recommended Operating Voltage Range: 5.5 - 20.0 V; IL(SC): 65.0 A; Diagnostic: Sense
SWITCHING N-CHANNEL POWER MOSFET
	NEC Corp.
NEC[NEC]

	IXTH6N80 IXTM6N80 6N80 IXTM6N80A IXTH6N80A 	   N-Channel Enhancement Mode
32-Bit Microcontroller IC; Controller Family/Series:(ARM9); Number of I/O Pins:24; ADC Channels:5; Number of Timers 8/12/16/32 Bits:0 / 0 / 2 / 1; Number of PWM Channels:1; Clock Speed:200MHz; Interfaces:AC97, I2S, SPI, UART, USB
	IXYS[IXYS Corporation]
ETC[ETC]

	2SK3467 2SK3467-ZK 2SK3467-ZK-AZ 	80 A, 20 V, 0.0095 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-263AB MP-25ZK, 3 PIN
PROFET™: Smart High Side Switches; Package: PG-DSO-36; Channels: 8.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 11.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
PROFET™: Smart High Side Switches; Package: PG-DSO-36; Channels: 8.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 11.0 - 45.0 V; IL(SC): 3.0 A; Diagnostic: n.a.
SWITCHING N-CHANNEL POWER MOSFET INDUSTRIAL USE
Nch power MOS FET (Switching)
	NEC Corp.
NEC[NEC]

	M28010-10WKA1T M28010-10WNA1T M28010-10WNA6T M2801	   1 Mbit 128K x 8 Parallel EEPROM With Software Data Protection
PROFET&#153;: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; R<sub>ON</sub> @ Tj = 25&#176;C : 200.0 mOhm; Recommended Operating Voltage Range: 5.0 - 34.0 V; IL(SC): 1.5 A; Diagnostic: n.a.
RECTIFIER FAST-RECOVERY SINGLE 1A 100V 30A-ifsm 1.3V-vf 150ns 5uA-ir DO-41 1K/BULK
1 Mbit 128K x 8 Parallel EEPROM With Software Data Protection 1兆位128K的8并行EEPROM，带有软件数据保
PROFET™: Smart High Side Switches; Package: PG-SOT223-4; Channels: 1.0; RON @ Tj = 25°C : 200.0 mOhm; Recommended Operating Voltage Range: 5.0 - 34.0 V; IL(SC): 1.5 A; Diagnostic: n.a.
RECTIFIER FAST-RECOVERY SINGLE 1A 200V 30A-ifsm 1.2V-vf 150ns 5uA-ir DO-41 1K/BULK
PROFET™: Smart High Side Switches; Package: PG-DSO-8; Channels: 1.0; RON @ Tj = 25°C : 350.0 mOhm; Recommended Operating Voltage Range: 5.0 - 34.0 V; IL(SC): 4.0 A; Diagnostic: n.a.
TVS 5.6V 0.4J 18V-CV AXIAL .17X.10 T&R
Supercapacitor; Capacitance:0.33F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin; Termination:Radial Leaded; ESR:75ohm; Lead Pitch:5mm; Operating Temp. Max:70 C RoHS Compliant: Yes
	STMicroelectronics N.V.
意法半导

	BTS723GW Q67060-S7501 	Smart High-Side Power Switch Two Channels: 2 x 100m?/a> Status Feedback Suitable for 42V
Smart High-Side Power Switch Two Channels: 2 x 100mз Status Feedback Suitable for 42V 智能高侧电源开关两个渠道：2 ×100mз状态反馈适用2V
High Speed CMOS Logic Decade Counter/Divider with 10 Decoded Outputs 16-TSSOP -55 to 125
Smart High-Side Power Switch Two Channels: 2 x 100m Status Feedback Suitable for 42V
Smart High Side Switches - 5,0-62V, 2x100mLimit(scr) 8A DSO-14-9
	INFINEON[Infineon Technologies AG]
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