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			 Related Part Number
	
					PART	Description	Maker
	CAA17D24A 	Φ17.3mm Max.(Diameter),2.9mm Max. Height.
フ17.3mm Max.(Diameter),2.9mm Max. Height.
	Sumida Corporation

	EVM3ESX50BXX 	3mm Square Trimmer Potentiometers
	Matsushita Electronic

	BM8090N 	7.3.3mm Max.(L】W),7.5mm Max. Height
7.3】7.3mm Max.(L】W),7.5mm Max. Height
7.3×7.3mm Max.(L×W),7.5mm Max. Height
	SUMIDA CORPORATION.

	FM2G300US60 	IGBT
Molding Type Module
Sweep Function Generator; Bandwidth Max:12MHz; Frequency Max:12MHz; Frequency Min:0.1Hz; Waveforms:Sine, Square, Triangle, Ramp, Pulse RoHS Compliant: NA
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	E28 E116 E113 E30 E106 E103 E105 E112 E209 E3 E100	Yellow, mini LED. Lens translucent. Luminous intensity at 10mA: 2.0mcd(min), 3.5mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
Orange InGaAIP, T-1 3/4, ultra bright LED. Lens orange translucent. Luminous intensity at 20mA: 700mcd(min), 3000mcd(max). Forward voltage at 20mA: 1.8V(typ), 2.3V(max).
Super bright green, mini LED. Lens translucent. Luminous intensity at 10mA: 10.0mcd(min), 16.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Green T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Red T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 12.5mcd(typ), 32.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
T-1 bright white LED / Lens clear
Miniature LEDs 微型发光二极
Orange, mini LED. Lens translucent. Luminous intensity at 10mA: 3.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.6V(max).
Yellow T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
High efficiency red, mini LED. Lens translucent. Luminous intensity at 10mA: 4.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max)(max).
Ultra bright red, mini LED. Lens translucent. Luminous intensity at 10mA: 20.0mcd(min), 60.0mcd(max). Forward voltage at 20mA: 1.85V(typ), 2.5V(max)(max).
Yellow InGaAIP, T-1 3/4, ultra bright LED. Lens yellow translucent. Luminous intensity at 20mA: 400mcd(min), 1600mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
	Gilway Technical Lamp
International Light Technologies Inc.
International Light Technologies, Inc.

	3-794680-4 1-1445095-1 TYCOELECTRONICS-1-794617-8 	3mm Centerline, 250V, 5 A max. ( Micro MATE-N-LOK ) Connectors; 04P MICRO MNL ASSY,VRT,THRU LF ( AMP )
3mm Centerline, 250V, 5 A max. ( Micro MATE-N-LOK ) Connectors; MICRO MNL HDR ASSY SINGLE ROW ( AMP )
	Tyco Electronics

	MX27L1000 MX27L1000MC-12 MX27L1000MC-15 MX27L1000M	1M-BIT [128Kx8] LOW VOLTAGE OPERATION CMOS EPROM 128K X 8 OTPROM, 90 ns, PDSO32
1M-BIT [128Kx8] LOW VOLTAGE OPERATION CMOS EPROM 128K X 8 OTPROM, 90 ns, PQCC32
1M-BIT [128Kx8] LOW VOLTAGE OPERATION CMOS EPROM 128K X 8 OTPROM, 90 ns, PDIP32
TRIM POT 500 OHM 3MM SQUARE SMD
TRIM POT 50K OHM 3MM SQUARE SMD
	MACRONIX INTERNATIONAL CO LTD
Macronix International Co., Ltd.
MCNIX[Macronix International]

	107-305-04 103-330-04-05 122-000-04-52-05 103-383-	LED 3MM VIERFACH 4X ROT 33MCD
LED 3MM ZWEIFARBIG ROT/GRUEN 12MCD
LED 3MM ZWEISTUFIG ROT UEBER GRUEN
LED 3MM PCB MNT 5V GREEN
LED 3MM PCB MNT 5V YELLOW
LED 3MM PCB MNT 5V RED
LED 3MM EINFARBIG GELB 33MCD
LED 3MM ZWEISTUFIG GRUEN UEBER GRUEN
LED 3MM EINFARBIG ROT 33MCD
LED 3MM ZWEISTUFIG ROT UEBER ROT 33MCD
LED PCB 3MM 5VOLT YEL.X4
LED 3MM PCB MNT GREEN X4
LED 3MM VIERFACH 4X GRUEN 47MCD
LED 3MM PCB MNT YELLOW X4
LED 3MM PCB MNT RED X4
LED 3MM PCB MNT GREEN X2
LED 3MM PCB MNT YELLOW X2
LED PCB 3MM 5VOLT RED X4 发光二极管电路板3毫米5VOLT红X4
LED 3MM EINFARBIG GRUEN 47MCD 发光二极管毫米EINFARBIG格林47MCD
LED PCB 3MM 5VOLT GRN.X4 发光二极管电路板3毫米5VOLT GRN.X4
	Ecliptek, Corp.
Marl International Limited
Electronic Theatre Controls, Inc.

	3296 3296P-1-100ALF 3296P-1-100LF 3296P-1-100RLF 3	3296 - 3/8  Square Trimming Potentiometer - Bourns
3296 - 3/8 ” Square Trimming Potentiometer - Bourns
3296 - 3/8 隆卤 Square Trimming Potentiometer - Bourns
3296 - 3/8 ??Square Trimming Potentiometer - Bourns
3296 - 3/8 ?Square Trimming Potentiometer - Bourns
RESISTOR NETWORK (4X, 22K)
10K OHM,8 PIN,4 RES.ARRAY
RES ARRAY 56 OHM 8TERM 4 RES SMD
3296 - 3/8 Square Trimming Potentiometer - Bourns 3296 - 3 / 8“广场微调电位器- Bourns公司
	ETC[ETC]
Bourns Electronic Solutions
Electronic Theatre Controls, Inc.
http://
数字电位
Bourns Electronic Solut...

	WP7104MBC 	Zener Diode; Application: General; Pd (mW): 200; Vz (V): 6.65 to 6.93; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MPAK
T-1 (3mm) SOLID STATE LAMP
	Kingbright Corporation.

	LTC3528EDDBTRPBF LTC3528EDDBPBF LINEARTECHNOLOGYCO	1A, 1MHz Synchronous Step-Up DC/DC Converters in 3mm x 2mm DFN; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  125&deg;C SWITCHING REGULATOR, 2400 kHz SWITCHING FREQ-MAX, PDSO8
LTC3528-2 - 1A, 2MHz Synchronous Step-Up DC/DC Converter in 2mm &#215; 3mm DFN; Package: DFN; Number of Pins: 8; Temperature Range: &#150;40&#176;C to 125&#176;C SWITCHING REGULATOR, 2400 kHz SWITCHING FREQ-MAX, PDSO8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LTC4080X LTC4080XEDD-PBF LTC4080XEDD-TRPBF LTC4080	500mA Standalone Li-Ion Charger with Integrated 300mA Synchronous Buck in 3mm × 3mm DFN
500mA Standalone Li-Ion Charger with Integrated 300mA Synchronous Buck; Package: DFN; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C 0.8 A BATTERY CHARGE CONTROLLER, 2750 kHz SWITCHING FREQ-MAX, PDSO10
	Linear Technology, Corp.
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