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			 Related Part Number
	
					PART	Description	Maker
	TXP1XGGI2E00025G TXP1XGGI2E00033G TXP1XGGI2I00025G	Multi-rate 10-Gigabit DWDM 40km XFP Transceivers with Digital Diagnostics
	OPLINK Communications Inc.

	SPS-2385W-D285G SPS-2385W-D465G SPS-2385W-D200G SP	10.3 Gbps / 80 km / 50 GHz DWDM Digital Diagnostic LC
	Optoway Technology Inc

	SPS-2341W-D47G SPS-2341W-D40G SPS-2341W-D41G SPS-2	10.3 Gbps / 40 km / DWDM Digital Diagnostic LC SFP  SINGLE-MODE TRANSCEIVER
	Optoway Technology Inc

	LSC2617 LSC2615 LSC2604 LSC2613 LSC2606 LSC2610 LS	DWDM 1.25 Gb/s DFB Laser Module with Integral Optical Isolator(带积分光隔离器的DWDM 1.25 Gb/s DFB激光模 密集波分复用1.25 Gb / s的光隔离器的积分DFB激光器模块（带积分光隔离器DWDM技.25 Gb / s的激光器激光模块）
DWDM 1.25 Gb/s DFB Laser Module with Integral Optical Isolator(甯?Н???????ㄧ?DWDM 1.25 Gb/s DFB婵??妯″?
	Agilent(Hewlett-Packard)

	NX8562LB646-BA NX8562LF646-BA NX8562LB6040-BA NX85	CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1564.67 nm. Frequency 191.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.02 nm. Frequency 186.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1604.88 nm. Frequency 186.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.59 nm. Frequency 191.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1540.55 nm. Frequency 194.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1544.52 nm. Frequency 194.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1548.51 nm. Frequency 193.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1556.55 nm. Frequency 192.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1552.52 nm. Frequency 193.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1569.56 nm. Frequency 191.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1574.54 nm. Frequency 190.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1579.51 nm. Frequency 189.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1584.52 nm. Frequency 189.20 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1589.56 nm. Frequency 188.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1602.31 nm. Frequency 187.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1581.18 nm. Frequency 189.60 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1596.33 nm. Frequency 187.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.04 nm. Frequency 188.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1580.35 nm. Frequency 189.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1583.69 nm. Frequency 189.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1585.36 nm. Frequency 189.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1578.68 nm. Frequency 189.90 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1599.74 nm. Frequency 187.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.04 nm. Frequency 187.60 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1598.89 nm. Frequency 187.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1594.64 nm. Frequency 188.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.94 nm. Frequency 188.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1592.10 nm. Frequency 188.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1595.48 nm. Frequency 187.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.02 nm. Frequency 190.10 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1577.85 nm. Frequency 190.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1608.32 nm. Frequency 186.40 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1600.60 nm. Frequency 187.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1565.49 nm. Frequency 191.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.13 nm. Frequency 191.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1609.19 nm. Frequency 186.30 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1567.95 nm. Frequency 191.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1603.16 nm. Frequency 187.00 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1610.05 nm. Frequency 186.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1571.23 nm. Frequency 190.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1572.06 nm. Frequency 190.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1573.71 nm. Frequency 190.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1591.25 nm. Frequency 188.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1607.46 nm. Frequency 186.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1590.41 nm. Frequency 188.50 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1587.88 nm. Frequency 188.80 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1588.72 nm. Frequency 188.70 THz. Anode ground. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.01 nm. Frequency 189.50 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1582.85 nm. Frequency 189.40 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1554.94 nm. Frequency 192.80 THz. Anode floating. FC-PC connector.
CW InGaAsP MQW DFB laser diode module for DWDM applications (20 mW min). ITU-T wavelength 1557.36 nm. Frequency 192.50 THz. Anode ground. FC-PC connector.
	NEC

	TRP1G1CS2C00000G TRP1G1JF5F00000G TRP1G1ES4C00000G	Fast Ethernet 100BASE-LX10 SFP Single Mode Transceivers with Digital Diagnostics
   SFP Single Mode Transceivers with Digital Diagnostics
	OPLINK Communications Inc.
OPLINK Communications I...

	TXC3XGHI2C00020G TXC3XGHI2C00030G TXC3XGHI2C00050G	Transceivers with Digital Diagnostics
	OPLINK Communications Inc.
OPLINK Communications I...

	NX8560LJ533-BC NX8560LJ533-CC NX8560LJ493-BC NX856	EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1553.32 nm. Frequency 193.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1549.31 nm. Frequency 193.50 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1546.11 nm. Frequency 193.90 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1546.91 nm. Frequency 193.80 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1546.91 nm. Frequency 193.90 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1542.14 nm. Frequency 194.40 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1542.14 nm. Frequency 194.40 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1542.91 nm. Frequency 194.30 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1542.91 nm. Frequency 194.30 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1551.72 nm. Frequency 193.20 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1529.55 nm. Frequency 196.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1543.73 nm. Frequency 194.20 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1535.82 nm. Frequency 195.20 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1560.60 nm. Frequency 192.10 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1560.60 nm. Frequency 192.10 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1561.41 nm. Frequency 192.00 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1561.41 nm. Frequency 192.00 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1562.23 nm. Frequency 191.90 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1563.04 nm. Frequency 191.80 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1538.18 nm. Frequency 194.90 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1538.97 nm. Frequency 194.80 THz. FC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1538.18 nm. Frequency 194.90 THz. SC-UPC connector.
EA modulator integrated InGaAsP MQW DFB laser diode for 10 Gb/s DWDM applications. ITU-T wavelength 1538.97 nm. Frequency 194.80 THz. SC-UPC connector.
	NEC

	TRPA48I2MCWDM 	Multi-rate OC-48/STM-16 IR-2/S-16.2 SFP CWDM Transceivers with Digital Diagnostics
	OPLINK Communications Inc.
http://

	TRXA12MM 	Multi-rate OC-12/STM-4 SFP Multimode Transceivers with Digital Diagnostics
	OPLINK Communications Inc.

	TRXAFEEX TRXAFEZX 	Fast Ethernet 100BASE-LX10 SFP Transceivers with Digital Diagnostics
	OPLINK Communications Inc.
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