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			 Related Part Number
	
					PART	Description	Maker
	AEP15024 AEP15112 AEP15124 AEP15312 AEP15324 AEP16	EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: a contact..
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: a contact..
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 1 form A. Contact rating: 60A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 1 form A. Contact rating: 60A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Without indicator contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 12 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
EP-relay. High voltage and current, out-off capacity in a compact package. Nominal voltage 24 V DC. Contact arrangement: 2 form A. Contact rating: 150A. Indicator contact arrangement: b contact.
	Matsushita Electric Works(Nais)

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	AZ821 AZ831-2C-9DSE AZ821-2C-12DE AZ821-2C-24DE AZ	Nominal coil VCD: 6: subminiature DIP relay
Nominal coil VCD: 12: subminiature DIP relay
SUBMINIATURE DIP RELAY 微型双酯继电
(AZ831 / AZ821) SUBMINIATURE DIP RELAY
From old datasheet system
Nominal coil VCD: 48: subminiature DIP relay
Nominal coil VCD: 24: subminiature DIP relay
Nominal coil VCD: 9: subminiature DIP relay
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]
ZETTLER electronics

	NTE5296A NTE5240A NTE5241A NTE5242A NTE5243A NTE52	50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 52.0V. Zener test current Izt = 240mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 33.0V. Zener test current Izt = 380mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 180.0V. Zener test current Izt = 68mA.
50 Watt Zener Diodes ±5% Tolerance
50 Watt Zener Diodes 5% Tolerance
50 WATT ZENER DIODES 【5% TOLERANCE
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 13.0V. Zener test current Izt = 960mA.
50 watt zener diode,  -5% tolerance. Nominal zener voltage Vz = 43.0V. Zener test current Izt = 290mA.
	NTE[NTE Electronics]
Fujitsu, Ltd.
NTE Electronics, Inc.

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://

	CAT122AC12VDC.45 CTA12 CAT12 CAT122AC18VDC.45 CAT1	   Switching capacity up to 20A Small size and light weight
From old datasheet system
CAP 22000UF 35V ELECT THA SERIES
Switching capacity up to 20A Small size and light weight 交换能力高达20A体积小，重量
	ETC
CIT[CIT Relay & Switch]
Electronic Theatre Controls, Inc.

	3EZ240D1 3EZ240D10 3EZ300D10 	3 watt Surmetic 30 silicon zener diode. Nom zener voltage 240 V. 1% tolerance.
3 watt Surmetic 30 silicon zener diode. Nom zener voltage 240 V. 10% tolerance.
3 watt Surmetic 30 silicon zener diode. Nom zener voltage 300 V. 10% tolerance.
3 watt Surmetic 30 silicon zener diode. Nom zener voltage 300 V. 1% tolerance.
	Motorola

	TX-7030-EAP-1470-20M000 	Nominal frequency (f0)
	Vectron International, Inc

	C2260A1-0103-20M0 	Nominal frequency (f0)
	Vectron International, Inc

	C2260A1-002808 	Nominal frequency (f0)
	Vectron International, Inc

	C2260A1-0032-12M8 	Nominal frequency (f0)
	Vectron International, Inc
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