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			ACT86SMX - ideal for high density packing and automatic placement on circuit boards 



		
			
					
						
						[image: ACT86SMX_8021855.PDF Datasheet]



					
				
					 		
	Part No.	ACT86SMX   

	Description	ideal for high density packing and automatic placement on circuit boards 
 

	File Size	112.24K  / 
						1 Page	 
	

						Maker	
						[image: ]


						 Advanced Crystal Technology 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: ACT86
	Maker: ON
	Pack: TSSOP
	Stock: 75
	Unit price 
									for :
	    
									50: $0.37
	  
									100: $0.35
	1000: 
									$0.33
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						http://www.actcrystals.com
	Download	[ 
						ACT86SMX  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						ACT86SMX  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[ACT86SMX  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for ACT86SMX ] 


					[ Price & Availability of ACT86SMX by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : ideal for high density packing and automatic placement on circuit boards   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ACT225SMX-4 	ideal for fitting on high density boards
	Advanced Crystal Technology

	ISPLSI2064VL-100LB100 ISPLSI2064VL-100LJ44 ISPLSI2	2.5V In-System Programmable SuperFAST?High Density PLD
2.5V In-System Programmable SuperFAST?/a> High Density PLD
2.5V In-System Programmable SuperFAST⑩ High Density PLD
2.5V In-System Programmable SuperFAST High Density PLD
Turns Counting Dial; Number of Turns:10; Knob/Dial Style:Round Skirted With Indicator Line; Body Material:Aluminum; Shaft Size:1/4; Color:Satin RoHS Compliant: Yes EE PLD, 10 ns, PQFP100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP100
2.5VIn-SystemProgrammableSuperFASTHighDensityPLD
	LATTICE[Lattice Semiconductor]
Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	ISPLSI2096VE-100LT128 ISPLSI2096VE-135LT128 ISPLSI	3.3V In-System Programmable SuperFAST?/a> High Density PLD
CRYSTAL 24.0 MHZ 20PF SMD
3.3V In-System Programmable SuperFASTHigh Density PLD
3.3V In-System Programmable SuperFAST High Density PLD
3.3V In-System Programmable SuperFAST⑩ High Density PLD
3.3VIn-SystemProgrammableSuperFASTHighDensityPLD
	Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]

	ISPLSI2032VE ISPLSI2032VE-110LB49 ISPLSI2032VE-110	225 MHz 3.3V in-system prommable superFAST high density PLD
3.3V In-System Programmable High Density SuperFAST?/a> PLD
3.3V In-System Programmable High Density SuperFAST?/a> PLD
3.3V In-System Programmable High Density SuperFAST⑩ PLD
3.3V In-System Programmable High Density SuperFAST PLD
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.3
IC,Normally-Closed Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4 EE PLD, 13 ns, PQCC44
3.3V In-System Programmable High Density SuperFASTPLD EE PLD, 13 ns, PQFP44
3.3V In-System Programmable High Density SuperFASTPLD EE PLD, 6 ns, PQCC44
3.3V In-System Programmable High Density SuperFASTPLD 3.3在系统可编程高密度PLD的超快⑩
3.3VIn-SystemProgrammableHighDensitySuperFASTPLD
	LATTICE[Lattice Semiconductor]
Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	ISPLSI1024 ISPLSI1024EA-200LT100 1024EA ISPLSI1024	200 MHz in-system prommable high density PLD
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:4; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
In-System Programmable High Density PLD
100 MHz in-system prommable high density PLD
	Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]
http://

	1032-60LG_883 1032-60LJ 1032-60LJI 1032-60LT 1032-	High-Density Programmable Logic
In-System Programmable High Density PLD
	LATTICE[Lattice Semiconductor]

	ISPLSI2128E-100LT176 ISPLSI2128E-135LT176 ISPLSI21	In-SystemProgrammableSuperFASTHighDensityPLD
In-System Programmable SuperFASTHigh Density PLD EE PLD, 7.5 ns, PQFP176
In-System Programmable SuperFAST High Density PLD
In-System Programmable SuperFAST⑩ High Density PLD
In-System Programmable SuperFAST?/a> High Density PLD
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]

	MCN51-8S3-PFA MCN51-16P2-DS MCN51-16P2-PFA MCN51-1	CAP 0.1UF 50V 20% Z5U RAD.20 .20X.20 BULK 高电流，高密度，电源连接
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 高电流，高密度，电源连接
High Current, High Density, Power Connectors 高电流，高密度，电源连接
High Current / High Density / Power Connectors
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	ATV750 ATV750-20DM ATV750-20DM_883 ATV750-20GM ATV	THERMISTOR GLASS 250 OHM DO-35 UV PLD, 25 ns, CDIP24
THERMISTOR GLASS 1K OHM DO-35 OT PLD, 25 ns, PDIP24
THERMISTOR GLASS 10K OHM DO-35 OT PLD, 25 ns, PDIP24
THERMISTOR GLASS 30K OHM DO-35 UV PLD, 25 ns, CDIP24
High Density UV Erasable Programmable Logic Device OT PLD, 20 ns, PDIP24
High Density UV Erasable Programmable Logic Device OT PLD, 20 ns, PDSO24
High Density UV Erasable Programmable Logic Device UV PLD, 20 ns, CDIP24
High Density UV Erasable Programmable Logic Device OT PLD, 20 ns, PQCC28
High Density UV Erasable Programmable Logic Device OT PLD, 20 ns, CQCC28
High Density UV Erasable Programmable Logic Device OT PLD, 20 ns, CDIP24
High Density UV Erasable Programmable Logic Device OT PLD, 25 ns, PDIP24
	ATMEL[ATMEL Corporation]
Atmel Corp.
Atmel, Corp.

	AQV234AX AQV234AZ AQV234 AQV234A 	PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal. Tupe packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	LXES15AAA1-117 LXES03AAA1-098 LXES1UBAB1-007 	Ideal for high-speed data lines
	Murata Manufacturing Co., Ltd.
Murata Manufacturing Co...
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