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			3030602 - WE-LT Conductive Shielding Gasket 
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			 Related Part Number
	
					PART	Description	Maker
	UES702 BYW77-100 BYW77-150 UES703 BYW31-100 BYW31-	RECTIFIERS
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Fluoropolymer; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
	MICROSEMI[Microsemi Corporation]

	SLD326YT-3 SLD326YT SLD326YT-1 SLD326YT-2 SLD326YT	Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
4W High Power Laser Diode
	SONY[Sony Corporation]

	VS350A-B VS450A-B VS600A-B VS800A-B VS230 	Switching Gas Discharge Tubes - Gas Plasma Voltage Dependent Switches
	Littelfuse, Inc.

	BYT71-600 BYT71 2961 BYT71F-800 BYT71-800 	FAST RECOVERY  RECTIFIER DIODES
Very low drop voltage regulators with inhibit
FAST RECOVERY RECTIFIER DIODES
From old datasheet system
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:2; Leaded Process Compatible:Yes; Approval Bodies:UL RoHS Compliant: Yes
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	P091P-EA25BR100K P092N-FE20AR20K P092S-EC15BR1K P0	RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 1000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 500000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 10000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 20000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 10000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 200000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 2000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 5000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 1000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 200000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 100000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 2000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 50000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.025 W, 100000 ohm ROHS COMPLIANT
RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.05 W, 50000 ohm ROHS COMPLIANT
	BI Technologies Corporation
BI Technologies, Corp.

	163.7010.0352 163.7010.0452 163.7010.0152 163.7010	Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
FKS-Coding plugs
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:38; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/14; MW 35C (Heavy); Jacket Material:Polythermaleze; Leaded Process Compatible:Yes; Number of Conductors:1; Voltage Nom.:600V RoHS Compliant: Yes
	Littelfuse, Inc.

	P090S-14F20CR100K P090 P090L P090L-01F20AR100K P09	RESISTOR, POTENTIOMETER, CONDUCTIVE PLASTIC, 1 TURN(S), 0.03 W, 10000 ohm ROHS COMPLIANT
9mm Rotary Potentiometer Insulated Shaft Conductive Plastic Element 100,000 Cycle Life Snap-in Clip RoHS Compliant
	BI Technologies, Corp.
BITECH[Bi technologies]

	1002 1003 1000 1001 	   Pulse Transformers
of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:20; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:10 RoHS Compliant: Yes
	CANDD[C&D Technologies]

	3690103022 	WE-SHC Shielding Cabinet
	Wurth Elektronik GmbH &...

	866200050 8662000250 	Shielding and Bonding Cable.
	List of Unclassifed Man...

	36103505 	SHIELDING CABINET SMD-FRAME WE-SHC
	Wurth Elektronik GmbH & Co. KG, Germany.

	HM55A-16R56LF HM55A HM55A-16R30LF 	Self-Shielding Molded High-Current Inductors
	BITECH[Bi technologies]
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