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			 Related Part Number
	
					PART	Description	Maker
	ADT7411ARQZ-REEL7 ADT7411ARQZ10 ADT7411 ADT7411ARQ	SPI/I2C® Compatible, 10-Bit Digital Temperature Sensor and Eight Channel ADC
SPI/I2C Compatible, 10-Bit Digital Temperature Sensor and 8-Channel ADC
SPI/I2C Compatible 10-Bit Digital Temperature Sensor and 8-Channel ADC
	AD[Analog Devices]
ETC[ETC]

	LTC2630 LTC1100 LTM2881 LTC6803 LTC2641 LT1991 LTC	SPI/Digital or I2C μModule Isolator with Adjustable ±12.5V and 5V Regulated Power
	Linear Technology

	7672RPDS-10 7672RPFC-10 7672RPFE-10 7672RPDI-03 76	Analog-to-Digital Converter12-Bit
Digital CAN I/O Exp, one wire capable, -40C to  85C, 14-SOIC 150mil, T/R
Mixed signal CAN I/O Expander, -40C to  85C, 14-SOIC 150mil, TUBE
16-BIT I/O EXPANDERS WITH I2C & SPI INTERFACE, -40C to  125C, 28-SPDIP, TUBE
Mixed signal CAN I/O Expander, -40C to  85C, 14-SOIC 150mil, T/R
16-BIT I/O EXPANDERS WITH I2C & SPI INTERFACE, -40C to  125C, 28-SSOP 208mil, TUBE
Digital CAN I/O Exp, one wire capable, -40C to  85C, 14-SOIC 150mil, TUBE
16-BIT I/O EXPANDERS WITH I2C &amp; SPI INTERFACE, -40C to  125C, 28-SPDIP, TUBE 模拟到数字转换器2
Mixed signal CAN I/O Expander, -40C to  125C, 14-PDIP, TUBE 模拟到数字转换器2
	PLX Technology, Inc.
Maxwell Technologies, Inc

	ADT7316ARQ-REEL7 ADT7316ARQ-REEL ADT7316ARQ 	SPI/I2C® Compatible10-Bit Digital Temperature Sensor and Quad Voltage Output 12-Bit DAC
	Analog Devices

	AD5262-EVAL AD5260 AD5262BRU20-REEL7 AD5262BRU200-	 15 V or ±5 V, Dual-Channel, SPI Compatible, 256 Position Digital Potentiometer
 15 V or  V, Dual-Channel, SPI Compatible, 256 Position Digital Potentiometer
 15 V or  V, Single-Channel, SPI Compatible, 256 Position Digital Potentiometer
32-Tap. Nonvolatile. Linear-Taper Digital Potentiometers in SOT23 20K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
	ANALOG DEVICES INC
Analog Devices, Inc.

	MT8981D-1 MT8981DE MT8981DP 	ISO-CMOS ST-BUS FAMILY Digital Switch
ISO-CMOS ST-BUS⑩ FAMILY Digital Switch
	Mitel Semiconductor
MITEL[Mitel Networks Corporation]

	MT8940-1 MT8940AE 	ISO-CMOS ST-BUS FAMILY T1/CEPT Digital Trunk PLL
ISO-CMOS ST-BUS⑩ FAMILY T1/CEPT Digital Trunk PLL
	Mitel Semiconductor
MITEL[Mitel Networks Corporation]

	M23LR64-R-MN6T/2 M23LR64-R-MB6T/2 M23LR64-R-DW6T/2	64 Kbit EEPROM with password protection & dual interface: 400kHz I2C serial bus & ISO 18000-3 mode 1 RF protocol at 13.56MHz
	STMicroelectronics

	MCP41010MCP42010 MCP41050-I/P MCP41050-E/SN MCP410	Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha
400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC
Single/Dual Digital Potentiometer with SPI Interface
Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPI?Interface
	Microchip Technology, Inc.
Microchip Technology Inc.
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