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			 Related Part Number
	
					PART	Description	Maker
	MAX3483 MAX3483CPA MAX3483CSA MAX3483EPA MAX3483ES	3.3V Powered, 10Mbps and Slew-Rate Limited, True RS-485/RS-422 Transceivers
3.3V-Powered 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered / 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-HVGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85
SWITCH,   6MM S0/8.5MM HT TACT
3.3V-Powered, 10Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP14
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	2745C 2745C2 	3.3V Powered, 10Mbps and Slew-Rate Limited, True RS-485/RS-422 Transceivers
T1/E1 Transformer
HIGH FREQUENCY MAGNETICS T1/E1 Through Hole Transformers
	BEL[Bel Fuse Inc.]

	MAX3080ECPD MAX3080ECSD MAX3080EESD 	 15,-15kVESD-Protected,Fail-Safe,High-Speed (10Mbps), Slew-Rate-Limited RS-485/RS-422 Transceivers
	Maxim Integrated Produc...

	MAX308007 MAX3088ESA MAX3084EPA 	Fail-Safe, High-Speed (10Mbps),Slew-Rate-Limited RS-485/RS-422 Transceivers
   Fail-Safe, High-Speed (10Mbps),Slew-Rate-Limited RS-485/RS-422 Transceivers
	Maxim Integrated Products
Maxim Integrated Produc...

	MAX3093E MAX3093ECPE MAX3093ECSE MAX3093ECUE MAX30	±15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers
Replaced by TMS320C6455 : Multimedia Video Processor 305-CPGA
??5kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers
Floating-Point Digital Signal Processor 256-BGA QUAD LINE RECEIVER, PDSO16
15kV ESD-Protected / 10Mbps / 3V/5V / Low-Power Quad RS-422/RS-485 Receivers
" ?à15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers"
15kV ESD-Protected 10Mbps 3V/5V Low-Power Quad RS-422/RS-485 Receivers
【15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers
±15kV ESD-Protected, 10Mbps, 3V/5V, Low-Power Quad RS-422/RS-485 Receivers
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	5962-9224203MRX 5962-9224201MRX 5962-9224202MRX 59	Single 8-bit Bus Transceiver 位总线收发
3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers 位总线收发
	3M Company

	MAX3095 MAX3095CEE MAX3095CPE MAX3095CSE MAX3095EE	±15kV ESD-Protected, 10Mbps, 3V/5V, Quad RS-422/RS-485 Receivers
【15kV ESD-Protected, 10Mbps, 3V/5V, Quad RS-422/RS-485 Receivers
From old datasheet system
±15kV ESD-Protected, 10Mbps, 3V/5V,Quad RS-422/RS-485 Receivers
15kV ESD-Protected / 10Mbps / 3V/5V / Quad RS-422/RS-485 Receivers
Video/Imaging Fixed-Point Digital Signal Processor 548-FC/CSP QUAD LINE RECEIVER, PDSO16
Replaced by TMS320C6455 : QUAD LINE RECEIVER, PDSO16
	MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	ADM205-ADM211 ADM210 ADM211AR ADM211ARS ADM207ARS 	   0.1 uF,   5 V Powered CMOS RS-232 Drivers/Receivers
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors QUAD LINE TRANSCEIVER, PDSO28
0.1 uF/  5 V Powered CMOS RS-232 Drivers/Receivers
0.1 mF.  5 V Powered CMOS RS-232 Drivers/Receivers
	ANALOG DEVICES INC
Analog Devices, Inc.

	3885 M38851F3-HP M38850F3-HP M38851F1-HP M38850F1-	300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 5-SOT-23 -40 to 125
CAP 680PF 50V 10% X7R SMD-0402 TR-13 PLATED-NI/SN
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
PLCC Socket; Number of Contacts:32; Terminal Type:PCB Surface Mount; Contact Plating:Tin Over Nickel; Mounting Type:Surface Mount
ACCU-F/P
CRYSTAL, SM, CX-49G, 8MHZ; Frequency, output:8000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Automotive Catalog 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier With Shutdown 5-SOT-23 -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-PDIP -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-MSOP 0 to 70 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-TSSOP -40 to 125 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-SOIC
	Renesas Electronics Corporation.
Renesas Electronics, Corp.
http://

	ISL83485 ISL83485IB ISL83485IP ISL83483 ISL83488 I	N-CHANNEL SILICON JUNCTION FET SOT23
Quadruple 2-Input Positive-OR Gates 14-SOIC -40 to 85
3.3V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDSO8
3.3V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers LINE TRANSCEIVER, PDIP8
3.3V/ Low Power/ High Speed or Slew Rate Limited/ RS-485/RS-422 Transceivers
3.3V Low Power High Speed or Slew Rate Limited RS-485/RS-422 Transceivers
There is no valid match for the device number entered.
	Intersil, Corp.
INTERSIL[Intersil Corporation]
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