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			 Related Part Number
	
					PART	Description	Maker
	C50254101 C5025.41.01 	C5025, Coaxial Cable, RG11/U Type, 14 AWG Solid Copper Clad Steel, 97% Bare Copper Braid
	General Cable Technologies Corporation

	8700010250 	Minature, 28 AWG solid .013 tinned copper conductor, polypropylene insulation, bare copper braid shield
	List of Unclassifed Man...

	7989R 7989R0131000 	Category 6, 23 AWG bonded pairs solid bare copper conductors, non-plenum, polyolefin insulation
	List of Unclassifed Man...

	9116009500 9116010500 9116009U1000 91160091000 	Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation
	List of Unclassifed Man...

	1592A007U1000 1592A0051000 1592A0041000 1592A003U1	24 AWG Stranded (7x32) Bare Copper Conductors, Non-Plenum, Polyolefin Insulation
	List of Unclassifed Man...

	BYW76 BYW72 BYW73 BYW74 BYW75 	Belden Twisted Pair Plenum Cable, Shielded, Wire Size: 22 AWG, Number of Pairs: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: Natural Flamarrest
Fast Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	C3520.41.86 C35204186 	C3520, Coaxial Cable, RG62/U Type, Plenum, Gauge Size 22 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	RDED-9P RDED-9P4-40 RDED-9PE1_M2.6 RDED-9PLN RDED-	   RIGHT-ANGLE TYPE CONNECTORS
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Outer Diameter:0.177" RoHS Compliant: Yes 直角型连接器
Sound/Security Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:31pF/ft RoHS Compliant: Yes 直角型连接器
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:20pF/ft; Conductor Material:Copper RoHS Compliant: Yes 直角型连接器
RIGHT-ANGLE TYPE CONNECTORS 直角型连接器
DIODE ZENER SINGLE 200mW 15Vz 5mA-Izt 0.0612 0.1uA-Ir 10.5 SOT-323 3K/REEL 直角型连接器
O/C EHC210 45 TO DB25 M, 3
Sound/Security Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
RS-232 CABLE, DCE DB25   FEMALE TO SMARTSERIAL-10F
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
RS-232 CABLE, DTE DB25   MALE TO SMART SERIAL 10FT
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:25pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:6; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper; Shielding Coverage:1% RoHS Compliant: Yes
Sound/Security Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Approval Categories:UL Listed RoHS Compliant: Yes
Belden Twisted Pair Riser Cable, Shielded, Wire Size: 22 AWG, Number of Pairs: 2, Length: 1000 feet, Conductor Material: Bare Copper Stranded, Shielding: Beldfoil, Jacket: PVC
Sound/Security Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	PC3SF11 PC3SF11YVZB PC3F11YVZA 	Reinforced Insulation Type Phototriac Coupler for Triggering
Beldsol Magnet Wire, Approx. Spool Length: 404'; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触
Beldsol Magnet Wire, Approx. Spool Length: 645'; Conductor Size AWG:26; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/9; MW 28-C (Single); Conductor Material:Copper RoHS Compliant: Yes 钢筋接头绝缘型光敏触
	SHARP[Sharp Electrionic Components]
Sharp, Corp.

	7837A0601000 	   22 AWG solid tinned copper conductors, twisted pairs, Datalene
	List of Unclassifed Man...
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