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			 Related Part Number
	
					PART	Description	Maker
	8700010250 	Minature, 28 AWG solid .013 tinned copper conductor, polypropylene insulation, bare copper braid shield
	List of Unclassifed Man...

	89740002500 89740002100 	18 AWG stranded (19x30) tinned copper conductors
	List of Unclassifed Man...

	C50254101 C5025.41.01 	C5025, Coaxial Cable, RG11/U Type, 14 AWG Solid Copper Clad Steel, 97% Bare Copper Braid
	General Cable Technologies Corporation

	9729060100 97290601000 	24 AWG stranded (7x32) tinned copper conductors, Datalene insulation
	List of Unclassifed Man...

	94630016000 946300312000 94630076000 9463J221000 9	20 AWG stranded (7x28) .038 tinned copper conductors, polyethylene insulation
	List of Unclassifed Man...

	9853C 	Transceiver drop cable, consisting of 3 pairs 20 AWG (7/28) tinned copper conductors,
	Alpha Wire

	7962A1SW2000 	22 AWG Symmetric quad stranded tinned copper conductors, polyolefin insulation
	List of Unclassifed Man...

	39118009100 1682722 391180075000 391180055000 	18 AWG stranded (16x30) tinned copper conductor, PPO insulation
   18 AWG stranded (16x30) tinned copper conductor, PPO insulation
	List of Unclassifed Man...

	2322-592-1316 2322-592-1416 2322-596-2316 2322-592	The varistors consist of a disc of low-ceramic material with two tinned solid copper leads. 在压敏电阻器的低陶瓷材料光盘组成，两个镀锡固体铜线索
	Vishay Intertechnology,Inc.
Vishay Intertechnology, Inc.

	5439450091000 543945009500 543945009U500 543945009	20 AWG solid bare copper conductor, foam polyethylene insulation, bare copper braid shield, PVC jacket, sequential footage marking every two feet.
	List of Unclassifed Man...

	1346243 	24 AWG stranded (7x32) tinned copper conductors, conductors cabled
	List of Unclassifed Man...
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