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			371140105000 - EPDM high temperature lead wire. 150C EPDM wire is recommended for Class 130 
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			 Related Part Number
	
					PART	Description	Maker
	371140105000 37114002500 371140104000 	EPDM high temperature lead wire. 150C EPDM wire is recommended for Class 130
	List of Unclassifed Man...

	TMP06BKS-500RL7 TMP05BKS-500RL7 TMP05ART-REEL7 TMP	±0.5°C Accurate PWM Temperature Sensor in 5-Lead SC-70
TV 22C 22#22D PIN PLUG
0.5∑C Accurate PWM Temperature Sensor in 5-Lead SC-70
.5C Accurate PWM Temperature Sensor in 5-Lead SC-70
.5∑C Accurate PWM Temperature Sensor in 5-Lead SC-70 DIGITAL TEMP SENSOR-SERIAL, 12BIT(s), 2Cel, RECTANGULAR, SURFACE MOUNT
.5∑C Accurate PWM Temperature Sensor in 5-Lead SC-70 DIGITAL TEMP SENSOR-SERIAL, 12BIT(s), 1Cel, RECTANGULAR, SURFACE MOUNT
TV 22C 22#22D SKT PLUG DIGITAL TEMP SENSOR-SERIAL, 12BIT(s), 2Cel, RECTANGULAR, SURFACE MOUNT
.5∑C Accurate PWM Temperature Sensor in 5-Lead SC-70 .5ΣC高精度PWM温度传感器在5引脚SC - 70
??.5?? Accurate PWM Temperature Sensor in 5-Lead SC-70
	Analog Devices, Inc.
ANALOG DEVICES INC

	FOD815 FOD815.W FOD815.300W 	1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER LEAD FREE, DIP-4
4-Pin High Operating Temperature Photodarlington Optocoupler
	Fairchild Semiconductor, Corp.

	TFPT0603 TFPT1206L1000DV TFPT1206L1002JM TFPT1206L	SMD PTC - Nickel Thin Film Linear Thermistors
THERMISTOR PTC 100 OHM 0.5% SMD - Tape and Reel
Temperature Dependent Resistor, RESISTOR, TEMPERATURE DEPENDENT, PTC, 10000 ohm, SURFACE MOUNT, CHIP, 1206, LEAD FREE
Temperature Dependent Resistor, RESISTOR, TEMPERATURE DEPENDENT, PTC, 5600 ohm, SURFACE MOUNT, CHIP, 1206, LEAD FREE
Thermistor PTC 680Ohm 5% 2-Pin 1206 T/R
	Vishay Siliconix
Vishay Dale

	A3195EU A3195LLT 3195 A3195LU A3195 A3195ELT 	PROTECTED, HIGH-TEMPERATURE, HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN 保护，高温，霍尔效应锁存主动下拉
SENSOR IC CAC ANALOG OUT 8-DIP
PROTECTED. HIGH-TEMPERATURE. HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
Protected,High-Temperature,Oper-Collector Hall-Effect Latch(保护型，工作于高温，霍尔效应锁存器（
PROTECTED/ HIGH-TEMPERATURE/ HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
PROTECTED HIGH-TEMPERATURE HALL-EFFECT LATCH WITH ACTIVE PULL-DOWN
From old datasheet system
	Allegro MicroSystems, Inc.
ALLEGRO[Allegro MicroSystems]

	MF-R400-2-99 MF-R005-2-99 MF-R010-2 MF-R135-2-99 M	Radial Lead Resettable Fuses 30volt 40amp Hold 4 Trip 8 RESISTOR, TEMPERATURE DEPENDENT, PTC RESETTABLE FUSE, THROUGH HOLE MOUNT
Radial Lead Resettable Fuses 60volt 40amp Hold .05 Trip .3 RESISTOR, TEMPERATURE DEPENDENT, PTC RESETTABLE FUSE, THROUGH HOLE MOUNT
PTC - RADIAL LEADED CURRENT LIMITER, PTC, .1A, 60V,/T/R RESISTOR, TEMPERATURE DEPENDENT, PTC RESETTABLE FUSE, THROUGH HOLE MOUNT
Radial Lead Resettable Fuses 30volt 40amp Hold 1.35 Trip 2.7 RESISTOR, TEMPERATURE DEPENDENT, PTC RESETTABLE FUSE, THROUGH HOLE MOUNT
Radial Lead Resettable Fuses 60V .25A-HD 40A MAX (R) RESISTOR, TEMPERATURE DEPENDENT, PTC RESETTABLE FUSE, THROUGH HOLE MOUNT
	Bourns, Inc.

	AM2971ALCB AM2971ALE AM2971DE AM2971DC AM2971A/BJA	High and Low Side Driver, Shutdown Input in a 14-pin DIP package; A IR2112 packaged in a Lead-Free 16-Lead SOIC
User Programmable Special Function ASIC
High and Low Side Driver, Shutdown Input in a 14-pin DIP package; A IR2112 packaged in a 16-Lead SOIC
High and Low Side Driver, Shutdown Input in a 14-pin DIP package; A IR2112 packaged in a Lead-Free 14-Lead PDIP
High and Low Side Driver, Shutdown Input in a 14-pin DIP package; A IR2112 packaged in a 14-Lead PDIP
High and Low Side Driver, All High Voltage Pins On One Side, Separate Logic and Power Ground, Shut-Down in a 14-pin DIP package; A IR2110 packaged in a Lead-Free 16-Lead PDIP -2 Lead
High and Low Side Driver, All High Voltage Pins On One Side, Separate Logic and Power Ground, Shut-Down in a 14-pin DIP package; A IR2110 packaged in a 14-Lead PDIP
Half Bridge Driver, Soft Turn-On, All High Voltage Pins on One Side, Separate High and Low Side Inputs, Programmable 0.5-5us Deadtime in a 14-pin DIP package; A IR21084 packaged in a Lead-Free 14-Lead SOIC
3 Phase Driver, Separate High and Low Side Inputs, 200ns Deadtime in a 28-pin DIP package; A IR2135 packaged in a Lead-Free mod. 44-Lead PLCC
用户可编ASIC的特殊功
3 Phase Driver, Separate High and Low Side Inputs, 200ns Deadtime in a 28-pin DIP package; A IR2135 packaged in a 28-Lead SOIC 用户可编程ASIC的特殊功
	Amphenol, Corp.

	BZG05C BZG05C10 BZG05C100 BZG05C11 BZG05C12 BZG05C	High Precision 10 V Reference; Package: CHIPS OR DIE; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
High Precision 10 V Reference; Package: PDIP; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
2.5 V/3.0 V Ultrahigh Precision Bandgap Voltage Reference; Package: PDIP; No of Pins: 8; Temperature Range: Industrial 硅的Z -二极
High Precision 10 V Reference; Package: SOIC; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
Silicon Z-Diodes 硅的Z -二极
High Precision 10 V Reference; Package: CerDIP; No of Pins: 8; Temperature Range: Military
Silicon Z-Diode(稳压应用电压范围3.3-100V的齐纳二极管)
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	C1206C225K3NACTU 	Ceramic, 150C-(CxxxxC), 2.2 uF, 10%, 25 V, 1206, X8L, SMD, MLCC, High Temperature, Temperature Stable
	Kemet Corporation

	NV2RZDC12V0.64 NV2RZDC12V0.93 NV2R NV2RSDC12V0.93 	Withstands high temperature, operating under 105 ambient temperature
	DB Lectro Inc.

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	1N4007G 1N4004G 1N4001G 1N4002G 1N4002 1N4006 1N40	Rectifiers(整流 1 A, 1000 V, SILICON, SIGNAL DIODE
(1N4001G - 1N4007G) Rectifiers(Rugged glass package / using a high temperature alloyed construction)
IC REG VOLT 4.8V 240MA SOT-23
Rectifiers(Rugged glass package/ using a high temperature alloyed construction)
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 1 A, 50 V, SILICON, SIGNAL DIODE
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 整流器（坚固的玻璃封装，采用高温合金建设
Rectifiers(Rugged glass package, using a high temperature alloyed construction) 1 A, 400 V, SILICON, SIGNAL DIODE
	PHILIPS[Philips Semiconductors]
http://
NXP Semiconductors N.V.
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