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			9116009500 - Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation 
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	Description	Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation 
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			 Related Part Number
	
					PART	Description	Maker
	9116009500 9116010500 9116009U1000 91160091000 	Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation
	List of Unclassifed Man...

	PS12-1W PS12-1Y 	TRIGGER OUTPUT SOLID STATE RELAY, 1500 V ISOLATION-MAX PLASTIC PACKAGE-4
PS12 Series High Performance Solid State Relays
	Mini-Circuits
Tyco Electronics

	TPSV107K025R0100 TPSV686M025R0095 TPSE476M035R0200	Low ESR series of robust Mn02 solid electrolyte capacitors
TPS Series
	AVX Corporation

	RT1608 RT1608K100CS RT1608K100GS RT1608M100CS RC32	CA BAYONET
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CACOM 35C 35#16 PIN PLUG
CA06COME28-15PWBF97
CA06COME28-15SWBF97
CANCA06COME28-15PBF80G12
CANCA06COME28-15SBF80G12
NITRON LIN
CA-BAYONET
CACOMB 35C 35#16 SKT PLUG 贴片电阻
CACOM 35C 35#16 SKT PLUG 贴片电阻
THICK FILM CHIP RESISTORS 贴片电阻
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers
Samsung Electronics
Electronic Theatre Controls, Inc.
Infineon Technologies AG

	C4008A 	1PR 22 AWG (SOLID)TC SRPVC, PVC COMMUNICATION & CONTROL CABLE
	General Cable Technologies Corporation

	C3521.41.86 C35214186 	C3521, Coaxial Cable, RG6/U Type, Plenum, 18 AWG Solid Bare Copper
	General Cable Technologies Corporation

	C57701801 C5770.18.01 	C5770, Coaxial Cable, RG59/U Type, 22 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	0260010807 26001-0307 0260010307 	2.54mm (.100) Pitch Board-to-Board Ribbon Cable Jumper - 24 AWG, Solid Tinned, 3Circuits, Kinked Tails, 0.178m (7.00) Length
2.54mm (.100) Pitch Board-to-Board Ribbon Cable Jumper - 24 AWG, Solid Tinned, 8Circuits, Kinked Tails, 0.178m (7.00) Length
MOLEX Connector
	Molex Electronics Ltd.

	C2053.21.02 C20532102 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 16, Conductor/Strands: Solid
	General Cable Technologies Corporation

	7989R 7989R0131000 	Category 6, 23 AWG bonded pairs solid bare copper conductors, non-plenum, polyolefin insulation
	List of Unclassifed Man...

	C2004.21.08 C20042108 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 22, Conductor/Strands: Solid
	General Cable Technologies Corporation
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