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			 Related Part Number
	
					PART	Description	Maker
	CHTA42LPT 	High Voltage NPN Transistor VOLTAGE 300 Volts CURRENT 500 mAmpere
	List of Unclassifed Manufacturers
ETC[ETC]

	03P4MG 03P6MG 	(03P4MG / 03P6MG) 300 mA HIGH-WITHSTANDING-VOLTAGE MOLD SCR
	NEC

	SL15T1 SL05T3 SL24T3 SL15T3 SL05T1 SL24T1 	300 Watt, SOT-23 Low Capacitance TVS for High Speed Line Protections 300 W, UNIDIRECTIONAL, SILICON, TVS DIODE, TO-236
300 Watt SOT-23 Low Capacitance TVS for High Speed Line Protections
From old datasheet system
	ONSEMI[ON Semiconductor]

	03P6MG 03P4MG 03P4MG-T 	300 mA HIGH-WITHSTANDING-VOLTAGE MOLD SCR
300mA high-withstanding-voltage mold SCR
	NEC Electronics
NEC Corp.
NEC[NEC]

	PMBTA92 PMBTA92215 PMBTA92-T 	100 mA, 300 V, PNP, Si, SMALL SIGNAL TRANSISTOR, TO-236AB
PNP high-voltage transistor - Complement: PMBTA42 ; fT min: 50 MHz; hFE max:&gt;40 ; hFE min: 40 ; I<sub>C</sub> max: 100 mA; Polarity: PNP ; Ptot max: 250 mW; VCEO max: 300 V; Package: SOT23 (TO-236AB); Container: Tape reel smd
	NXP Semiconductors

	HXL1225 HML1225 	0.8A 300.380 VOLTAGE SCRS IGT&lt200uA
28.37 Kbytes
0.8A 300.380 VOLTAGE SCRS IGT	Hi-Sincerity Mocroelect...
Hi-Sincerity Mocroelectronics
Hi-Sincerity Microelectronics

	BF620 BF622 	Low current (max. 50 mA) High voltage (max. 300 V).peak base current IBM 50 mA
	TY Semiconductor Co., Ltd

	CDEP125MENP-1R2N CDEP125MENP-0R7N CDEP125MENP-0R3N	1 ELEMENT, 0.7 uH, POWDERED IRON-CORE, GENERAL PURPOSE INDUCTOR, SMD ROHS COMPLIANT
Ceramic Conformally Coated/Radial High Voltage “Gold Max"; Capacitance: 1pF; Voltage: 1000V; Tolerance: ±5%; TC: C0G; Body Size: .370" (9.40) x .300" (7.62) x .250" (6.35); Lead Style: .275" (6.98)
POWER INDUCTORS 功率电感
	SUMIDA CORPORATION.
Sumida, Corp.

	BF821 	Low current (max. 50 mA) High voltage (max. 300 V).Collector current IC -50 mA
	TY Semiconductor Co., Ltd

	20KPA192A 	Glass Passivated Junction Transient Voltage Suppressor Stand-Off Voltage - 20 to 300 Volts 20000 Watt Peak Pulse Power
	StarHope

	APT8030JVFR 	POWER MOS V 800V 25A 0.300 Ohm
Power MOS V is a new generation of high voltage N-Channel enhancement mode power MOSFETs.
	ADPOW[Advanced Power Technology]

	APT8030LVR 	POWER MOS V 800V 27A 0.300 Ohm
Power MOS V is a new generation of high voltage N-Channel enhancement mode power MOSFETs.
	ADPOW[Advanced Power Technology]
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