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			 Related Part Number
	
					PART	Description	Maker
	1269 	BNC Coaxial Connector; Convert From:BNC Jack; Convert To:Dual Banana Plug; Body Material:Brass; Contact Material:Beryllium Copper; Contact Plating:Gold; Voltage Rating:500V INTERCONNECTION DEVICE
	Pomona Electronics

	ADM1176 ADM1176-1ARMZ-R7 ADM1176-2ARMZ-R7 ADM1176E	Hot Swap Controller and I2C? Power Monitor with Convert Pin
Hot Swap Controller and I2C㈢ Power Monitor with Convert Pin
	Analog Devices

	NTE5232A NTE5174A NTE5191A NTE5191AK NTE5205AK NTE	Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 170V. Zener test current Izt = 15mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 150V. Zener test current Izt = 17mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 130V. Zener test current Izt = 19mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 110V. Zener test current Izt = 23mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 100V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 87V. Zener test current Izt = 29mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 37mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 60V. Zener test current Izt = 43mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 51V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 47V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 43V. Zener test current Izt = 60mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 36V. Zener test current Izt = 70mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 30V. Zener test current Izt = 85mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 27V. Zener test current Izt = 95mA.
Zener Diode, 10 Watt ±5% Tolerance
Zener Diode, 10 Watt 【5% Tolerance
Zener Diode 10 Watt 5% Tolerance
Zener Diode / 10 Watt 5% Tolerance
Zener Diode, 10 Watt % Tolerance
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 28V. Zener test current Izt = 90mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 33V. Zener test current Izt = 75mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 39V. Zener test current Izt = 65mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 45V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 50V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 56V. Zener test current Izt = 45mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 62V. Zener test current Izt = 40mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 75V. Zener test current Izt = 33mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 91V. Zener test current Izt = 28mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 105V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 120V. Zener test current Izt = 20mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 140V. Zener test current Izt = 18mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 160V. Zener test current Izt = 16mA.
	NTE[NTE Electronics]
NTE Electronics, Inc.
Sony, Corp.

	ADM1176 	Hot Swap Controller and I2C Power Monitor with Convert Pin
	AD

	SFA050XS1-OR 	The Driving Board provides all the Needs to convert Composite video signal to the proper interface of LCD Panel
	BEYONDINFINITE

	1N5333B 1N5346BTA 1N5364BTA 1N5358BTA 1N5335BTA 1N	   5 Watt Surmetic 40 Zener Voltage Refulators
Zener 18V 5W 5%
Zener 14V 5W 5%
Zener 200V 5W   5%
Zener 180V 5W   5%
Zener 170V 5W   5%
Zener 140V 5W   5%
Zener 91V  5W   5%
Zener 87V  5W   5%
Zener 100V 5W   5%
5 Watt Surmetic 40 Zener Voltage Refulators 82 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 3.9 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 4.7 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 6.2 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 11 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 56 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 3.3 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 14 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 60 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 17 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
5 Watt Surmetic 40 Zener Voltage Refulators 3.6 V, 5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-41
Zener Voltage Regulator Diode
Zener 25V 5W 5%
Zener 5.1V 5W 5%
Zener 120V 5W   5%
Zener 5.6V 5W 5%
5 Watt Surmetic™ 40 Zener Voltage Regulators
Zener 9.1V 5W 5%
Zener 6.2V 5W 5%
Zener 8.2V 5W 5%
5 Watt Surmetic 40 Silicon Zener Diodes
5 Watt Surmetic™ 40 Silicon Zener Diodes
Zener 6.0V 5W 5%
Zener 6.8V 5W 5%
Zener 20V 5W 5%
Zener 22V 5W 5%
Zener 24V 5W 5%
Zener 43V 5W 5%
Zener 12V 5W 5%
Zener 130V 5W   5%
Zener 28V 5W 5%
Zener 16V 5W 5%
Zener 47V 5W 5%
Zener 51V 5W 5%
Zener 36V 5W 5%
Zener 56V 5W 5%
Zener 33V 5W 5%
Zener 13V 5W 5%
Zener 10V 5W 5%
Zener 62V 5W 5%
Zener 30V 5W 5%
Zener 150V 5W   5%
Zener 68V 5W 5%
Zener 39V 5W 5%
Zener 82V  5W   5%
Zener 110V 5W   5%
Zener 160V 5W   5%
Zener 75V 5W 5%
Zener 19V 5W 5%
Zener 11V 5W 5%
Zener 15V 5W 5%
	ONSEMI[ON Semiconductor]
Microsemi

	PCN10-90S-2.54WA PCN10-90S-2.54WB PCN10-50S-2.54WB	Product Compliant to DIN41612/IEC603-2 Standard 产品符合标准的DIN41612/IEC603-2
KPT 6C 6#20 PIN PLUG
KPT 6C 6#20 SKT PLUG
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:N Jack RoHS Compliant: Yes
CAP 220PF 50V CERAMIC MONO 5%
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
KPT 18C 18#20 SKT PLUG
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
	http://
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	MDF100A30 MDF_R100A30-50 MDF100A40 MDR100A50 MDF10	   DIODE(NON-ISOLATED TYPE)
R/A(M) JUMPER 1.32MM 300"GREY
Right Angle Jumper; Connector Type A:AMC Plug; Connector Type B:AMC Plug; Cable Length:300mm; Body Plating:Silver; Color:Black; Insulator Material:PBT; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 二极管（非隔离型
RF Coaxial Connector Adapter; Convert From:QMA Plug; Convert To:SMA Jack; Body Material:Brass; Body Plating:White Bronze; Contact Material:Beryllium Copper; Contact Plating:Gold; Frequency:6GHz; Impedance:50ohm RoHS Compliant: Yes 二极管（非隔离型
From old datasheet system
DIODE MODULE
Diode with flat mounting base which is designed for use in various rectifier applications
	Sanrex, Corp.
http://
SANREX[SanRex Corporation]

	ADM119108 ADM1191 ADM1191-2ARMZ-R7 EVAL-ADM1191EBZ	Digital Power Monitor with Convert Pin and ALERTB Output; Package: MSOP; No of Pins: 10; Temperature Range: Industrial 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO10
	Analog Devices, Inc.

	MJE800T MJE800 MJE702 MJE703 MJE803 MJE700T MJE700	From old datasheet system
4.0 AMPERE DARLINGTON POWER TRANSISTORS COMPLEMENTARY SILICON 40 WATT 50 WATT
	Motorola, Inc.
ONSEMI[ON Semiconductor]
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	TDA7492P TDA7492P13TR 	25-watt   25-watt dual BTL class-D audio amplifier
	STMicroelectronics

	CFZ25-102-GB CFZ25-102-GT CFZ25-102-JB CFZ25-102-J	HIGH VOLTAGE CARBON RESISTORS 1/8 WATT to 3 WATT
	RCD COMPONENTS INC.



				
	 
	 Related keyword From Full Text Search System
	

					
						AME2-12SNJZ step-down converter	
						AME2-12SNJZ international	
						AME2-12SNJZ Differential	
						AME2-12SNJZ analog	
						AME2-12SNJZ transistor
	
						AME2-12SNJZ filetype:pdf	
						AME2-12SNJZ volts	
						AME2-12SNJZ Voltage	
						AME2-12SNJZ switching	
						AME2-12SNJZ Programmable


				
	 



		 


	
		
Price & Availability of AME2-12SNJZ 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.12269806861877















