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			 Related Part Number
	
					PART	Description	Maker
	5PNR-3538Z 332PN-3489Z 332PN-3490Z 332PN-3491Z 332	Variable Coils
Inductance Range(uH) = 56.0
Inductance Range(uH) = 82.0
Inductance Range(uH) = 120.0
Inductance Range(uH) = 470.0
	http://
TOKO Inc.
TOKO[TOKO, Inc]
TOKO, Inc.

	DFE18SANR24ME0-18 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	DFE18SANR56ME0 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	BA8201 BA8201F BA8201/F 	   Pseudo inductance for telephones
Pseudo Inductance for Telephones(电话的虚拟感 伪电感的电话（电话的虚拟感应
Communications LSIs > ICs for telephone > Simulated inductance
	Rohm Co., Ltd.
Rohm CO.,LTD.
ROHM[Rohm]

	PM3308-151M-RC 	Power Inductor; Series:PM3308; Inductance:150uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.5A; DC Resistance Max:1.2ohm; Leaded Process Compatible:Yes
	BOURNS INC

	PM105-390M-RC 	Power Inductor; Series:PM105; Inductance:39uH; Inductance Tolerance: /- 20 %; Self Resonant Frequency:12MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:1.37A; DC Resistance Max:0.14ohm
	BOURNS INC

	BU2523 BU2523AF 	Inductor; Series:IHLP-2525CZ; Inductance:1.5uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:9A; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Packaging:Tape And Reel 扩散硅功率晶体管
Silicon Diffused Power Transistor
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	S3C8478 S3C8475 S3P8475 	S3C8478/C8475 MICROCONTROLLER
S3C8478/C8475 MICROCONTROLLER
Multi-Layer SMD Inductor; Series:LG HK; Inductance:3.9nH; Inductance Tolerance: /- 0.3 nH; Q Factor:8; Self Resonant Frequency:7GHz; Package/Case
	http://
SAMSUNG SEMICONDUCTOR CO. LTD.

	VN920DSO VN920D-B513TR -VN920D-B513TR 	INDUCTOR, AXIAL, 220UH; Inductor type:Choke; Inductance:220uH; Tolerance, inductance: /-20%; Resistance:2.6R; Current, DC max:0.5A; Frequency
INDUCTOR, AXIAL, 100UH; Inductor type:Choke; Inductance:100uH; Tolerance, inductance: /-20%; Resistance:0.65R; Current, DC max:1A; Frequency, resonant:55MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
INDUCTOR, AXIAL, 56UH; Inductor type:Choke; Inductance:56uH; Tolerance, inductance: /-20%; Resistance:0.3R; Current, DC max:1.5A; Frequency, resonant:70MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	意法半导

	PM3340-100M-RC PM3340-102M-RC 	Power Inductor; Series:PM3340; Inductance:10uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.5A; DC Resistance Max:0.033ohm; Leaded Process Compatible:Yes
Power Inductor; Series:PM3340; Inductance:1mH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.1A; DC Resistance Max:2.0ohm; Leaded Process Compatible:Yes
	BOURNS INC

	1130-6R8M 1130-560K 1130-1R0M 	Leaded Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:No
1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Leaded Choke; Series:1130; Inductance:1uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:No
	BOURNS INC



				
	 
	 Related keyword From Full Text Search System
	

					
						LQW15AN9N1H00 EEprom	
						LQW15AN9N1H00 battery mcu	
						LQW15AN9N1H00 philips	
						LQW15AN9N1H00 Mosfet	
						LQW15AN9N1H00 surface
	
						LQW15AN9N1H00 Device	
						LQW15AN9N1H00 Fairchild	
						LQW15AN9N1H00 Lead forming	
						LQW15AN9N1H00 SePIC	
						LQW15AN9N1H00 isa bus


				
	 



		 


	
		
Price & Availability of LQW15AN9N1H00 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.66110515594482















