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			 Related Part Number
	
					PART	Description	Maker
	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	591-2101-013F 591-2801-013F 591-2801-007F 591-2901	Multi-Color LED; Color:Red; Luminous Intensity (MSCP):23.9; Viewing Angle:40 ; Forward Voltage:1.8V; LED Color:Red; LED Gas Type:AlGaAs; Leaded Process Compatible:Yes; Lens Style:Round; Mounting Type:Surface Mount T-1 SINGLE COLOR LED, RED, 2.85 mm
LED 3MM PRISM WHITE SMD T-1 SINGLE COLOR LED, WHITE, 2.85 mm
LED Lamp; Bulb Size:3mm; LED Color:White; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No; Reel Quantity:400 RoHS Compliant: Yes T-1 SINGLE COLOR LED, WHITE, 2.85 mm
T-1 SINGLE COLOR LED, GREEN, 2.85 mm ROHS COMPLIANT PACKAGE-2
LED PRISM 3MM RA HIEFF RED SMT T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 2.85 mm
Multi-Color LED; Bulb Size:3mm; LED Color:High Efficiency Red; Luminous Intensity:5ucd; Viewing Angle:40 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:High Efficiency Red RoHS Compliant: Yes
Multi-Color LED; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:33.6ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:Yellow; LED Gas Type:AlInGaP RoHS Compliant: Yes
SURFACE MOUNT CBI - ROUND LENS RoHS COMPLIANT
	Dialight PLC
DIALIGHT CORP
List of Unclassifed Man...
Dialight Corporation

	AM29F800 AM29F800B-1 AM29F800BB-120DGC AM29F800BB-	8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only / Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Green; Luminous Intensity:110ucd; Viewing Angle:36 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:630ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:780ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:2.2V; Operating Temperature Range:-25 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue/Green; Luminous Intensity:2200mcd; Viewing Angle:12 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:5000ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 31.6 OHM 1/8W 1% 0805 SMD
LED Lamp; LED Color:Blue; Luminous Intensity:50mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  80 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; LED Color:Orange; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:480ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual Retriggerable Monostable Multivibrators 16-TSSOP -40 to 85
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:112mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F800B KGD (Known Good Die) Supplement
ESD-Safe Illuminated Binocular Microscope; RoHS Compliant: Yes 1M X 8 FLASH 5V PROM, 90 ns, UUC44
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	OLS-336HR-X-TD OLS-336HR-X-TU OLS-336HY-X-TD OLS-3	Series 336 - with Lens - low current High luminous intensity
	OSA Opto Light GmbH

	OLS-172HSD_HSD-C-T OLS-172HSD_HSD-CD-T OLS-172HSD_	Series 172 - 0805 - Bipolar monocolor High luminous intensity
	OSA Opto Light GmbH

	559-3201-007 559-3101-001 559-3001-007 	T-1 3/4 DUAL COLOR LED, YELLOW/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Indicator; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:20ucd; Viewing Angle:80 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to  100 C; Color:Red/Green RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	OLS-216HD-X-T OLS-216HR-X-T OLS-216HSD-X-T OLS-216	Series 216 - side view - low current High luminous intensity
	OSA Opto Light GmbH

	AM29F400BB-120DGC AM29F400BB-120DGC1 AM29F400BB-12	4 megabit CMOS 5.0 volt-only boot sector flash memory- die revision 1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only Boot Sector Flash Memory-Die Revision 1
LED Lamp; Bulb Size:T-1; LED Color:Blue; Luminous Intensity:250ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1; LED Color:White; Luminous Intensity:750ucd; Viewing Angle:35 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Blue; Luminous Intensity:150mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-20 C to  80 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Red; Luminous Intensity:40ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Blue; Luminous Intensity:29mcd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.8V; Operating Temperature Range:-30 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Orange; Luminous Intensity:750mcd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-30 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Blue; Luminous Intensity:900ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:White; Luminous Intensity:1700ucd; Viewing Angle:20 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
Displays; Color:Yellow/Green; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Lens Color:White; Luminous Intensity (MSCP):6/14ucd RoHS Compliant: Yes
LED Lamp; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:2.7ucd; Viewing Angle:120 ; Forward Current:10mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Red/Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Green; Luminous Intensity:15ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
Am29F400B KGD (Known Good Die) Supplement
4兆位12x 8-Bit/256x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 4兆位12亩x 8-Bit/256亩x 16位）.0伏的CMOS只，引导扇区快闪记忆体模修订1
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 120 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 90 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory-Die Revision 1 512K X 8 FLASH 5V PROM, 70 ns, UUC43
4 Megabit (512 K x 8-Bit/256 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
	http://
AMD[Advanced Micro Devices]
Advanced Micro Devices, Inc.
ADVANCED MICRO DEVICES INC

	AM29LV800B-1 AM29LV800BB-120DG5C AM29LV800BB-120DG	8 megabit CMOS 3.0 volt-only, boot sector flash memory- die revision 1
LED Lamp; LED Color:White; Luminous Intensity:160ucd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.6V; Operating Temperature Range:-30 C to  C; Color:White; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
LED Lamp; LED Color:Red; Luminous Intensity:9ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-30 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Red; Luminous Intensity:40ucd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; LED Color:Yellow; Luminous Intensity:80mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Toggle Switch; Circuitry:SPST; Switch Operation:On-None-On; Contact Current Max:15A; Actuator Style:Flat Lever; Switch Terminals:Solder Lug; Current Rating:15A; Leaded Process Compatible:Yes; Mounting Type:Panel RoHS Compliant: Yes
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash MemoryDie Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only, Boot Sector Flash Memory-Die Revision 1
8 Megabit (1 M x 8-Bit/512 K x 16-Bit) CMOS 3.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
8 megabit CMOS 3.0 volt-only boot sector flash memory- die revision 1
	http://
Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	RN5RF30AA RN5RF30AA-TL RN5RF30AA-TR RN5RF30AC RN5R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Orange; Luminous Intensity:11700ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Orange; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:6000ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.9V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Amber; Luminous Intensity:11150ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Red; Luminous Intensity:6000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR SWITCHING CONTROLLER, PDSO5
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR 超低波纹电压调节器外部晶体管
LOW RIPPLE VOLTAGE REGULATOR WITH EXTERNAL TRANSISTOR 1 A SWITCHING CONTROLLER, PDSO5
	http://
RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...

	MBM29LV400BC-12PCV MBM29LV400BC-12PF MBM29LV400BC-	4M (512K X 8/256K X 16) BIT 256K X 16 FLASH 3V PROM, 90 ns, PBGA48
4M (512K X 8/256K X 16) BIT 256K X 16 FLASH 3V PROM, 70 ns, PDSO48
LED Lamp; LED Color:Blue; Luminous Intensity:85mcd; Viewing Angle:120 ; Forward Current:20mA; Forward Voltage:3.5V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:1.8mm; LED Color:Yellow; Luminous Intensity:625ucd; Viewing Angle:30 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Fujitsu, Ltd.
Fujitsu Limited
http://
Fujitsu Component Limited.
Fujitsu Component Limit...
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