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			 Related Part Number
	
					PART	Description	Maker
	CY27020SXC 	PREMIS(TM):SSCG EMI Reduction; Voltage(V): 2.5/3.3 V; Input Frequency Range: 48 MHz to 48 MHz; Output Frequency Range: 48 MHz to 48 MHz; Operating Range: 0 to 70 C; Package: SOIC 48 MHz, OTHER CLOCK GENERATOR, PDSO8
	Cypress Semiconductor, Corp.

	BD9302FP-E 	A wide input voltage range of 6 V to 18 V, Easy switching frequency setting in the range of 200 k to 2.5 MHz.
	Rohm

	LTC3201 LTC5505-1 LTC5505-1ES5 LTC5505-2 LTC5505-2	   RF Power Detector with Buffered Output and 40dB Dynamic Range
RF Power Detector with Buffered Output and &gt40dB Dynamic Range
RF Power Detector with Buffered Output and >40dB Dynamic Range
RF Power Detector with Buffered Output and >40dB Dynamic Range; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 300 MHz - 3000 MHz RF/MICROWAVE LINEAR DETECTOR, 18 dBm INPUT POWER-MAX
	LINER[Linear Technology]
Linear Technology, Corp.

	FMBL1G300US60 	IGBT
Molding Type Module
BK Precision Sweep/Function Generators, Waveforms: Sine, Square, Triangle,  /- Pulse,  /- Ramp, Frequency Range: .2 Hz-20 MHz, Resolution: 5 Digits, Tuning Range: 10:1, Impedance: 50 Ohm, Attenuation: -20 /-1 dB
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	24IMP12-0505-7 24IMP12-051212-7 24IMP12-05-7 24IMP	   1...12 Watt DC-DC Converters
1...12WattDC-DCConverters
Test Lead Storage Rack; Color:Orange; External Width:11"; Features:Accepts Type RG-58 & RG-142 Cable Sizes; Cold Rolled Steel w/Baked Enamel Finish; 4 Mounting Holes 0.094" RoHS Compliant: NA 1 ... 12瓦特的DC - DC转换
1...12 Watt DC-DC Converters 1 ... 12瓦特的DC - DC转换
Connector Adapter; Convert From:Binding Post; Convert To:BNC Male; Contact Material:Brass; Impedance:50ohm RoHS Compliant: Yes
Input voltage range:4.5-5.5V output voltage  /-5V ( /-100mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-42mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-33mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-5V ( /-500mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-250mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-200mA) DC/DC converter
	Electronic Theatre Controls, Inc.
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
Cosmo Electronics
POWER-ONE[Power-One]

	BZG05C BZG05C10 BZG05C100 BZG05C11 BZG05C12 BZG05C	High Precision 10 V Reference; Package: CHIPS OR DIE; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
High Precision 10 V Reference; Package: PDIP; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
2.5 V/3.0 V Ultrahigh Precision Bandgap Voltage Reference; Package: PDIP; No of Pins: 8; Temperature Range: Industrial 硅的Z -二极
High Precision 10 V Reference; Package: SOIC; No of Pins: 8; Temperature Range: Commercial 硅的Z -二极
Silicon Z-Diodes 硅的Z -二极
High Precision 10 V Reference; Package: CerDIP; No of Pins: 8; Temperature Range: Military
Silicon Z-Diode(稳压应用电压范围3.3-100V的齐纳二极管)
From old datasheet system
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	AM27C020-120/BUA AM27C020-120/BXA AM27C020-255DE A	x8 EPROM
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Precision Zero-Drift Operational Amplifier with Internal Capacitors; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C x8存储
	Samsung Semiconductor Co., Ltd.

	AM27C020-155DI AM27C020-175DI AM27C020-155DIB AM27	Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
High Speed 8-Bit A/D Converter with Built-In Sample-and-Hold; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower Low Dropout References; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched-Capacitor Wide Input Range Voltage Converter with Shutdown; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: PDIP; No of Pins: 24; Temperature Range: -40°C to  85°C
Rail-to-Rail Input Rail-to-Rail Output Zero-Drift Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V Micropower Sampling 12-Bit A/D Converters in SO-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Micropower Sampling 12-Bit A/D Converters In S0-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
12-Bit, 1.25Msps, 55mW Sampling A/D Converter; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power, 14-Bit, 200ksps ADC with Serial and Parallel I/O; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Low Power, Low Noise, Quad Universal Filter Building Block; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Single 5V RS232/RS485 Multiprotocol Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C x8存储
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	C-MAC MicroTechnology
SPC Technology
Electronic Theatre Controls, Inc.

	LTC1871IMS-7PBF 	Wide Input Range, No RSENSE Current Mode Boost, Flyback and SEPIC Controller; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C
	LINEAR TECHNOLOGY CORP

	PHB2N60T/R 	Switched-Capacitor Wide Input Range Voltage Converter with Shutdown; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 晶体管| MOSFET的| N沟道| 600V的五（巴西）直| 2.8AI（四）|采用SOT - 404
	Electronic Theatre Controls, Inc.
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