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			 Related Part Number
	
					PART	Description	Maker
	EDI8C32512CA20EQ EDI8C32512CA20EI EDI8C32512CA20EM	270MHz Ultra-Accurate Amplifiers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Integrated Buffers with VCOM; Temperature Range: -40°C to 85°C; Package: 14-HTSSOP T&R
500MHz Low Power Current Feedback Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
18-Channel TFT-LCD Reference Voltage Generator; Temperature Range: -40°C to 85°C; Package: 38-HTSSOP T&R
Multi-Channel Buffer; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Integrated Buffers with VCOM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-HTSSOP T&amp;R X32号的SRAM模块
	Microchip Technology, Inc.

	AM27512-3DC AM27512-3DCB AM27512-3DIB AM27512-4LEB	±250V Input Range G = 1, 10, Micropower, Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Hammond Manufacturing Co., Ltd.
Electronic Theatre Controls, Inc.

	TG110-E050N5 TG110-E055N5 TG110-E120N5 TG110-E125N	Extended Temperature Range, E-Ultra?/a> 10/100BASE-TX SOIC-16 Magnetic Modules
Extended Temperature Range, E-Ultra⑩ 10/100BASE-TX SOIC-16 Magnetic Modules
Extended Temperature Range, E-Ultra 10/100BASE-TX SOIC-16 Magnetic Modules
Extended Temperature Range/ E-Ultra 10/100BASE-TX SOIC-16 Magnetic Modules
DIODE ZENER DUAL ISOLATED 200mW 16Vz 7.8mA-Izt 0.05 0.1uA-Ir 12 SOT-363 3K/REEL
Extended Temperature Range, E-Ultra10/100BASE-TX SOIC-16 Magnetic Modules
	List of Unclassifed Manufacturers
ETC[ETC]
N.A.
Electronic Theatre Controls, Inc.

	LT6105 LTC2970 LTC2974 LTC2978 LTC4222 LTC2450 LTC	Wide Range I2C Power Monitor Rail-to-Rail Input Range: 0V to 80V
	Linear Technology

	CY2302SXI-1T 	Frequency Multiplier and Zero Delay Buffer; Voltage (V): 3.3/5.0 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 2; Operating Range: -40 to 85 C 23S SERIES, PLL BASED CLOCK DRIVER, 2 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Frequency Multiplier and Zero Delay Buffer;  Voltage (V):  3.3/5.0 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  2;  Operating Range:  -40 to 85 C
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP

	AM27H010 AM27H010-45DEB AM27H010-45DIB AM27H010-45	x8 EPROM x8存储
Low Loss PowerPath Controller in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Differential Driver and Receiver Pair; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Negative Voltage Diode-OR Controller and Monitor; Package: DFN; No of Pins: 8; Temperature Range: 0°C to  70°C
36V, Low Loss PowerPath Controller for Large PFETs; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  85°C
1 Megabit (131,072 x 8-bit) High Speed CMOS EPROM
	Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]

	AM27C64-70LEB AM27C64-120LEB AM27C64-70/BXA AM27C6	Standalone Linear Li-Ion Battery Chargers with Thermal Regulation in DFN; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C
Standalone Li-Ion Switch Mode Battery Charger; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  125°C
Coulomb Counter/Battery Gas Gauge; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Hot Swap Controller in 6-Lead SOT-23 Package; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
4A, High Efficiency, Standalone Li-Ion Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
x8 EPROM x8存储
	Ironwood Electronics

	EL8173FSZ-T7 	Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R
	INTERSIL CORP

	AM27C020-155DI AM27C020-175DI AM27C020-155DIB AM27	Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
High Speed 8-Bit A/D Converter with Built-In Sample-and-Hold; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower Low Dropout References; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched-Capacitor Wide Input Range Voltage Converter with Shutdown; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: PDIP; No of Pins: 24; Temperature Range: -40°C to  85°C
Rail-to-Rail Input Rail-to-Rail Output Zero-Drift Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V Micropower Sampling 12-Bit A/D Converters in SO-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Micropower Sampling 12-Bit A/D Converters In S0-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
12-Bit, 1.25Msps, 55mW Sampling A/D Converter; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power, 14-Bit, 200ksps ADC with Serial and Parallel I/O; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Low Power, Low Noise, Quad Universal Filter Building Block; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Single 5V RS232/RS485 Multiprotocol Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C x8存储
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	C-MAC MicroTechnology
SPC Technology
Electronic Theatre Controls, Inc.

	EF6805R2PTD EF6805R2PVD EF6805R3PVD 	57MHz, Wideband, Four Quadrant, Voltage Output Analog Multiplier; Temperature Range: -40°C to 85°C; Package: 16-SOIC
Precision Quad Comparators; Temperature Range: 0&degC to 70°C; Package: 16-SOIC
20MHz, High Slew Rate, Uncompensated, High Input Impedance, Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
100MHz, High Input Impedance, Very Wideband, Uncompensated Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 8位微控制
	KEMET Corporation

	CY2XP21ZXI CY2XP21ZXC 	125 MHz LVPECL Clock Generator;  Voltage (V):  2.5/3.3 V;  Input Range:  22.4 MHz to 28 MHz;  Output Range:  112 MHz to 140 MHz;  Outputs:  1
	CYPRESS SEMICONDUCTOR CORP



				
	 
	 Related keyword From Full Text Search System
	

					
						DME5000-121 DATASHEET PDF	
						DME5000-121 ethernet transceiver	
						DME5000-121 Frequenc	
						DME5000-121 afe + homeplug av	
						DME5000-121 Switching
	
						DME5000-121 gate threshold	
						DME5000-121 Data	
						DME5000-121 Epitaxial	
						DME5000-121 receptacle	
						DME5000-121 processor


				
	 



		 


	
		
Price & Availability of DME5000-121 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.15665078163147















