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			 Related Part Number
	
					PART	Description	Maker
	EFRQ1200480R40-026 EFRQ600240R40-026 EFRQ1200480D5	CMOS Programmable Peripheral Interface; Temperature Range: -40°C to 85°C; Package: 44-MQFP T&R
Single Event Hardened High-Speed, Dual Output PWM; Temperature Range: -55°C to 125°C; Package: 16-SBDIP
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 14-PDIP
CMOS Octal Bus Transceiver; Temperature Range: -40°C to 85°C; Package: 20-CerDIP
CMOS Programmable Peripheral Interface; Temperature Range: -40°C to 85°C; Package: 44-PLCC T&R
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-SOIC
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-PDIP
General Purpose Timers; Temperature Range: -55°C to 125°C; Package: 14-CerDIP
CMOS Programmable Interval Timer; Temperature Range: -40°C to 85°C; Package: 24-CerDIP
CMOS 8-Bit/16-Bit Microprocessor; Temperature Range: -40°C to 85°C; Package: 40-PDIP
CMOS Priority Interrupt Controller; Temperature Range: -40°C to 85°C; Package: 28-CerDIP
CMOS Programmable Peripheral Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 44-MQFP
	Honeywell International, Inc.
Air Cost Control

	T901N 	Full blocking 50/60Hz over a wide range temperature range
	Infineon Technologies A...

	AM27512-3DC AM27512-3DCB AM27512-3DIB AM27512-4LEB	±250V Input Range G = 1, 10, Micropower, Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Hammond Manufacturing Co., Ltd.
Electronic Theatre Controls, Inc.

	TSC3824 TSC3827 TSC3828 TSC3829 TSC1220 TSC1222 TS	Input voltage range:80-160V output voltage 220V (0.8A) DC/DC converter
Input voltage range:93-138V/185-264V, 50/60Hz, output voltage 48V (15A) DC/DC converter
Input voltage range:160-320V output voltage 220V (10A) DC/DC converter
Input voltage range:160-320V output voltage 110V (4A) DC/DC converter
Input voltage range:80-160V output voltage 220V (1A) DC/DC converter
Input voltage range:36-75V output voltage 5V (30A) DC/DC converter
Input voltage range:36-75V output voltage 12V (15A) DC/DC converter
Input voltage range:36-75V output voltage 220V (0.8A) DC/DC converter
Input voltage range:36-75V output voltage 110V (1.5A) DC/DC converter
Input voltage range:36-75V output voltage 24V (7.5A) DC/DC converter
Input voltage range:36-75V output voltage 48V (3.6A) DC/DC converter
Input voltage range:160-320V output voltage 24V (100A) DC/DC converter
Input voltage range:160-320V output voltage 48V (45A) DC/DC converter
Input voltage range:93-138V/185-264V, 50/60Hz, output voltage 220V (10A) DC/DC converter
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	ISL28006FH100Z-T7A ISL28006FHADJZ-T7A 	Micropower, Rail to Rail Input Current Sense Amplifier with Voltage Output; Temperature Range: Full-Range Industrial; Package: 5 Ld SOT-23 T R OP-AMP, 2800 uV OFFSET-MAX, PDSO5
	Intersil, Corp.
Intersil Corporation

	EP6700-1 EP6700-10 EP6700-11 EP6700-12 EP6700-14 E	14 Pin Single-in-Line Package Passive Delay Lines
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-MSOP
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-PDIP
CPU Supervisor with 4kbit EEPROM; Temperature Range: -40°C to 85°C; Package: 8-SOIC
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-PDIP
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
CPU Supervisor with 4kbit EEPROM; Temperature Range: 0&degC to 70°C; Package: 8-MSOP
CPU Supervisor with NOVRAM and Output Ports; Temperature Range: -40°C to 85°C; Package: 20-TSSOP
RTC Module With CPU Supervisor
	PCA ELECTRONICS INC.

	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	AM27C020-120/BUA AM27C020-120/BXA AM27C020-255DE A	x8 EPROM
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Precision Zero-Drift Operational Amplifier with Internal Capacitors; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C x8存储
	Samsung Semiconductor Co., Ltd.

	EL8173FSZ-T7 	Micropower, Single Supply, Rail-to-Rail Input-Output Instrumentation Amplifier; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R
	INTERSIL CORP

	AM27C020-155DI AM27C020-175DI AM27C020-155DIB AM27	Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
High Speed 8-Bit A/D Converter with Built-In Sample-and-Hold; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
Micropower Sampling 8-Bit Serial I/O A/D Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower Low Dropout References; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Complete Single Supply 12-Bit Voltage Output DAC in SO-8; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched-Capacitor Wide Input Range Voltage Converter with Shutdown; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: PDIP; No of Pins: 24; Temperature Range: -40°C to  85°C
Rail-to-Rail Input Rail-to-Rail Output Zero-Drift Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
3V 140ksps 12-Bit Sampling A/D Converter with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
3V Micropower Sampling 12-Bit A/D Converters in SO-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Micropower Sampling 12-Bit A/D Converters In S0-8 Packages; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
12-Bit, 500ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 24; Temperature Range: 0°C to  70°C
12-Bit, 1.25Msps, 55mW Sampling A/D Converter; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power, 14-Bit, 200ksps ADC with Serial and Parallel I/O; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Low Power, Low Noise, Quad Universal Filter Building Block; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Switched Capacitor Regulated Voltage Inverter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Single 5V RS232/RS485 Multiprotocol Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0&deg;C to  70&deg;C x8存储
Single Chip 12-Bit Data Acquisition System; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	C-MAC MicroTechnology
SPC Technology
Electronic Theatre Controls, Inc.

	EF6805R2PTD EF6805R2PVD EF6805R3PVD 	57MHz, Wideband, Four Quadrant, Voltage Output Analog Multiplier; Temperature Range: -40°C to 85°C; Package: 16-SOIC
Precision Quad Comparators; Temperature Range: 0&degC to 70°C; Package: 16-SOIC
20MHz, High Slew Rate, Uncompensated, High Input Impedance, Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
100MHz, High Input Impedance, Very Wideband, Uncompensated Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 8位微控制
	KEMET Corporation
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