

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						50001			FR101GH			201348B			HCF40			AA3528YC			04598461			C2101			40505			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			POS-6511-PPC -    VESA 100 Wall mounting standard 



		
			
					
						
						[image: POS-6511-PPC_8867012.PDF Datasheet]



					
				
					 		
	Part No.	POS-6511-PPC   

	Description	   VESA 100 Wall mounting standard 
 

	File Size	316.84K  / 
						2 Page	 
	

						Maker	
						

						 Protech Systems Co., Lt... 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						POS-6511-PPC  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						POS-6511-PPC  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[POS-6511-PPC  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for POS-6511-PPC ] 


					[ Price & Availability of POS-6511-PPC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search :    VESA 100 Wall mounting standard   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	ABI1103 	Not All RFID Vendors Ready for the Wal-Mart Challenge, Claims ABI
	EM Microelectronic - MARIN SA

	M24C16-BN6TP M24C16-BN6TG M24C16-BN6TG_W M24C16-BN	16Kbit, 8Kbit, 4Kbit, 2Kbit and 1Kbit Serial I2C Bus EEPROM
45 V, 100 mA NPN general-purpose transistors
General purpose PIN diode
12-Bit, 2.5 us Dual DAC, Serial Input, Pgrmable Settling Time, Simultaneous Update, Low Power 8-CDIP -55 to 125
8-Bit Constant-Current LED Sink Driver 16-TSSOP -40 to 125
Removal Tool, Han D; RoHS Compliant:N/A RoHS Compliant: Yes
CRIMP SET 0.14 - 0.50MM ;
NPN 1 GHz wideband transistor - @ f: 500 MHz; @ f1: 500 ; fT: 1 GHz; Frequency: 4.5 MHz; IC: 25 mA; Noise figure: 4.5@f1 dB; Ptot: 300 mW; Polarity: NPN ; VCEO max: 15 V
16-Channel LED Driver 100-HTQFP -20 to 85
8-Bit Constant-Current LED Sink Driver 16-SOIC -40 to 125
8-Bit, 10 us Quad DAC, Serial Input, Pgrmable for 1x or 2x Output, Simultaneous Update, Low Power 14-SOIC -40 to 85
Microprocessor Crystal; Frequency:20MHz; Frequency Tolerance:20ppm; Load Capacitance:18pF; Crystal Terminals:Radial Leaded; ESR:40ohm; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Oscillator Type:TCXO RoHS Compliant: Yes
8-Bit, 10 us Quad DAC, Serial Input, Pgrmable for 1x or 2x Output, Simultaneous Update, Low Power 14-PDIP -40 to 85
ER 4C 4#4 PIN RECP WALL
8-Bit, 10 us Octal DAC, Serial Input, Pgrmable for 1x or 2x Output, Simultaneous Update, Low Power 16-SOIC 0 to 70
Power LDMOS transistor
Three quadrant triacs guaranteed commutation - IGT: 25 mA; IT (RMS): 16 A; VDRM: 600 V
18-Bit Registered Transceiver With 3-State Outputs 56-SSOP -40 to 85
45 V, 500 mA PNP general purpose transistors - fT min: 80 MHz; hFE max: 250 ; hFE min: 100 ; IC max: 500 mA; Polarity: PNP ; Ptot max: 625 mW; VCEO max: 45 V
ER 4C 4#4 SKT RECP WALL
Replaced by TLV5734 : 8-Bit, 20 MSPS ADC Triple Ch., Digital Clamp for YUV/NTSC/PAL, Output Data Format Mux, Low Power 64-LQFP -20 to 75
8-Bit, 10 us Octal DAC, Serial Input, Pgrmable for 1x or 2x Output, Simultaneous Update, Low Power 16-SOIC -40 to 85
NPN 1 GHz wideband transistor - @ f: 500 MHz; @ f1: 500 ; fT: 1 GHz; Frequency: 4.5 MHz; IC: 25 mA; Noise figure: 4.5@f1 dB; Ptot: 300 mW; Polarity: NPN ; VCEO max: 15 V
Dual N-channel dual gate MOSFET - ID: 30 mA; IDSS: 100 (max) mA; VDSmax: 6 V
ER 23C 16 12 8 4 PIN RECP WALL
D87 - CONNECTOR ACCESSORY
ER 5C 3#12 2#0 SKT RECP WALL
Silicon planar diode - Cd max.: 1.0@VR=20V pF; IF max: 100 mA; RD @ IF=5 mA AND F=200 MHz max: 0.7 Ohm; RS max: 0.7 ; VR max: 35 V
Triple high-speed switching diodes - Cd max.: 1.5 pF; Configuration: triple isolated ; IF max: 200 mA; IFSM max: 4.5 A; IR max: 1000@VR=75V nA; IFRM: 450 mA; trr max: 4 ns; VFmax: 1@IF=50mA mV; VR max: 100 V
NPN 5 GHz wideband transistor - @ f: 1000 MHz; @ f1: 1000 ; @ f2: 2000 ; fT: 5 GHz; Frequency: 3 MHz; GUM @ f1: 14 dB; Gain @ 900 Mhz: 14 dB; IC: 25 mA; Noise figure: 3@f22@f1 dB; Ptot: 300 mW; Polarity: NPN ; Socket: IF ; System frequency: 9
P-channel enhancement mode vertical D-MOS transistor - Configuration: Single P-channel ; ID DC: 0.2 A; RDS(on): 12000@10V mOhm; VDSmax: 240 V
Removal Tool Han E Crimpcontacts in E Mo; RoHS Compliant:N/A
PNP 5 GHz wideband transistor - @ f: 500 MHz; @ f1: 500 ; @ f2: 800 ; @ IC: 70 mA; fT: 5 GHz; GUM: 16 dB; GUM @ f1: 16 dB; GUM @ f2: 12 dB; IC: 100 mA; Ptot: 1000 mW; Polarity: PNP ; VCE: 10 V; VThree quadrant triacs guaranteed commutation - IGT: 25 mA; IT (RMS): 16 A; VDRM: 600 V
PowerMOS transistor Logic level TOPFET - @ VIS: 5 V; ID: 0.7 A; Number of pins: 3 ; RDS(on): 0.2 mOhm; VDSmax: 50 V
Silicon RF switches - [S21(Off)]2 min: 30 ; [S21(On)]2 max: 3 ; ID: 10 mA; IGSS max: 100 nA; Mode: depl. ; RDS(on): 20 Ohm; S21(off): 30 dB; S21(on): 3 dB; VDSmax: 3 V; VSG max: 7 V
Schottky barrier double diodes - Cd max.: 60@VR=4V pF; Configuration: dual series ; IF: 1 A; IFSM max: 10 A; IR max: 0.35@VR=60V mA; VFmax: 650@IF=1A mV; VR: 60 V
High-speed double diode - Cd max.: 2.5 pF; Configuration: dual isolated ; IF max: 200 mA; IFSM max: 9 A; IR max: 100@VR=60V nA; IFRM: 600 mA; trr max: 6 ns; VFmax: 1@IF=200mA mV; VR max: 60 V
Schottky barrier double diodes - Cd max.: 60@VR=4V pF; Configuration: dual c.a. ; IF: 1 A; IFSM max: 10 A; IR max: 0.35@VR=60V mA; VFmax: 650@IF=1A mV; VR: 60 V
High-speed diode - Cd max.: 1 pF; Configuration: single ; IF max: 250 mA; IFSM max: 4 A; IR max: 1000@VR=75V nA; IFRM: 500 mA; trr max: 4 ns; VFmax: 1@IF=50mA mV; VR max: 75 V
NPN general purpose double transistor - Description: Current Mirror
ER 30C 24#16 6#12 SKT RECP WAL
45 V, 500 mA PNP general purpose transistors - fT min: 80 MHz; hFE max: 250 ; hFE min: 100 ; IC max: 500 mA; Polarity: PNP ; Ptot max: 625 mW; VCEO max: 45 V
ER 35C 28#16 7#12 SKT RECP WAL
ER 35C 28#16 7#12 PIN RECP WAL
Dual high-voltage switching diodes
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
PowerMOS transistor TOPFET high side switch 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
CONNECTOR ACCESSORY 连接器附
8-Bit, 10 us Quad DAC, Serial Input, Pgrmable for 1x or 2x Output, Simultaneous Update, Low Power 14-SOIC 0 to 70 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
Replaced by TLC5733A : 20 MSPS 3-Ch. ADC with Clamp 64-LQFP -20 to 75 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
TOPFET high side switch SMD version 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国256位每字举办的串行CMOS
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each CAT24FC02是一2 KB的EEPROM的国256位每字举办的串行CMOS
Silicon Bi-directional Trigger Device 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each CAT24FC02是一 KB的EEPROM的国56位每字举办的串行CMOS
For Use With:Harting Han D Contacts; Crimp Tool:Service Crimping Tool with Locator; Wire Size (AWG):26-16; Leaded Process Compatible:Yes 16KbitKbitKbitKbitKbit串行I2C总线的EEPROM
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 该CAT24FC02是一 KB的EEPROM的国568位每字举办的串行CMOS
	STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.

	MHF60SGS MHF60SGL MHF20SGL MHF20SGS MHF16SGL MHF16	.100 IDC LATCH HEADER .100 X .100 [2.54 X 2.54]
	Adam Technologies, Inc.

	MHR 	.100 LATCH HEADER .100 X .100 [2.54 X 2.54] CENTERLINE
	Adam Technologies, Inc.

	MFP1/2DCM12.5R11R8F MFP1/2DCM12.5R11R3F MFP1/2DCM1	RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 11.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 11.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 11.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 11 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 11 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 11.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 11.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 11.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 422 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 42200 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 4020 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 41200 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 430 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10500 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 11000 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 105 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 1050 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 40.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 4120 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 1070 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 100 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 102 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 110 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 107 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10000 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 100000 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 41.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 4300 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 402 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 40200 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 42.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 43000 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10700 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10.7 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 14 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 44.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 90.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 90.9 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 14.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 38.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 1000 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 412 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 1020 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 1100 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 44.2 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.25 W, 1 %, 100 ppm, 38.3 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 10.5 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 4220 ohm, THROUGH HOLE MOUNT AXIAL LEADED, ROHS COMPLIANT
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 17.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 76.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 69.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 34.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED
RESISTOR, METAL FILM, 0.5 W, 1 %, 100 ppm, 15.8 ohm, THROUGH HOLE MOUNT AXIAL LEADED
	KOA Speer Electronics,Inc.

	SR-4080W SR-2632B SR-3570W SR-2655B SR-4070B SR-35	SCHNELLKOPFNIETE PLASTIK WEI REF40 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK SCHW REF1 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF36 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK SCHW REF4 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK SCHW REF18 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK SCHW REF15 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF39 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF25 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF22 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF27 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF26 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF24 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK WEI REF23 Inhalt pro Packung: 100 Stk.
SCHNELLKOPFNIETE PLASTIK SCHW REF2 Inhalt pro Packung: 100 Stk.
	

	SDR9102PHC SDR9100PHC SDR9101PHC 	100 AMP 100 - 200 VOLTS 35 nsec HYPER FAST RECTIFIER
	SSDI[Solid States Devices, Inc]

	4-103328-0 4-103328-1 4-103328-2 4-103328-3 4-1033	ASSEMBLY, HEADER, BREAKAWAY, MOD II, DOUBLE ROW, 100 X 100 C/L
	Tyco Electronics

	3433-5005 N3408-6002RB 	Four-Wall Header .100 × .100 Latch/Ejector, Straight and Right Angle
	3M Electronics

	UMIL10 	100 Watts, 28 Volts, Class AB or C Defcom 100 - 400 MHz
	ADPOW[Advanced Power Technology]

	D3408-6002-AR 	Four-Wall Header .100 × .100 Latch/Ejector, Straight and Right Angle
	3M Electronics
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