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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	2SK2148-01R 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
N-channel MOS-FET
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	BD241CFP 	Transient Surge Protection Thyristor; Package/Case:MS-013; Current, It av:2.2A; Reel Quantity:1500; Capacitance:80pF; Current Rating:2.2A; Forward Current:5A; Forward Voltage:200V; Holding Current:150mA 晶体管|晶体管|叩| 100V的五（巴西）总裁| 3A条一（c）| TO - 220AB现有
	Samsung Semiconductor Co., Ltd.

	HD74HC123 HD74HC123A HC123 	Bridge Rectifier; Repetitive Reverse Voltage Max, Vrrm:1000V; Package/Case:DO-27A; Current Rating:3A; Forward Current:3A; Forward Voltage:1.2V; Mounting Type:Through Hole; Terminal Type:Axial Leaded
Dual Retriggerable Monostable Multivibrators (with Clear)
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	CH35-0008-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:81mA; Forward Voltage:12V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
20 dB Directional Coupler 5 - 1000 MHz
	Tyco Electronics

	93C86 93C86-EP 93C86-ESN 93C86-IP 93C86-ISN 93C86-	8K/16K 5.0V Microwire  Serial EEPROM
16K 5.0V Microwire Serial EEPROM(4.5~5.5V,16K10M次擦写周具上掉电数据保护电路,EEPROM)
8K/16K 5.0V Microwire Serial EEPROM 8K/16K 5.0V Microwire串行EEPROM
Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:400V; Forward Current Avg Rectified, IF(AV):300A; Non Repetitive Forward Surge Current Max, Ifsm:6500A; Forward Voltage Max, VF:1.4V; Package/Case:DO-205 8K/16K 5.0V Microwire串行EEPROM
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	STEL-1176/MC 	Sidac Thyristor; Thyristor Type:Sidac; Current, It av:10uA; Forward Current:5A; Forward Voltage:200V; Holding Current:150mA; Mounting Type:Through Hole; On State Saturation Voltage:1.5V; Package/Case:DO-214 RoHS Compliant: Yes 数字控制振荡
	KOA Speer Electronics, Inc.

	607-1112-130F 607-3132-340F 607-3132-130F 607-3132	LED Panel Mount Indicators for 7.2mm Mounting Hole w/ Optional Watertight Capability
LED Lamp; Color:Green; Luminous Intensity (MSCP):50mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Green; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):22mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
LED INDICATOR, PROM 6VDC YELLOWLED INDICATOR, PROM 6VDC YELLOW; Colour, LED:Yellow; Current, forward If:15mA; Depth, LED segment:4.07mm; Depth, external:22.10mm; Diameter, External:8.13mm; Diameter, fixing hole:7mm; Diameter,
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):66mcd; Voltage Rating:6V; Forward Current:15mA; Forward Voltage:6V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(H x Dia) 27.69 x 8.38 mm; Lens Width:7.37mm
	Dialight Corporation

	HN48016 HN48016P 	LED Lamp; Bulb Size:6.99mm; LED Color:Green; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:6V; Color:Green; Leaded Process Compatible:No; Lens Width:7; Peak Reflow Compatible (260 C):No RoHS Compliant: No
2048 WORD X 8 BIT ELECTRICALLY ERASABLE AND PROGRAMMABLE ROM
	Hitachi,Ltd.
Hitachi Semiconductor
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