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			 Related Part Number
	
					PART	Description	Maker
	INTERSILCORP-X9241AWSZT2 X9241AWSZT1 	Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R
	INTERSIL CORP

	ICL320705 ICL3217IBZ ICL3207 ICL3207CA ICL3207CAZ 	Low Power,  3V To  5.5V, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SSOP T&amp;R TRIPLE LINE TRANSCEIVER, PDSO24
	Intersil, Corp.
INTERSIL[Intersil Corporation]
http://

	X9250TS24ZT1 	Quad Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO24
	Intersil, Corp.

	ISL6312CRZ-TK 	Four-Phase Buck PWM Controller with Integrated MOSFET Drivers for Intel VR10, VR11, and AMD Applications; Temperature Range: 0&degC to 70&deg;C; Package: 48-QFN T&amp;R
	INTERSIL CORP

	EDI8G32512C17MMC EDI8F32512C17MMC EDI8F32512C17MZC	200MHz Rail-to-Rail Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R X32号的SRAM模块
Ultra-High Current Pin Driver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
	TE Connectivity, Ltd.

	42460-1 280002-2 42192-2 42779-1 5-928247-4 154427	Multiple Circuit Housings with Tabs &amp; Receptacles Including FASTIN-FASTON; .250 FF TAB IS 18-14    BR ( AMP )
Magnet Wire Splices
Standard Timer (AMP RAST 5 Appliance) Connectors
FASTON Uninsulated Receptacles & Housings
	Tyco Electronics

	EL5251IYZ-T7 	200MHz Amplifiers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	Intersil, Corp.

	LT1014ISW LT1013CJ8 LT1013ACJ8 LT1013MJ8 LT1013ACH	Quad Precision Op Amp (LT1014) Dual Precision Op Amp (LT1013); Package: SO; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 400 uV OFFSET-MAX, PDSO16
	Linear Technology, Corp.

	EDI7F2331MV100BNC EDI7F2331MV150BNC 	Dual 3MHz, BiMOS Microprocessor Operational Amplifiers with MOSFET Input/CMOS Output; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC T&amp;R EEPROM
	Bourns, Inc.

	ISL6615AFRZ ISL6615ACRZ-T ISL6615ACBZ ISL6615AIBZ 	High-Frequency 6A Sink Synchronous MOSFET Drivers with Protection Features; Temperature Range: 0&degC to 70&deg;C; Package: 10-DFN T&amp;R 6 A AND GATE BASED MOSFET DRIVER, PDSO10
	Intersil Corporation
Intersil, Corp.

	ISL29013IROZ-T7 	Light-to-Digital Output Sensor with High Sensitivity, Gain Selection, Interrupt Function and I2C Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-ODFN T&amp;R SPECIALTY ANALOG CIRCUIT, PDSO6
	Intersil, Corp.
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