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			 Related Part Number
	
					PART	Description	Maker
	37300800000 37301250000 37300630000 37300500410 37	Shok safe casing Vibration resistant Halogen free Lead-free
	Littelfuse

	GMKP3000-81B GMKP GMKP1000-1001A GMKP1000-101A GMK	Standard Capacitors in Cylindrical Casing, Oil Impregnated, Self-healing, With Fuse, Type GMKP
POWER ELECTRONIC, DC CAPACITORS
	VISAY[Vishay Siliconix]

	BWD 	Aluminum Housed Wirewound Resistors, Anodized aluminum casing to utilize heat-sink effect, Self-protecting, Short circuit proof, Protection according to IP 54
	Vishay

	XPT1LUR41D 	   Black casing provides superior contrast
	SunLED Corporation

	XPT1LUG41D 	   Black casing provides superior contrast
	SunLED Corporation

	STK4160MK5 STK4190K5 STK4190MK5 STK4120MK5 STK4110	30W x 2-channel power amplifier
2ch./1packge  - Power Supply 6W/ch. ~ 100W/ch. THD=0.08%
2ch./1packge,  - Power Supply 6W/ch. ~ 100W/ch. THD=0.08%
PIEZO-BUZZER 4.096KHZ 15MM-DIA 9.5NF-30% W/CASING BULK
STK Audio Power Amplifier 沙头角音频功率放大器
TRANSDUCER AUDIO ; Capacitance:14nF; Connector type:2 pin; Diameter, external:28mm; Diameter, panel cut-out:19.05mm; Diameter, pin:0.95mm; Distance, sound level:30cm; Frequency:3500Hz; Frequency, capacitance measurement:1kHz;
	SANYO[Sanyo Semicon Device]
Sanyo Electric Co.,Ltd.
Sanyo Electric Co., Ltd.

	HSDL-D110-002 HSDL-D100-002 HSDL-D100-001 	HSDL-D110-002 · IrDA Smart Dongle (with Casing) -Mid End
HSDL-D100-002 · 2nd Level PCB Smart Dongle (Mid End)
HSDL-D100-001 · 2nd Level PCB Smart Dongle (Low End)
	Agilent (Hewlett-Packard)
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