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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	RHFL4913S50-04V 5962F0253401VXA 5962F0253401VXC 59	THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 三端固定电压调节
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
RAD-HARD POSITIVE FIXED VOLTAGE REGULATORS
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	251UL80S20 251UL 251UL100S10 251UL100S15 251UL100S	2000V Fast Recovery Diode in a DO-205AB (DO-9) package 2000V快恢复二极管中的DO - 205AB（请 9）封
1600V Fast Recovery Diode in a DO-205AB (DO-9) package 1600V快恢复二极管中的DO - 205AB（请 9）封
2500V Fast Recovery Diode in a DO-205AB (DO-9) package
1000V Fast Recovery Diode in a DO-205AB (DO-9) package
1200V Fast Recovery Diode in a DO-205AB (DO-9) package
1800V Fast Recovery Diode in a DO-205AB (DO-9) package
1400V Fast Recovery Diode in a DO-205AB (DO-9) package
250 AMP Fast Recovery Power Silicon Rectifiers
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 250安培快速恢复电力硅整流
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
	OlympicControls, Corp.
Cree, Inc.
IRF[International Rectifier]
http://
International Rectifier, Corp.

	SL74HC123N SL74HC123D SL74HC123 HC123 	Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1000V; Forward Current Avg Rectified, IF(AV):2A; Non Repetitive Forward Surge Current Max, Ifsm:70A; Forward Voltage Max, VF:1.1V; Package/Case:DO-15 双Retriggerable单稳态触发器
Dual Retriggerable Monostable Multivibrator
	System Logic Semiconductor Co., Ltd.
SLS[System Logic Semiconductor]

	2SJ626 2SJ626-T1B 2SJ626-T2B 	Small Signal Diode; Repetitive Reverse Voltage Max, Vrrm:30V; Forward Voltage Max, VF:1V; Vf Test Current:5mA; Power Dissipation, Pd:80mW; Package/Case:DO-7; Current Rating:150mA; Forward Current Max, If:150mA; Forward Voltage:1.0V MOS场效应管
MOS FIELD EFFECT TRANSISTOR
Pch enhancement type MOS FET
	NEC, Corp.
NEC[NEC]

	X9241WP X9241WPI X9241WPM X9241WS X9241WSI X9241WS	Bridge Rectifier; Phases:Three; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):150A; Forward Voltage Max, VF:1.35V; Package/Case:G18; Forward Current:150A; Forward Voltage:1.35V 四E2POT⑩非易失数字电位
Quad E2POT Nonvolatile Digital Potentiometer
Quad E2POT??Nonvolatile Digital Potentiometer
Quad E2POT⑩ Nonvolatile Digital Potentiometer
	PATLITE, Corp.
XICOR[Xicor Inc.]

	1N6612 1N6613 1N6614 1N6615 	1000 V rectifier 1.5 A forward current, 70 ns recovery time
800 V rectifier 1.5 A forward current, 70 ns recovery time
600 V rectifier 1.5 A forward current, 70 ns recovery time
400 V rectifier 1.5 A forward current, 70 ns recovery time
400 V - 1,000 V Rectifiers
	Voltage Multipliers
Electronic Theatre Controls, Inc.

	559-3201-007 559-3101-001 559-3001-007 	T-1 3/4 DUAL COLOR LED, YELLOW/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Indicator; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:20ucd; Viewing Angle:80 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to  100 C; Color:Red/Green RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	CH35-0008-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:81mA; Forward Voltage:12V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
20 dB Directional Coupler 5 - 1000 MHz
	Tyco Electronics

	DPA422PN DPA423GN DPA425GN DPA424PN DPA425PN DPA42	DC-DC Forward Converter Design Guide Application Note AN-31
DPA-Switch DC-DC Forward Converter Design Guide
	Power Integrations, Inc.
Power Integrations, Inc...

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC
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