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			 Related Part Number
	
					PART	Description	Maker
	NTE5232A NTE5174A NTE5191A NTE5191AK NTE5205AK NTE	Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 170V. Zener test current Izt = 15mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 150V. Zener test current Izt = 17mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 130V. Zener test current Izt = 19mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 110V. Zener test current Izt = 23mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 100V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 87V. Zener test current Izt = 29mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 37mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 60V. Zener test current Izt = 43mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 51V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 47V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 43V. Zener test current Izt = 60mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 36V. Zener test current Izt = 70mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 30V. Zener test current Izt = 85mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 27V. Zener test current Izt = 95mA.
Zener Diode, 10 Watt ±5% Tolerance
Zener Diode, 10 Watt 【5% Tolerance
Zener Diode 10 Watt 5% Tolerance
Zener Diode / 10 Watt 5% Tolerance
Zener Diode, 10 Watt % Tolerance
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 28V. Zener test current Izt = 90mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 33V. Zener test current Izt = 75mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 39V. Zener test current Izt = 65mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 45V. Zener test current Izt = 55mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 50V. Zener test current Izt = 50mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 56V. Zener test current Izt = 45mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 62V. Zener test current Izt = 40mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 75V. Zener test current Izt = 33mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 91V. Zener test current Izt = 28mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 105V. Zener test current Izt = 25mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 120V. Zener test current Izt = 20mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 140V. Zener test current Izt = 18mA.
Zener diode, 10 watt,  -5% tolerance. Nominal zener voltage Vz = 160V. Zener test current Izt = 16mA.
	NTE[NTE Electronics]
NTE Electronics, Inc.
Sony, Corp.

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	KPY32-RK Q62705-K266 	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Current, It av:6A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	M5289 M5285 M5293 M5295 M5283 M5304 M5299 M5292 M5	Current Limiter Diode
4.3 mA, SILICON, CURRENT REGULATOR DIODE
JIGH RELIABILITY CURRENT REGULATOR DIODES JIGH可靠性电流调节二极管
HEADER STRAIGHT 34 WAY
HEADER STRAIGHT 60 WAY
5V Adjustable, 10W, CMOS, Step-Up, Switching Regulator Controller
HEADER R/A 50 WAY
Dual/Triple Ultra-Low-Voltage SOT23 µP Supervisory Circuits
HEADER STRAIGHT 50 WAY
HIGH RELIABILITY CURRENT REGULATOR DIODES 1.5 mA, SILICON, CURRENT REGULATOR DIODE, DO-35
	MICROSEMI CORP-SCOTTSDALE
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	STIP4006 STI2006 STIP3006 STI2506 STIP2506 STIP150	Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-220; Current, It av:6A; Holding Current:50mA
Transient Surge Protection Thyristor; Package/Case:DO-214AA; Repetitive Reverse Voltage Max, Vrrm:320V; Capacitance:60pF; Holding Current:50mA; Leakage Current:5uA; Mounting Type:Through Hole; On-State Saturation Voltage:4V
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Package/Case:3-TO-202; Current, It av:6A; Holding Current:50mA
TRANSISTOR | BJT | NPN | 250V V(BR)CEO | 1A I(C) | TO-66
Triac; Triac Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):4A; Gate Trigger Current (QI), Igt:10mA; Package/Case:V-PAK; Current, It av:4A; Holding Current:20mA
TRANSISTOR | BJT | PNP | 150V V(BR)CEO | 1A I(C) | TO-66
	

	MG360V1US41 E002277 	Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:50mA; Current, It av:12A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
N CHANNEL IGBT (HIGH POWER SWITCHING, MOTOR CONTROL APPLICATIONS)
From old datasheet system
	Toshiba Corporation
Toshiba Semiconductor

	X4005S8-2.7 X4005S8-2.7A X4005S8-4.5A X4005S8I X40	RTC Module With CPU Supervisor 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO8
DIODE, STUD 95A 1200VDIODE, STUD 95A 1200V; Voltage, Vrrm:1200V; Current, If av:95A; Current, Ifs max:1150A; Voltage, forward at If:1.5V; Case style:E12; Thread size:M8; Diode type:Standard recovery; Polarity, diode:Stud Catho
THYRISTOR, CAPSULE 600ATHYRISTOR, CAPSULE 600A; Voltage, Vrrm:1200V; Current, It av:600A; Case style:TO-200; Current, It rms:1400A; Current, Itsm:11500A; Voltage, Vgt:2.0V; Current, Igt:200mA; Diameter, External:57.3mm; Length /
Thyristor Module; Current, It av:150A; Repetitive Reverse Voltage Max, Vrrm:1600V; Peak Surge Current:1250A; di/dt:100A/ s; Package/Case:G62
Thyristor Diode Module; Repetitive Reverse Voltage Max, Vrrm:1200V; Current Rating:220A
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	CR180 CR022 CR300 CR200 CR240 	Current Regulator Diodes
Diode Current Reg. 100V 0.242mA 2-Pin TO-18
Diode Current Reg. 135V 3.3mA 2-Pin TO-206AA
	New Jersey Semi-Conductor Products, Inc.
New Jersey Semiconductors
New Jersey Semi-Conductor P...
New Jersey Semi-Conduct...

	BD437/D 	Triac; Triac Type:Alternistor; Peak Repetitive Off-State Voltage, Vdrm:200V; On-State RMS Current, IT(rms):12A; Gate Trigger Current (QI), Igt:50mA; Package/Case:3-TO-220; Current, It av:12A; Gate Trigger Current Max, Igt:50mA 塑料中功率硅NPN晶体
	Crydom, Inc.

	MAX3311 MAX3311CUB MAX3311EUB MAX3311-MAX3313 MAX3	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
460kbps, 1&#181;A Supply Current, RS-232-Compatible Transceivers in &#181;MAX LINE TRANSCEIVER, PDSO10
Quad LVDS Receiver with -4 to 5V Common-mode Range 16-TSSOP -40 to 85
Dual LVDS Receiver with -4 to 5V Common-mode Range 8-SOIC -40 to 85
460kbps, 1μA Supply Current, RS-232-Compatible Transceivers in μMAX
460kbps, 1A Supply Current, RS-232-Compatible Transceivers in MAX
" 460kbps, 1?A Supply Current, RS-232-Compatible Transceivers in ?MAX"
460kbps 1A Supply Current RS-232-Compatible Transceivers in MAX
460KBPS, 1ヌA SUPPLY CURRENT, RS-232-COMPATIBLE TRANSCEIVERS IN ヌMAX
460kbps, 1レA Supply Current, RS-232-Compatible Transceivers in レMAX
460kbps, 1µA Supply Current, RS-232-Compatible Transceivers in µMAX
460kbps / 1A Supply Current / RS-232-Compatible Transceivers in MAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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