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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	251UL80S20 251UL 251UL100S10 251UL100S15 251UL100S	2000V Fast Recovery Diode in a DO-205AB (DO-9) package 2000V快恢复二极管中的DO - 205AB（请 9）封
1600V Fast Recovery Diode in a DO-205AB (DO-9) package 1600V快恢复二极管中的DO - 205AB（请 9）封
2500V Fast Recovery Diode in a DO-205AB (DO-9) package
1000V Fast Recovery Diode in a DO-205AB (DO-9) package
1200V Fast Recovery Diode in a DO-205AB (DO-9) package
1800V Fast Recovery Diode in a DO-205AB (DO-9) package
1400V Fast Recovery Diode in a DO-205AB (DO-9) package
250 AMP Fast Recovery Power Silicon Rectifiers
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 250安培快速恢复电力硅整流
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 250安培快速恢复电力硅整流
	OlympicControls, Corp.
Cree, Inc.
IRF[International Rectifier]
http://
International Rectifier, Corp.

	SL74HC123N SL74HC123D SL74HC123 HC123 	Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:1000V; Forward Current Avg Rectified, IF(AV):2A; Non Repetitive Forward Surge Current Max, Ifsm:70A; Forward Voltage Max, VF:1.1V; Package/Case:DO-15 双Retriggerable单稳态触发器
Dual Retriggerable Monostable Multivibrator
	System Logic Semiconductor Co., Ltd.
SLS[System Logic Semiconductor]

	WF512K32N-90H1M5A WF512K32 WF512K32F-120G1UC5 WF51	REED RELAY, 4PST, HG WET, 12V, DIODE RoHS Compliant: No
512Kx32 5V FLASH MODULE, SMD 5962-94612 512Kx32 5V的闪存盘，贴962-94612
RES 3K-OHM 5% 0.75W 250PPM THK-FILM SMD-2010 TR-7-PA 512Kx32 5V的闪存盘，贴962-94612
Reed Relay; Contacts:SPST; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:DIP-14; Relay Mounting:PC Board; Contact Carrying Power:10W
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Dry Reed Relay; Contacts:DPST-2NO; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
x32 Flash EEPROM Module
100ns; 5V power supply; 512K x 32 flash module, SMD 5962-94612
	Electronic Theatre Controls, Inc.
http://
List of Unclassifed Manufacturers
ETC[ETC]
White Electronic Designs

	DL-3148-023 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
AlGalnP Laser Diode
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	93C86 93C86-EP 93C86-ESN 93C86-IP 93C86-ISN 93C86-	8K/16K 5.0V Microwire  Serial EEPROM
16K 5.0V Microwire Serial EEPROM(4.5~5.5V,16K10M次擦写周具上掉电数据保护电路,EEPROM)
8K/16K 5.0V Microwire Serial EEPROM 8K/16K 5.0V Microwire串行EEPROM
Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:400V; Forward Current Avg Rectified, IF(AV):300A; Non Repetitive Forward Surge Current Max, Ifsm:6500A; Forward Voltage Max, VF:1.4V; Package/Case:DO-205 8K/16K 5.0V Microwire串行EEPROM
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	DPA422PN DPA423GN DPA425GN DPA424PN DPA425PN DPA42	DC-DC Forward Converter Design Guide Application Note AN-31
DPA-Switch DC-DC Forward Converter Design Guide
	Power Integrations, Inc.
Power Integrations, Inc...

	1N6529U 1N6531U 1N6533U 	2000 V rectifier 0.05-0.25 A forward current, 70 ns recovery time
3000 V rectifier 0.05-0.25 A forward current, 70 ns recovery time
5000 V rectifier 0.05-0.25 A forward current, 70 ns recovery time
	Voltage Multipliers

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP

	610-3132-120 610-4132-120 	LED Lamp; LED Color:Red; Luminous Intensity:250ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No; Lens Style:(H x W) 36.83 x 15 mm; Lens Width:10 RoHS Compliant: No
SINGLE COLOR LED, RED, 11.94 mm
	Dialight Corporation
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